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External Materials Schedule
Plot 1 ( House)
• Bricks Maranello by TBS 
• Windows upvc grey colour 
• Sandtoft Calderdale slate in grey 
• Stone cills 

Plot 2 (Chalet Bungalow)
• Bricks Old farmhouse multi by TBS Ltd
• Cream upvc windows 
• Rustic double pantile roof tile 
• Stone cills 

Mixed Indian Stone 
Paving

Mixed Indian Stone 
Paving
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Front Boundary wall to be constructed as :
1.5m high matching brick pillars with 750mm 
high dwarf wall & 750mm high black metal 
railings

Front Boundary wall to be constructed as :
1.5m high matching brick pillars with 750mm 
high dwarf wall & 750mm high black metal 
railings
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Contractors are responsible for checking all dimensions on site prior to work commencing.Due to areas of the structure being covered, unexposed or otherwise inaccessible the notes / specifications of existing materials are subject to confirmation of site when it is feasible to expose the relevant areas 
of construction. All material schedules are given in good faith and for pricing purposes only. It is the responsibility of the contractor to check their accuracy before ordering any materials. Remway Design accepts no responsibility for the accuracy of these material schedules. a3
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2479 / BG01 rev DProposed Block Plan - Backgate

1 : 50
Boundary Wall Typical Detail
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