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Address:  Oak Barn. Willow Drove. Borough Fen. Peterborough. PE6 7QB

Email: paulsharman1@btinternet.com
Tel: 07724 529094

Condition C8:

The scheme of landscaping and tree planting shown on dwg. no. HW/06/J shall be carried out and
completed in its entirety during the first planting season following practical completion of the
development. All trees, shrubs and bushes shall be maintained by the owner or owners of the land
on which they are situated for the period of five years beginning with the date of completion of the
scheme and during that period all losses shall be made good as and when necessary.

Reason: To ensure that the development is adequately landscaped, in the interests of its visual
amenity and that of the area in which it is set.
This Condition is imposed in accordance with Policies 2 and 3 of the South East Lincolnshire Local
Plan, 2019

Answer.
In lieu of HW/06/J a further drawing has been produced to show the soft and hard landscaping
This is drawing reference HW/09/A
Copy details are enclosed

Project: Land off Hereward Way. Crowland. Peterborough. PE6 0BL.

Planning: Planning conditions.

Date: 1�� October 2024.

Planning permission reference no:

H02-0151-24

Dated 21�� JUNE 2024.
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SCALE BAR

  6 DWELLINGS ON LAND AT HEREWARD WAY. CROWLAND. PETERBOROUGH. PE6 0BL
drawing number 

HW/09/A

15 20 25

OAK BARN. WILLOW DROVE. BOROUGH FEN. PETERBOROUGH. PE6 7QB

tel: 07724 529 094 email: paulsharman1@btinternet.com
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HARD AND SOFT LANDSCAPING PLAN

TUNJI FASAE & GEORGE LAWAL

OCTOBER 2024

A  01/10/2024    DRAWING FIRST ISSUED
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SHRUB PLANTING SCHEDULE

CODE               PLANT NAME                                   

TREE PLANTING SCHEDULE

CODE           PLANT NAME                                     
NT1 to NT5

CTS     SIZE

350
900
350
600
900
400
300

2.0L
2.0L
2.0L
2.0L
2.0L
2.0L
2.0L

EGC
EEG

CC

CC

BETULA UTILUS JAQUEMONTIINT6 to NT7

SORBUS ACUPARIANT8 to NT9

BERBERIS DARWINII
CISTUS CRETICUS
COTONEATER CORAL BEAUTY
ESCALLONIA GOLDEN CARPET
EUONYMUS EMERALD AND GREEN
OSMANTHUS BURKWOODII
PYRACANTHA SOLEIL DOR
VINCA MINOR GERTRUDE JEYKLL

BD
CC
CCB
EGC
EEG
OB
P.SOL
VM

STD
STD

STD

300 1.0L

SIZE

BOUNDARY FENCING
Boundary fencing to the site and plot boundaries to be 1800mm high close
boarded feather edged fencing 

FENCING LEGEND AND NOTES

Garden gates to give a clear 850mm wide opening and to be
provided with 1 pair of anti lift heavy duty t hinges, 1 suffolk
latch & 1 sliding bolt.

All fencing to be from green tanalised pressure treated timber
and to be retained in that colour.

Preservative to give 30 years of life to the fence

Fencing palings fixed to 3 arris rails cut from 100mm x 100mm
timber.

Fencing rails secured to 125mm x 100mm concrete posts at
2400mm maximum centres. Posts set 750mm in the ground
in 450mm x 450mm plain concrete base.

1

3

4

5

H A R D  S U R F A C E S 

1    The driveways are to be constructed from 200 x 100 x 60mm precast 
Colour to be RED

3    Level access to be provided at dwelling entrances.

4   

      Paths to be from 600mm x 600mm x 50mm precast or natural stone pavings 
      laid on 50mm sharp sand with portland cement mixed in to the top on 150mm 
      DOT type 1 granular fill on Terram 500 geotextile.
      Formation layer to be compacted prior to commencement of the works.

2    Paths to front of dwellings to be 1200mm minimum wide and 600mm to rear

      concrete block paviors

Bins are stored to the rear of the dwellings in the positions as shown
and are located on a hardstanding formed from precast concrete pavings on a 
consolidated hardcore sub base.
The bins are to be left at the bin collection points shown on the bin collection days.

Roadway as above but colour BRINDLE and 80mm thick.
Entrance road to Rumble strip in Asphalt 

THE TIMING FOR PLANTING IS TO BE THE NEXT AVAILABLE PLANTING SEASON
AFTER COMPLETION OF THE DWELLINGS

Feather edged fencing to be from 90mm x 13mm to 6mm
feather edge fencing.
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KNEE RAIL

KNEE RAIL

SHED

BINS

RAISED TABLE from 100mm x 100mm x 80mm paviors.
Colour Plum brown.

RAISED TABLE as adjacent.

Right of Way crossover from Grassguard Permeable 
Paving 500 x 300 x 100mm - Colour Earth Brown

BIN PARK from  Grassguard Permeable 
Paving 500 x 300 x 100mm - Colour Earth Brown

Knee rails to dwellings Plots 1 and 2 from 140mm x 140mm posts 
with birdsmouth tops that support 100mm x 100mm rails. 
Posts secured in a concrete base 350mm x 350mm x 450mm deep 
with the horizontal rails attached to the posts with galvanised steel 
birdsmouth straps and galvanised nails. 
Heights to be 450mm with a rail length of 1800mm
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ADJACENT NEW DWELLING

Boundary fencing stops here in a tapered section from 2000mm to 1000mm

Knee rail

Knee rail

BD

These 2 areas of grass underplanted with snowdrops
GALANTHUS NIVALIS

BD

Boundary fencing stops here in a tapered section from 2000mm to 1000mm

LEVELS AND DRAINAGE 
To be in accordance with the Infrastructure Engineers designs and details.

Please refer to seperate details, specification and drawings.

EXISTING LEVELS AND BUILDINGS ETC
These are all shown coloured purple/pink
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LANDSCAPE SPECIFICATION NOTES  

together with an  

IMPLEMENTATION PLAN  

 

 

SOFT LANSCAPING NOTES. 

 

GENERAL 

Planted landscape areas must be free from construction debris, large stones and weeds at hand-over. 

Imported topsoil is to be good quality loam, free from large stones (50mm or over) and weeds. 

Landscaping defects liability period: 

Landscape to be subject to a 12 month defects liability period. 

The landscape contractor is to maintain the landscaped areas during this period unless alternative 

arrangements are made with the client. 

Maintenance shall include grass cutting and watering (at least one visit every two weeks during the 

growing season), plant bed weeding (at least one visit every four weeks during the growing season), litter 

and weed control, maintenance of tree and woodland areas and the replacement of plants that die during 

the period. 

 

TOPSOIL 

Topsoil is to be generally levelled to avoid pooling and must be at least 150mm below DPC level where it 

abuts dwellings. 

Topsoil shall be 400mm deep. (CHECK DEPTH WITH CONTAMINATION REPORT) 

Herbicide and cultivation. 

Topsoil to be treated with 2 applications of Herbicide prior to planting and strictly in accordance with the 

'Control of pesticides regulations 1986' or otherwise updated / superceded legislation and following 

manufacturers instructions and to be used by qualified staff. 

Topsoil shall be compliant with BS3882:2007 

 

TURF 

Generally gardens are to be laid with good quality turf without ryegrass conforming to BS3963 and BS4428, 

Turf to be laid on topsoil as described above. 

 

HEDGING 

The mix is as follows: 

Hawthorn (Crataegus monogyna) 100% with 60cm Acorn spiral shelter 

Planting to be in two staggered lines, with the distance between plants 

within the lines being 30cm and between the lines 45cm. 

 

Escallonia plants where shown to be planted in a single line and at 400mm centres and are to be supplied 

as 2 litre plants 

WILLOW BARNS. WILLOW DROVE. BOROUGH FEN. PETERBOROUGH. PE6 7QB
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Except where otherwise specified, all materials and workmanship shall be in accordance with appropriate 

British Standards current at the time of tendering. BS 4428 1969 deals with General Landscape Operations. 

All plants to be of British provenance and to conform to BS 3936 1992 Nursery Stock where applicable. 

 

 

TREES 

Planting Stock 

All plant materials should comply with the minimum requirements of BS 3936: Parts 1  

(Specifications for Trees and Shrubs) and 4 (Specifications for Forest Trees) 

Trees should be supplied packaged in accordance with the recommendations of BS 3936 (Nursery stock). 

Note: Under no circumstances should roots be allowed to dry out. 

Always ensure the roots remain covered and moist at all times throughout planting operations. 

Site Preparation 

The sub-soil and top-soil should have good physical structure, be friable, retentive of moisture, and well 

drained. 

On sites where this is lacking, or the ground is heavily compacted, cultivation over the whole area should 

be undertaken. 

A 1m minimum diameter weed free spot should be provided around the tree planting area. 

Tree Pits 

Excavations for tree pits should be at least twice the diameter of the root spread, and 1.5 times the depth 

of the roots of the stock to be planted. 

The bottom and sides of the hole should be forked to break up the sub-soil. 

Excavated sub-soil should be removed from the site and should be replaced with top-soil, planting compost 

or other suitable growing medium. 

Staking 

Newly planted trees over 1m high should be held secure at the base 

Vertical stakes should be driven before planting and should penetrate at least 0.6m below the base of the 

planting pit and should extend above ground level to a maximum of one third the total tree height. 

The stakes should be free from bark, snags, pests and diseases and should be of sufficient size (50mm to 

75mm top diameter) to withstand the weight of the tree crown when subjected to the normal prevailing 

wind of the planting site. 

Planting 

It is most important to plant trees at the original root collar soil depth. 

The soil mark on the stem is an indication of this and it should be maintained on the finished level, allowing 

for settling of the soil after planting. 

Compost in containers should be moist before planting and before containers are removed. 

Any broken or damaged roots should be cut back to sound growth; heavily coiled roots on container grown 

plants should be eased from the root ball or cut. 

Bare roots should be spread evenly in the planting pit. 

During back filling around the tree the soil should be lightly firmed to ensure close contact with the roots. 

Firming should be such as to ensure that the roots will be held secure in the soil and that penetration of 

moisture will not be restricted. 

Tying 

Each tree should be secured to the stake so as to prevent excessive movement. 

The tree should be secured at the top of the stake. 

Ties should be checked after severe gales and at least twice a year, and should be adjusted or replaced to 

allow for growth. 

They should be removed as soon as anchorage has been achieved. 

After Care 

For the first one or two years after planting special care and attention to your new plantings will help 

ensure their successful establishment. 

It is therefore important to have a maintenance programme incorporating the points and issues raised 

below. 

 

 



Re-firming 

If the roots of newly planted trees are loosened the soil should be re-firmed as soon as possible to exclude 

air pockets from around the roots. 

Weed Control 

Weeds and grass compete for moisture and nutrients and should be eliminated until the plants are well 

established, usually at two years. 

A minimum space of 1m diameter around each tree should be weed free. 

Mulching 

Mulcher, used to conserve soil moisture and to minimize weed growth, should consist of either sheet or 

granular materials such as ultraviolet stabilised polythene sheeting or bitumen felt, 

or 75mm minimum of pea gravel or ground bark. 

Mulches should only be applied when the soil is moist. 

Watering 

During the growing season newly planted trees and shrubs should be watered to ensure that the soil is 

kept constantly moist. 

When watering, it is important to ensure that the tree receives sufficient quantity. In dry weather or on dry 

sites the soil around the tree should be thoroughly soaked with perhaps as much as 27 - 30 litres (6 - 7 

gallons). 

 

SHRUBS / TRANSPLANTS ETC 

Shrubs and transplants shall be planted in pits 300 x 300 x 400mm depth (as per BS4428:1989) and the 

backfill shall include 3 litres of peat free tree and shrub compost. 

Where two or more shrub species are indicated within a single bed each species shall be randomly 

throughout the bed in groups of 3 / 5. 

 

N O T E 

New trees are to be planted as standards. 

_____________________________________________________________________________ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



IMPLEMENTATION PLAN 

 

IMPLEMENTATION TIMESCALE 

Planting and turfing works are to commence after building and infrastructure works are completed. 

At this stage a date cannot be given. 

Management and maintenance of the landscape scheme would commence following certified practical 

completion of the landscape works. 

 

MAINTENANCE AND PLANTING DEFECTS LIABILITY  

(Initial 12 months following Practical Completion) 

Pre-practical completion maintenance to conform to the specification for post-practical completion 

maintenance - Specification to be confirmed with client. 

All work shall be carried out in accordance with good horticultural and landscape management practice, 

and by competent, experienced and skilled operatives. 

Carry out all operations necessary to ensure the establishment and continued thriving of all plant material 

(including grass) 

 

GENERALLY 

All operations to be carried out at appropriate seasonal times and in appropriate weather condition for the 

work in hand. 

All planting works shall be carried out in accordance with BS 4043, BS 4428 and BS 5837. 

Container grown plants may be planted at any time of year if ground and weather conditions are 

favourable and there is a commitment to additional establishment maintenance, watering and 

replacement of plant failures. 

In this case it has been decided that the works to lay the grass turves can be carried out as above. 

Trees and hedges will be installed in the bare root planting season. 

This runs from November to the end of March. 

Workmanship and materials not specified shall conform to the appropriate British Standards. 

All work shall be carried out in accordance with good horticultural practice, and by competent, experienced 

and skilled work people. 

_____________________________________________________________________________ 

 

LANDSCAPE  MANAGEMENT AND MAINTENANCE PLAN. 

 

INTRODUCTION 

The following sets out the approach to maintenance and the management of the landscape to the project. 

The responsibilities for the management of landscape and public realm are anticipated to be  

allocated as follows: 

• Private gardens.  

Will be owned and managed by the developers until they are sold. 

In the case of individual house occupiers, details of the proposed maintenance regime will be      

provided for guidance but unfortunately cannot be readily enforced. 

 

DESIGN STATEMENT 

• The landscape has been designed to integrate the development into the local landscape character 

as well as complement the architecture of the new development in order to a distinctive sense of 

place. 

 

MAINTENANCE CONTRACTORS 

• A water supply will be provided on site and the Contractor is responsible for maintenance and any 

necessary replacement of any equipment damaged by the Contractor. 

• The Contractor will not be allowed to leave anything on site which could cause a fire. 

• The Contractor is responsible for all flammable materials security at the site. 

• Should during the course of maintenance the Contractor or any person associated with the 

Contractor directly or indirectly cause or allow to be caused any damage to any property, this 

damage must be repaired without delay. 



• Whilst working on site the Maintenance Contractor will be required to work within the framework 

of all Health and Safety Legislation. To do this it may on occasion be necessary to provide 

protective works to safeguard the public and property. This will be at the Contractor's expense. 

• The Contractor will at the request of the relevant body, provide all necessary documentation to 

ensure compliance with the necessary Health & Safety legislation. 

 

GRASS AND LAWN AREAS MANAGEMENT ESTABLISHMENT & MAINTENANCE 

• The Contractor shall maintain all grass in accordance with good practice in accordance with BS 7370-

3. 

•  During the dormant season keep grassed areas clear of fallen leaves and other debris, to prevent the 

grass yellowing. 

• The first cut in the spring grass must be cut no lower than 40mm with sharp grass cutter. 

• During the growing season, grass areas shall be mown at least ten times or as necessary, at 

intervals of not more than 10-14 days depending on growing conditions. Grass shall be cut using a 

sharp cutter, all grass areas are to be maintained between 20mm and 40mm at all times and 

remove arisings from site. If the grass is still growing late in the season, in the autumn, the sword 

should be cut no lower than 40mm. 

• If grass is under heavy shade must be allowed to seed before cutting. 

• If the Contractor feels that inclement weather may prevent mowing from taking place, the relevant 

body must be contacted and authorisation requested to suspend mowing. If so, mowing will 

resume as soon as possible and all clippings removed from the site. 

• Bare patches to be re-sown using suitable grass seed approved by Client. 

• Any slight hollows which appear due to settlement or other causes shall be top dressed, early in 

the growing season, which a mixture of fine compost and damp peat substitute lightly rolled in and 

the grass allowed to grow through before cutting. 

• Generally leveling hollows and bumps to BS 7370-3 clauses 12.4 and 12.5 

• Deeper hollows shall be treated by neatly cutting out a square of turf, building up beneath with the 

mix as set out in 5.8 above plus equal quantity of sharp sand, and the turf replaced at the correct 

level for rolling. Cutting may proceed without interruption. 

• Hollows repaired as above shall be kept watered as necessary until the turf 

has fully married in. 

• Damaged edges in grass must be re-formed to BS 7370-3 

• All areas where bulbs are present should remain uncut from time of bulb emergence until 1st June, 

at which point all debris should be removed following the first cut. 

• In early autumn, spike the lawn using suitable, approved tools at 10cm intervals, and to the same 

depth to aerate it. Following this a top dressing of sand, peat and soil should be applied. 

• If moss becomes a problem seek authorization from the relevant body to apply suitable and 

approved moss killer, following manufacturers instructions and rake out dead moss. 

• Grassed areas, excluding flower meadows, should be fed with a slow release fertilizer in mid to late 

spring. This should be liquid or granular general purpose fertilizer and should be approved by the 

relevant body. 

• If it is felt necessary all grassed areas should have a second feed of fertilizer in early in mid-autumn. 

This should be liquid or granular general purpose fertilizer and should be approved by the relevant 

body.  

 

8.0 PLANTING GENERAL 

• All beds should have neat tidy appearance at all times. 

• All plants shall be watered as may be required to retain healthy growth, especially during drought. 

• Soil must be checked for settlement annually and if necessary topped up. 

• All planted areas including trees shall be given an application of an approved top dressing at the 

rate of 40 gm per sq. meter in May. This should be slow release from e.g. Enmag or similar. 

• Where applicable, planting beds should have a clean, vertical edge between 75mm-100mm high. 

This should be checked and tidied during the dormant season, generally November to March 

• Persistent weeds in planting beds may be treated with selective, approved, herbicide with the prior 

approval of the relevant body. This should only be applied by trained, qualified personal wearing 



protective clothing; they must be fully aware of any potential dangers to themselves and the 

public. 

• If the soil in planting beds becomes compacted (all planting areas under trees should be checked 

annually) the soil must be aerated by pricking to aerate the soil of root areas. The soil crust must be 

broken to reduce soil lumps to crumb and the soil leveled. Attention must be paid so that no plants 

or their roots are damaged. 

• Following strong winds, frost heave and other disturbances all trees and shrubs should be checked 

and re-firmed by treading carefully around the base 

• Litter should be picked from all planting beds at bi-weekly intervals and removed from site. If 

possible litter should separated into different materials, eg paper, cans, bottles, plastic and 

recycled. 

 

SHRUBS 

Shrub planting establishment and maintenance 

• Shrubs shall be annually pruned as necessary and as per notes set out on planting schedules. 

• Shrubs must be checked and pruned annually if encroaching on paths,obscuring windows or signs. 

• After pruning shrubs, feed with approved organic fertilizer. 

• All shrubs must be pruned when necessary to maintain them within the site boundary 

• Once established, any support canes shall be removed from the shrubs. 

• Shrub beds to be kept free of weeds at all times All weeding is carried out by hand, using the 

appropriate tools. All resultant material should be removed from the site. Should maintenance 

personnel feel it necessary to apply a herbicide to remove persistent weeds the approval of the 

Client should be sort prior to any application taking place. 

• Paths to be kept free from overhanging obstructions to a height of 2m at all times. 

• All plants shall be regularly inspected for stability and firmed as necessary at the same time. Stakes 

shall likewise be checked for firmness any plant ties inspected and made good if required. 

• Shrubs are to be pruned to BS 7370-4 and according to Royal Horticultural Society guidelines. 

• Should shrubs become too tightly packed and impenetrable it might be necessary to thin some of 

them in order to maintain healthy growth for the majority of shrubs. Advice and agreement should 

be sort from the relevant body prior to this work commencing. 

• Should pests and/or diseases become prevalent, the Contractor should treat the plants as 

necessary after receiving authorisation from the relevant body. 

• Should the Contractor wish to carry out any pruning for Health and Safety reasons, prior 

authorisation must be sought from the relevant body. 

• In addition to the normal maintenance regime, the relevant body may instruct the Contractor to 

carry out pruning for Health and Safety reasons. 

• Any pruning carried out in the bird breeding season i.e. mid-March to June should be avoided, if 

pruning is unavoidable at this time, approval should be sort from the relevant body and due care 

and attention must be paid so as not to disturb any nesting birds. 

• Within reason, all dead or inappropriate plants should be removed at the request of the relevant 

body.  

• Where shrubs are grown in planters, they should be irrigated as necessary to  ensure the health of 

the plants. 

 

10.0 HEDGES 

Hedge planting management objectives 

• Hedges should be kept neat and tidy and once they have achieved the desired height they must be 

maintained at that height, the finished height of each hedge will be marked on planting plans and 

noted in planting schedules. 

• Hedges must be kept healthy, thick and impenetrable. 

Hedge planting establishment & maintenance 

• New hedges will be inspected twice annually until they are fully established during this time they 

should be cut to ensure a tidy appearance and encourage even growth. 

• 10.4 Thinning will be carried out on a three – five year basis or as required to BS 7370-4 

• The Hawthorn and the Escallonia hedge require pruning at different imes. 



Escallonia requires pruning once a year and after  flowering 

Hawthorn requires pruning in March. 

• Annual monitoring will be undertaken of hedgerow quality and species composition during the first 

five years then every three years. 

• Dead leaves and litter must be cleared from the base of hedges by hand at the same time as 

pruning, cutting or trimming takes place. 

 

11.0 CLIMBERS 

Climbing plants management objectives 

• To create areas of vertical planting to visually enhance walls and buildings. 

• To create a matrix of vertical wildlife habitats across the site. 

Climbing plants establishment & maintenance 

• Trailing and climbing plants shall be assisted in their growth by securing growing leaders where 

necessary. 

• All ties should be checked annually and removed or repositioned as the plants grow. 

• Supports for climbers, eg wires or trellis should be checked for stability annually. 

• Self clinging and supported climbers will need to be checked annually and, if necessary, pruned to 

keep them clear of openings and gutters. 

• All pruning of climbers should be as per Royal Horticulture Society guidelines. 

 

12.0 HERBACEOUS / PERENNIAL & ORNAMENTAL GRASS PLANTING 

Not applicable 

 

13.0 TREES GENERALLY 

• Prior to starting work it should be agreed which trees require pruning or any other tree work. 

• All tree work to BS 3998 and Health and Safety Executive ‘Forestry and arboriculture safety leaflets. 

• Minor pruning of dead or damaged wood shall be allowed for annually between November and 

February. 

• Defective, diseased, unsafe or weak parts of trees additional to those scheduled for attention; give 

notice if detected. 

• All trees must be watered as necessary for their establishment. 

• Tree pits shall be kept free from established weeds at all times. 

• All epicormic growth shall be removed off all trees to a height of 3m. 

• All areas of hard standing should be kept free from overhanging branches up to a height of 2m. 

• Any trees overhanging sports areas and impeding play must be reported immediately to the Client. 

• Where a tree is removed from a site by the Contractor due to arboricultural reasons, the area must 

be re-instated, leveled and re-turfed, re-asphalted or other appropriate material. 

• When a tree has been removed by the Contractor due to vandalism, the Contractor shall liaise with 

the relevant body or Tree Officer to ascertain what is to be done regarding the tree pit. Should it be 

required, the tree pit will be dealt with as per Paragraph 13.10 above. 

• Wound bleeding should be prevented in accordance with BS 3998, clause 8 

• Disease transmission should be prevented in accordance with BS 3998, clause 9 and Appendix B 

• Planters containing trees should be fed with a suitable fertilizer annually. 

• Tree pits filled with hoggin, tree pit aggregate or similar porous hard materials should be checked 

annually for settlement, if this is excessive it should be reported to the relevant body who may 

instruct for the material to be topped up. 

• Unless otherwise instructed all arisings must be removed from site. 

• Permission must be sort for chipping or shredding on site. 

• Site must left clean and tidy following all maintenance operations on site. 

 

 

 

 

 

 



NEW TREES 

Trees establishment & maintenance 

• All work should be carried out in accordance with the British Standard Recommendations for Tree 

Work, BS 3998 and undertaken by qualified aboriculturalists from the clients approved list, or from the 

Arboriculture Association’s list of Registered Contractors. 

• The trees should be checked six monthly for the first five years following planting for signs of 

deterioration or distress and the appropriate actions undertaken where a potential safety hazard is 

identified. 

• Tree stakes and supports must be inspected and adjusted as the trees establish and grow. Tree 

supports and ties must be removed once trees are fully established. 

• Once trees have been established for five years following planting they should be checked annually 

for signs of deterioration or distress and the appropriate actions undertaken where a potential 

safety hazard is identified. 

• Deciduous trees should be pruned during their dormant period, November to March. 

• Prunus species should be pruned between April and July to reduce the chances of silver leaf 

disease. 

 

LEAF FALL ON SOFT LANDSCAPE AREAS 

• The Contractor shall ensure the prompt clearance and proper disposal of leaves, twigs, blossom, 

tree fruit and seeds so as not to cause damage to hard surfaces, lawns and planted areas. This may 

be varied on some shrub beds where agreed with the relevant body. 

• The Contractor shall maintain and use the facilities for the composting of leaf litter within the sites 

to be instructed by the relevant body. 

• Mechanised blowers can be used for this function after authorisation has been given from the 

relevant body. 

• Some leaves may be left in shrub beds after authorisation has been given from the relevant body. 

 

MONITORING & REVIEW 

• An audit should be undertaken annually to provide an objective audit of the current situation, this 

should include consultation with local residents groups. 

• Any concerns or issues raised at the above audit should validated. 

• Tested and validated areas of concern that have been identified as potential issues, but never 

before substantiated or supported by statistical evidence, should be addressed and, where 

appropriate alterations made to the management plan 

 

_____________________________________________________________________________ 

 

 


