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1. Introduction 
 

AS Modelling & Data Ltd. has been instructed by Mr. Ian Pick of Ian Pick Associates Ltd., on behalf of 

Clarke Group Construction Ltd., to use computer modelling to assess the impact of ammonia emissions 

from the proposed broiler chicken rearing houses at Land at Gibbet Fen, Fen Road, Donington, 

Spalding, Lincolnshire. PE11 4XE. 

 

Ammonia emission rates from the proposed poultry houses have been assessed and quantified based 

ƵƉŽŶ�ƚŚĞ��ŶǀŝƌŽŶŵĞŶƚ��ŐĞŶĐǇ͛Ɛ�ƐƚĂŶĚĂƌĚ�ĂŵŵŽŶŝĂ�ĞŵŝƐƐŝŽŶ� ĨĂĐƚŽƌƐ͘�dŚĞ�ĂŵŵŽŶŝĂ�ĞŵŝƐƐŝŽŶ�ƌĂƚĞƐ�
have then been used as inputs to an atmospheric dispersion and deposition model which calculates 

ammonia exposure levels and nitrogen deposition rates in the surrounding area.    

 

This report is arranged in the following manner: 

 

x Section 2 provides relevant details of the farm and potentially sensitive receptors in the 

area. 

 

x Section 3 provides some general information on ammonia; details of the method used to 

estimate ammonia emissions, relevant guidelines and legislation on exposure limits and 

where relevant, details of likely background levels of ammonia. 

 

x Section 4 provides some information about ADMS, the dispersion model used for this study 

and details the modelling procedure. 

 

x Section 5 contains the results of the modelling. 

 

x Section 6 provides a discussion of the results and conclusions. 
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2. Background Details 
 

The site of the proposed broiler rearing houses at Land at Gibbet Fen is in a rural area, approximately 

1.1 km to the north-west of Donington in Lincolnshire. The surrounding land is used almost exclusively 

for arable farming. The site is at an altitude of around 3 m on level drained fenland. 

 

Under the proposal, six new poultry houses would be constructed on Land at Gibbet Fen. The new 

poultry houses would provide accommodation for up to 330,000 broiler chickens. The new houses 

would be ventilated by uncapped high speed ridge fans, each with a short chimney, with gable end 

fans to provide additional ventilation in hot weather conditions. The chickens would be reared from 

day old chicks to around 38 days old and there would be approximately 7.5 crops per year.  

 

No Local Wildlife Sites (LWSs) or Ancient Woodlands (AWs) have been identified within 2 km of the 

site (the normal screening distance for non-statutory sites). There are two Sites of Special Scientific 

Interest (SSSIs) that are within 10 km. No internationally designated sites have been identified within 

10 km of the site of the proposed poultry houses. Some further details of the SSSIs are provided below: 

 
x Horbling Fen SSSI - Approximately 3.3 km to the west-south-west - Geological. 

x Surfleet Lows SSSI - Approximately 9.2 km to the south-east - One of the few remaining wet alluvial meadows 

in Lincolnshire that has not been subjected to agricultural improvement. Meadows of this type are now rare 

throughout lowland Britain. A typical range of meadow plants is present as well as a number of species more 

characteristic of coastal locations. Additional interest is provided by wet fen woodland, pools and tall fen 

vegetation. 

 

A map of the surrounding area showing the positions of the proposed poultry houses and the nearby 

wildlife sites are provided in Figure 1. In this figure, the SSSIs are shaded green and the site of the 

proposed poultry houses is outlined in blue. 
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 Figure 1. The area surrounding the site, w

ith concentric circles radii 10.1 km
 (purple), 5.1 km

 (green) and 2.1 km
 (olive) 
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3. Ammonia, Background Levels, Critical Levels & Loads & Emission 

Rates 
  

3.1 Ammonia concentration and nitrogen and acid deposition 
When assessing potential impact on ecological receptors, ammonia concentration is usually expressed 

in terms of micrograms of ammonia per metre cubed of air (µg-NH3/m3) as an annual mean. Ammonia 

in the air may exert direct effects on the vegetation, or indirectly affect the ecosystem through 

deposition which causes both hyper-eutrophication (excess nitrogen enrichment) and acidification of 

soils. Nitrogen deposition, specifically in this case the nitrogen load due to ammonia 

deposition/absorption is usually expressed in kilograms of nitrogen per hectare per year (kg-N/ha/y). 

Acid deposition is expressed in terms of kilograms equivalent (of H+ ions) per hectare per year 

(keq/ha/y). 

 

3.2 Background ammonia levels and nitrogen and acid deposition 
The background ammonia concentration (annual mean) in the area around Land at Gibbet Fen and 

the wildlife sites is 2.32 µg-NH3/m3. The background nitrogen deposition rate to woodland is 34.16 kg-

N/ha/y and to short vegetation is 19.60 kg-N/ha/y. The background acid deposition rate to woodland 

is 2.38 keq/ha/y and to short vegetation is 1.33 keq/ha/y. The source of these background figures is 

the Air Pollution Information System (APIS, December 2021).  

 

3.3 Critical Levels & Critical Loads  
Critical Levels and Critical Loads are a benchmark for assessing the risk of air pollution impacts to 

ecosystems. It is important to distinguish between a Critical Level and a Critical Load. The Critical Level 

is the gaseous concentration of a pollutant in the air, whereas the Critical Load relates to the quantity 

of pollutant deposited from air to the ground. 

 

Critical Levels are defined as, "concentrations of pollutants in the atmosphere above which direct 

adverse effects on receptors, such as human beings, plants, ecosystems or materials, may occur 

according to present knowledge" (UNECE). 

 

Critical Loads are defined as, "a quantitative estimate of exposure to one or more pollutants below 

which significant harmful effects on specified sensitive elements of the environment do not occur 

according to present knowledge" (UNECE). 

 

For ammonia concentration in air, the Critical Level for higher plants is 3.0 µg-NH3/m3 as an annual 

mean. For sites where there are sensitive lichens and bryophytes present, or where lichens and 

bryophytes are an integral part of the ecosystem, the Critical Level is 1.0 µg-NH3/m3 as an annual 

mean. 
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Critical Loads for nutrient nitrogen are set under the Convention on Long-Range Transboundary Air 

Pollution. They are based on empirical evidence, mainly observations from experiments and gradient 

studies. Critical Loads are given as ranges (e.g. 10-20 kg-N/ha/y); these ranges reflect variation in 

ecosystem response across Europe.  

 

The Critical Levels and Critical Loads at the wildlife sites assumed in this study are provided in Table 1. 

N.B. Where the Critical Level of 1.0 µg-NH3/m3 is assumed, it is usually unnecessary to consider the 

Critical Load as the Critical Level provides the stricter test. However, it may be necessary to consider 

nitrogen deposition should a Critical Load of 5.0 kg-N/ha/y be appropriate.  Normally, the Critical Load 

for nitrogen deposition provides a stricter test than the Critical Load for acid deposition. 

 

Table 1. Critical Levels and Critical Loads at the wildlife sites 

Site 
Critical 
Level 

(µg-NH3/m3) 

Critical Load 
- Nitrogen 
Deposition 
(kg-N/ha/y) 

Critical 
Load - Acid 
Deposition 
(keq/ha/y) 

Surfleet Lows SSSI 3.0 1 20.0 1 & 2 - 
Horbling Fen SSSI n/a 3 n/a 3 n/a 3 

1. Based upon the citation for the site and information from APIS. 

2. The lower bound of the range of Critical Loads for the site/species, obtained from APIS. 

3. No Critical Level/Load for the designated features, or no site entry, in APIS. 

 

3.4 Guidance on the significance of ammonia emissions 

3.4.1 Environment Agency Criteria 
The Environment Agency web-ƉĂŐĞ�ƚŝƚůĞĚ�͞/ŶƚĞŶƐŝǀĞ�ĨĂƌŵŝŶŐ�ƌŝƐŬ�ĂƐƐĞƐƐŵĞŶƚ�ĨŽƌ�ǇŽƵƌ�ĞŶǀŝƌŽŶŵĞŶƚĂů�
ƉĞƌŵŝƚ͕͟� ĐŽŶƚĂŝŶƐ�Ă� ƐĞƚ�ŽĨ� ĐƌŝƚĞƌŝĂ͕�ǁŝƚŚ� ƚŚƌĞƐŚŽůĚƐ�ĚĞĨŝŶĞĚ�ďǇ�ƉĞƌĐĞŶƚĂŐĞƐ of the Critical Level or 

Critical Load, for: internationally designated wildlife sites (Special Protection Areas (SPAs), Special 

Areas of Conservation (SACs) and Ramsar sites); Sites of Special Scientific Interest (SSSIs) and other 

non-statutory wildlife sites. The lower and upper thresholds are: 4% and 20% for SACs, SPAs and 

Ramsar sites; 20% and 50% for SSSIs and 100% and 100% for non-statutory wildlife sites. If the 

predicted process contributions to Critical Level or Critical Load are below the lower threshold 

percentage, the impact is usually deemed acceptable. 

 

If the predicted process contributions to Critical Level or Critical Load are in the range between the 

lower and upper thresholds; 4% to 20% for SACs, SPAs and Ramsar sites; 20% to 50% for SSSIs and 

100% to 100% for other non-statutory wildlife sites, whether or not the impact is deemed acceptable 

is at the discretion of the Environment Agency. In making their decision, the Environment Agency will 

consider whether other farming installations might act in-combination with the farm and the 

sensitivities of the wildlife sites. In the case of LWSs and AWs, the Environment Agency do not usually 

consider other farms that may act in-combination and therefore a PC of up to 100% of Critical Level 

or Critical Load is usually deemed acceptable for permitting purposes and therefore the upper and 

lower thresholds are the same (100%). 
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3.4.2 Natural England advisory criteria 
Natural England are a statutory consultee at planning and usually advise that, if predicted process 

contributions exceed 1% of Critical Level or Critical Load at a SSSI, SAC, SPA or Ramsar site, then the 

local authority should consider whether other farming installations1 might act in-combination or 

cumulatively with the farm and the sensitivities of the wildlife sites. This advice is based primarily upon 

the Habitats Directive, EIA Directive and the Countryside and Rights of Way Act. 
 

1. The process contribution from most farming installations is already included in the background ammonia 

concentrations and nitrogen and acid deposition rates. Therefore, it is normally only necessary to consider new 

installations and installations with extant planning permission and proposed developments when 

understanding the additional impact of a proposal upon nearby ecologies. However, established farms in close 

proximity may need to be considered given the background concentrations and deposition rates are derived as 

an average for a 5 km by 5 km grid.  

 

3.4.3 Joint Nature Conservancy Committee - Guidance on Decision-making Thresholds for 

Air Pollution 
In December 2021, the Joint Nature Conservancy Committee (JNCC) published a report titled, 

͞Guidance on Decision-making Thresholds for Air Pollution͟ This report provides decision-making 

criteria to inform the assessment of air quality impacts on designated conservation sites. The criteria 

are intended to be applied to individual sources to identify those for which a decision can be taken 

without the need for further assessment effort. 

 

The Decision-making thresholds (DMT) for on-site emission sources provided in the JNCC report are 

reproduced below: 

 

x For lichens and bryophytes - 0.08%, 0.20%, 0.34 and 0.75% of the Critical Level for high, 

medium, low and very low development density areas, respectively. 

x For higher plants - 00.08%, 0.20%, 0.34 and 0.75% of the Critical Level for high, medium, low 

and very low development density areas, respectively. 

x For nitrogen deposition to woodland (Critical Load 10 kg-N/ha/y) - 0.13%, 0.34%, 0.57% and 

1.30% of the Critical Level for high, medium, low and very low development density areas, 

respectively. 

x For nitrogen deposition to grassland (Critical Load 10 kg-N/ha/y) 0.09%, 0.24%, 0.40% and 

0.88% of the Critical Level for high, medium, low and very low development density areas, 

respectively. 

 

EŽƚĞ�ƚŚĂƚ�͚ĚĞǀĞůŽƉŵĞŶƚ�ĚĞŶƐŝƚǇ͛�ŝƐ�ĚĞĨŝŶĞĚ as, the assumed number of additional new sources below 

the DMT within 5 km of the proposed development over 13 years: very low density being 1 

development; low 5 developments; medium 10 developments and high 30 developments. 

 

Subject to some exceptions, where the process contribution from an on-site source is below the DMT, 

no further assessment is required. Where the process contribution exceeds the DMT there are two 

possible outcomes:  

 

x Where site-relevant thresholds have been derived these can be applied to see if it is possible 

to avoid further assessment effort on the basis of site specific circumstances. 
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x If site-relevant thresholds have not yet been derived, further assessment in combination with 

other plans and projects is required. 

 

AS Modelling & Data Ltd. would note that the DMTs for medium and high development density areas 

are more than 5 and 10 times lower than the current 1% of Environmental Assessment Level (EAL) 

that is normally considered negligible when assessing air quality, respectively, and that it is unlikely 

that any development: agricultural or otherwise; small or large; with or without mitigation, would fall 

below the DMTs in these areas. 

 

3.5 Quantification of ammonia emissions 
Ammonia emission rates from poultry houses depend on many factors and are likely to be highly 

variable. However, the benchmarks for assessing impacts of ammonia and nitrogen deposition are 

framed in terms of an annual mean ammonia concentration and annual nitrogen deposition rates. To 

obtain relatively robust figures for these statistics, it is not necessary to model short term temporal 

variations and a steady continuous emission rate can be assumed. In fact, modelling short term 

temporal variations might introduce rather more uncertainty than modelling continuous emissions. 

 

The Environment Agency provided an Intensive farming guidance note which lists standard ammonia 

emission factors for a variety of livestock, including broiler chickens. The emission factor for broiler 

chickens is 0.034 kg-NH3/bird place/y; this figure is used to calculate the emissions from the proposed 

poultry houses.  

 

Details of the poultry numbers and types and emission factors used and calculated ammonia emission 

rates are provided in Table 2. 

 

Table 2. Details of animal numbers and ammonia emission rates 

Source Animal numbers Type or weight 
Emission factor 

 (kg-NH3/place/y) 
Emission rate  

(g-NH3/s) 
Proposed Housing 330,000 Broiler Chickens 0.034 0.355540 
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4. The Atmospheric Dispersion Modelling System (ADMS) and 

Model Parameters 
 

The Atmospheric Dispersion Modelling System (ADMS) ADMS 5 is a new generation Gaussian plume 

air dispersion model, which means that the atmospheric boundary layer properties are characterised 

by two parameters; the boundary layer depth and the Monin-Obukhov length rather than in terms of 

the single parameter Pasquill-Gifford class. 

 

Dispersion under convective meteorological conditions uses a skewed Gaussian concentration 

distribution (shown by validation studies to be a better representation than a symmetrical Gaussian 

expression).  

 

ADMS has a number of model options that include: dry and wet deposition; NOx chemistry; impacts 

of hills; variable roughness; buildings and coastlines; puffs; fluctuations; odours; radioactivity decay 

;ĂŶĚ� ɶ-ray dose); condensed plume visibility; time varying sources and inclusion of background 

concentrations. 

 

ADMS has an in-built meteorological pre-processor that allows flexible input of meteorological data 

both standard and more specialist. Hourly sequential and statistical data can be processed and all 

input and output meteorological variables are written to a file after processing. 

 

The user defines the pollutant, the averaging time (which may be an annual average or a shorter 

period), which percentiles and exceedance values to calculate, whether a rolling average is required 

or not and the output units. The output options are designed to be flexible to cater for the variety of 

air quality limits which can vary from country to country and are subject to revision. 
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4.1 Meteorological data 
Computer modelling of dispersion requires hourly sequential meteorological data and to provide 

robust statistics the record should be of a suitable length; preferably four years or longer.  

 

The meteorological data used in this study is obtained from assimilation and short term forecast fields 

of the Numerical Weather Prediction (NWP) system known as the Global Forecast System (GFS)1.  

 

The GFS is a spectral model: over the UK, the physics/dynamics model has an equivalent resolution of 

approximately 9 km (latterly approximately 6 km) over the UK; terrain is understood to be resolved at 

a resolution of approximately 2 km, with sub-9/6 km terrain effects parameterised. Site specific data 

may be extrapolated from nearby archive grid points or a most representative grid point chosen. The 

GFS resolution adequately captures major topographical features and the broad-scale characteristics 

of the weather over the UK. Smaller scale topological features may be included in the dispersion 

modelling by using the flow field module of ADMS (FLOWSTAR). The use of NWP data has advantages 

over traditional meteorological records because: 

 

ͻ Calm periods in traditional records may be over represented because the instrumentation 

used may not record wind speed below approximately 0.5 m/s and start up wind speeds 

may be greater than 1.0 m/s. In NWP data, the wind speed is continuous down to 0.0 m/s, 

allowing the calms module of ADMS to function correctly. 

 

ͻ Traditional records may include very local deviations from the broad-scale wind flow that 

would not necessarily be representative of the site being modelled; these deviations are 

difficult to identify and remove from a meteorological record. Conversely, local effects at 

the site being modelled are relatively easy to impose on the broad-scale flow and provided 

horizontal resolution is not too great, the meteorological records from NWP data may be 

expected to represent well the broad-scale flow. 

 

ͻ Information on the state of the atmosphere above ground level which would otherwise be 

estimated by the meteorological pre-processor may be included explicitly.  

 

A wind rose showing the distribution of wind speeds and directions in the GFS derived data is shown 

in Figure 2.  

 
1. The GFS data used is derived from the high resolution operational GFS datasets, the data is not obtained from the 

lower resolution (0.5 degree) long-term archive.  
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Figure 2. The wind rose. GFS derived data for 52.908 N, 0.230 W, 2017-2021 Z:\PROJECTS\WORKING\Gibbet_Fen\ADMS\GFS_52.908_-0.23_01012017_01012021_NBLD.met
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4.2 Emission sources 
Emissions from the chimneys of the uncapped high speed ridge or roof fans that would be used for 

the primary ventilation of the proposed poultry houses are represented by three point sources per 

house within ADMS (PR1 to PR6; 1 2, & 3).  Emissions from the gable end fans that would be used to 

provide additional ventilation in hot weather are represented by a single volume source within ADMS 

(PR1to6_GAB). 

 

Details of the point and volume source parameters are shown in Tables 3a and 3b and their positions 

may be seen in Figure 3. 

 

Table 3a. Point source parameters 

Source ID 
Height 

(m) 
Diameter 

(m) 

Efflux 
velocity 

(m/s) 

Emission 
temperature 

;ȗ�Ϳ 

Emission rate per 
source  

(g-NH3/s) 

PR1 to PR6; 1 2, & 3 6.8 0.8    11.0 Variable 1 0.019752 2 

 
Table 3b. Volume source parameters 

Source ID 
Length 

(m) 
Width 

(m) 
Depth 

(m) 
Base height 

(m) 

Emission 
temperature 

;ȗ�Ϳ 

Emission Rate  
(g-NH3/s) 

PR1to6_GAB 192.5 10.0 3.0 0.5 Ambient 0.177770 3 

1. Dependent on crop stage and ambient temperatures. 

2. Reduced by 50% when ambient temperature equals or exceeds 21 Celsius. 

3. 50% of total emissions only emitted when ambient temperature equals or exceeds 21 Celsius. 

 

4.3 Modelled buildings 
The structure of the poultry houses may affect the plumes from the point sources. Therefore, the 

buildings are modelled within ADMS. The positions of the modelled buildings may be seen in Figure 3 

(marked by grey rectangles). 

 

4.4 Discrete receptors 
Four discrete receptors have been defined at the SSSIs. These receptors are defined at ground level 

within ADMS. The positions of the discrete receptors may be seen in Figure 4 (marked by enumerated 

pink rectangles).  

 

4.5 Cartesian grid 
To define the deposition velocity fields and produce the contour plot presented in Section 5 of this 

report, a regular Cartesian grid has been defined within ADMS. The individual grid receptors are 

defined at ground level within ADMS. The positions of the grid receptors may be seen in Figure 4 

(marked by grey lines). 

 

4.6 Terrain data 
Not Used. 
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4.7 Roughness Length 
A fixed surface roughness length of 0.125 m has been applied over the entire modelling domain. As a 

precautionary measure, the GFS meteorological data is assumed to have a roughness length of 0.1 m. 

The effect of the difference in roughness length is precautionary as it increases the frequency of low 

wind speeds and stability and therefore increases predicted ground level concentrations. 

 

4.8 Deposition  
The method used to model deposition of ammonia and consequent plume depletion is based primarily 

upon Frederik Schrader and Christian Brümmer. Land Use Specific Ammonia Deposition Velocities: A 

Review of Recent Studies (2004ʹ2013). AS Modelling & Data Ltd. has restricted deposition over arable 

farmland and heavily grazed and fertilised pasture; this is to compensate for possible saturation 

effects due to fertilizer application and to allow for periods when fields are clear of crops (Sutton), the 

deposition is also restricted over areas with little or no vegetation and the deposition velocity is set to 

0.002 m/s where grid points are over the poultry housing and 0.010 m/s to 0.015 m/s over heavily 

grazed grassland. Where deposition over water surfaces is calculated, a deposition velocity of 0.005 

m/s is used. In summary, the method is as follows: 

 

In summary, the method is as follows: 

 

x A preliminary run of the model without deposition is used to provide an ammonia 

concentration field.  

x The preliminary ammonia concentration field, along with land usage, has been used to 

define a deposition velocity field. The deposition velocities used are provided in Table 4. 

 

Table 4. Deposition velocities 

NH3 concentration  
(PC + background) (µg/m3) 

< 10 10 - 20 20 - 30 30 ʹ 80 > 80 

Deposition velocity ʹ 
woodland 

(m/s) 
0.03 0.015 0.01 0.005 0.003 

Deposition velocity ʹ short 
vegetation 

(m/s) 

0.02 (0.01 to 
0.015 over 

heavily grazed 
grassland) 

0.015 0.01 0.005 0.003 

Deposition velocity ʹ arable 
farmland/rye grass 

(m/s) 
0.005 0.005 0.005 0.005 0.003 

 

x The model is then rerun with the spatially varying deposition module. 

 

A contour plot of the spatially varying deposition field is provided in Figure 5. 

 

 



  

14 
 Figure 3. The positions of m

odelled buildings and sources 
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 Figure 4. The regular Cartesian grid and the discrete receptors 
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 Figure 5. The spatially varying deposition field  
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5. Details of the Model Runs and Results 
 

5.1 Preliminary modelling and model sensitivity tests  
ADMS was run a total of sixteen times, once for each year of the meteorological record and in the 

following four modes: 

 

x In basic mode without calms, or terrain - GFS data. 

x With calms and without terrain - GFS data. 

x Without calms and with fixed deposition at 0.003 m/s - GFS data. 

 

For each mode, statistics for the maximum annual mean ammonia concentration at each receptor 

were compiled.   

 

Details of the predicted annual mean ammonia concentrations at each receptor are provided in 

Table 5. In the Table, predicted ammonia concentrations (or concentrations equivalent to nitrogen 

ĚĞƉŽƐŝƚŝŽŶ�ƌĂƚĞƐͿ�ƚŚĂƚ�ĂƌĞ�ŝŶ�ĞǆĐĞƐƐ�ŽĨ�ƚŚĞ��ŶǀŝƌŽŶŵĞŶƚ��ŐĞŶĐǇ͛Ɛ�ƵƉƉĞƌ�ƉĞƌĐĞŶƚĂŐĞ�ƚŚƌĞƐŚŽůĚ�ŽĨ�ƚŚĞ�
relevant Critical Level or Critical Load (50% for a SSSI and 100% for an LWS) are coloured red. Predicted 

ammonia concentrations (or concentrations equivalent to nitrogen deposition rates) that are in the 

range between ƚŚĞ��ŶǀŝƌŽŶŵĞŶƚ��ŐĞŶĐǇ͛Ɛ�ƵƉƉĞƌ�ƚŚƌĞƐŚŽůĚ and lower threshold of the relevant Critical 

Level or Critical Load (20% and 50% for a SSSI and 100% and 100% for an LWS) are coloured blue. 

Additionally, predicated ammonia concentrations that exceed 1% of the relevant Critical Level or 

Critical Load at a statutory wildlife site are highlighted with bold text. 

 
Table 5. Predicted maximum annual mean ammonia concentration at the discrete receptors 

Receptor 
number 

X(m) Y(m) Designation 

Maximum annual mean ammonia 
concentration - (µg/m3) 

GFS 
No Calms 

No Terrain 

GFS 
Calms 

No Terrain 

GFS 
No Calms 

No Terrain 
 Fixed depv 
0.003 m/s 

1 515625 335386 Horbling Fen SSSI 0.024 0.024 0.017 

2 515549 335098 Horbling Fen SSSI 0.023 0.023 0.015 

3 515104 335321 Horbling Fen SSSI 0.020 0.020 0.014 

4 525033 328767 Surfleet Lows SSSI 0.009 0.009 0.005 
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5.2 Detailed modelling  
The detailed modelling was carried out over a restricted domain covering a 4km x 4km area around 

the site of the proposed poultry where deposition (and consequent plume depletion) would be most 

important. Outwith the detailed modelling domain a fixed deposition velocity of 0.005 m/s is applied 

(note this is in all cases a precautionary approach compared to fully modelling spatially varying 

deposition). 

 

The predicted maximum annual mean ground level ammonia concentrations and nitrogen deposition 

rates at the discrete receptors are shown in Table 6. In the Table, predicted ammonia concentrations 

or nitrogen deposition rates that are in excess of 1% of Critical Level/Load are highlighted with bold 

text. 

 

Contour plots of the predicted ground level maximum annual mean ammonia concentration and the 

maximum annual nitrogen deposition rate are shown in Figures 6a and 6b. 
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6. Summary and Conclusions 
 

AS Modelling & Data Ltd. has been instructed by Mr. Ian Pick of Ian Pick Associates Ltd., on behalf of 

Clarke Group Construction Ltd., to use computer modelling to assess the impact of ammonia emissions 

from the proposed broiler chicken rearing houses at Land at Gibbet Fen, Fen Road, Donington, 

Spalding, Lincolnshire. PE11 4XE. 

 

Ammonia emission rates from the proposed poultry houses have been assessed and quantified based 

ƵƉŽŶ�ƚŚĞ��ŶǀŝƌŽŶŵĞŶƚ��ŐĞŶĐǇ͛Ɛ�ƐƚĂŶĚĂƌĚ�ĂŵŵŽŶŝĂ�ĞŵŝƐƐŝŽŶ� ĨĂĐƚŽƌƐ͘�dŚĞ�ĂŵŵŽŶŝĂ�ĞŵŝƐƐŝŽŶ�ƌĂƚĞƐ�
have then been used as inputs to an atmospheric dispersion and deposition model which calculates 

ammonia exposure levels and nitrogen deposition rates in the surrounding area.    

 
The modelling predicts that: 

x The process contribution from the proposed poultry houses to the annual mean ammonia 

concentrations and nitrogen deposition rates would be ǁĞůů�ďĞůŽǁ�ƚŚĞ��ŶǀŝƌŽŶŵĞŶƚ��ŐĞŶĐǇ͛Ɛ�
lower threshold percentage of the relevant Critical Level and Critical Load at Surfleet Lows 

SSSI.  

 

x The process contribution from the proposed poultry houses to the annual mean ammonia 

concentrations and nitrogen deposition rates would be below 1% of the relevant Critical Level 

and Critical Load at Surfleet Lows SSSI. 

 

x The process contribution from the proposed poultry houses to the annual mean ammonia 

concentrations and nitrogen deposition rates would be below the JNCC Decision-making 

thresholds (DMT) for very low, low and medium density development areas and above the 

DMT for density development areas. 
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