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Indicative foul drainage layout to

connect into existing septic tank
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Landscaping Specification N
otes:

1.
G

eneral N
otes

-
A

ll pla
nting a

nd
 seed

ing to be ca
rried

 out to BS 3936.

2.
Tree Planting

-
Exca

va
te tree pits to the follow

ing sizes:

Sem
i m

a
ture trees

-
2100 x 2100 x 900m

m
 d

epth
Extra

 hea
vy sta

nd
a

rd
 trees

-
1500 x 1500 x 900m

m
 d

epth
H

ea
vy sta

nd
a

rd
 trees

-
1500 x 1500 x 900m

m
 d

epth
Sta

nd
a

rd
 trees

-
 900 x 900 x 900m

m
 d

epth

-
Reta

in topsoil for re-use a
nd

 rem
ove subsoil from

 site to d
esigna

ted
 subsoil 

hea
ps.

-
Ba

ckfill trees w
ith 80 litres of tree pla

nting com
post incorpora

ted
 into topsoil.

-
Tree support - Sem

i-m
a

ture, Extra
 hea

vy sta
nd

a
rd

 a
nd

 H
ea

vy sta
nd

a
rd

 trees to
be supported

 by m
ea

ns 
of und

erground
 guying. Rootba

lled
 sta

nd
a

rd
 

trees to be d
ouble sta

ked
 a

nd
 ba

reroot sta
nd

a
rd

 trees to be 
single sta

ked
.

A
ll trees to be secured

 to tree sta
kes w

ith a
ppropria

te tree ties a
nd

 spa
cers.

-
M

ulch trees to 75m
m

 d
epth w

ith 'Ba
rk N

uggets' over a
rea

 of tree pit.

-
C

heck sta
kes, ties a

nd
 spa

cers regula
rly to prevent d

a
m

a
ge to tree trunks a

nd
rem

ove w
hen trees a

re jud
ged

 to be w
ell esta

blished
 a

nd
 self supporting.

3.
Hedge Planting

-
C

ultiva
te 500m

m
 w

id
e strip 300m

m
 d

eep a
nd

 pla
nt in a

 d
ouble sta

ggered
 row

unless otherw
ise sta

ted
 a

t the spa
cings specified

 in the pla
nt sched

ule.

4.
G

roundcover and Shrub Planting

-
C

ultiva
te a

ll shrub pla
nting a

rea
s to a

 d
epth of 300m

m
 a

nd
 pla

nt shrubs in 
positions show

n.

-
M

ulch shrub bed
s w

ith 75m
m

 'Ba
rk N

uggets'.

-
M

a
inta

in a
ll pla

nting a
rea

s in a
 w

eed
 free cond

ition by a
ppropria

te herbicid
e

trea
tm

ent a
s necessa

ry until 
ground

 is covered
 by new

 pla
nting. H

a
nd

 w
eed

ta
ll w

eed
s a

s necessa
ry a

nd
 m

a
inta

in a
 tid

y a
ppea

ra
nce.

5.
G

rass Seeded A
reas

-
C

ultiva
te to a

 d
epth of 150m

m
 a

nd
 prepa

re ground
 in a

ccord
a

nce w
ith 

specifica
tion. Sow

 seed
 m

ix Johnsons's 'J4' gra
ss seed

 m
ix a

t a
 ra

te of 
25g/sq.m

.

Species
Type

O
verall HeightRoot C

ondition
N

o.
H

a
w

thorn

HEDG
E PLA

N
TIN

G
1+0

40 - 60
Ba

re Root
519

N
o. Breaks

3 - 4
Plant Spacing
300m

m
 c/c

Field
 M

a
ple

1+0
40 - 60

Ba
re Root

69
3 - 4

300m
m

 c/c
Spind

leberry
1+0

40 - 60
Ba

re Root
69

3 - 4
300m

m
 c/c

G
ueld

er Rose
1+0

40 - 60
Ba

re Root
35

3 - 4
300m

m
 c/c

Foul Drainage
Internal w

aste pipes to be O
sm

a or equa
l a

pproved uPV
C

 connected to the a
pplia

nce in the
a

pproved m
a

nner w
ith 75m

m
 d

eep sea
l tra

ps (a
nti-syphon tra

ps a
t 3m

 + from
 outlet).  W

a
stes to be:

w
a

sh ha
nd ba

sin 32m
m

, show
er 38m

m
, sinks a

nd ba
th 40m

m
, W

C
 100m

m
. d

ia
. Soil a

nd vent pipes to
be 100m

m
 d

ia term
ina

ting a
t tile vents or m

in 900m
m

 a
bove opening lights fitted w

ith pla
stic ba

lloon.
S&

V
P's to ha

ve a
ccess pla

tes a
t the ba

se.

Underground drainage to be 110m
m

 O
sm

a
d

ra
in w

ith flexible joints to a fa
ll of 1:80 on m

a
in runs (1:40

w
here runs serve sinks).  D

ra
ins to be la

id on a regula
ting bed of pea gra

vel in a
ccord

a
nce w

ith
current Build

ing Regula
tions a

nd m
a

nufa
cturers recom

m
end

a
tions.  Trenches to be ba

ckfilled w
ith

selected ba
ckfill.  W

here d
ra

ins pa
ss through w

a
lls m

a
sk opening both sid

es w
ith rigid sheet m

a
teria

l
to prevent entry of verm

in.  W
here pipes a

re not und
er a d

rive/tra
ffic a

rea
 a

nd ha
ve less tha

n 600m
m

cover, concrete pa
ving sla

bs should
 be used

 a
s brid

ging a
bove the pipes w

ith 100m
m

 of gra
nula

r
m

a
teria

l betw
een the top of the pipe a

nd the und
ersid

e of the sla
bs.  W

here pipes a
re und

er the
d

rive/tra
ffic a

rea a
nd ha

ve less tha
n 900m

m
 cover reinforced concrete brid

ging should
 be used

instea
d

 of pa
ving sla

bs.

Inspection cha
m

bers to be 'O
sm

a
' Universa

l in polypropylene ha
ving ca

st iron covers a
nd fra

m
es.

C
ha

m
bers to be bed

d
ed in m

inim
um

 150m
m

 pea
 gra

vel a
nd 150m

m
 concrete a

round top of sha
ft

to provid
e bed

 for fra
m

e.  IC
's to tra

ffic/pa
rking a

rea
s to ha

ve G
ra

d
e B covers a

nd
 fra

m
es.

D
ra

in to connect into septic ta
nk a

s ind
ica

ted
.




