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All trees to be planted with minimum 0.6m plastic mulch mat and to be staked, tied and 
tubed.

backfill for each tree hole.
1/3 to ½ bag of peat free tree and shrub planting compost to be incorporated into 

All planting to be in accordance with BS 4428:1989 and amendment No. 1 (1991)

Planting of Hedge to be double row staggered. Distance between plants to be 300mm. 
Distance between rows to be 450mm.  All as specified by The Woodland Trust.

LANDSCAPING, FENCING & TREE PLANTING SCHEME.

C  - FIELD MAPLE -  Feathered  

D - WILD FLOWER MEADOW 
Seeded EL-1 Mix From Emorsgate Seeds

A -  SILVER BIRCH -  Feathered 
B  - WHITEBEAM -  Feathered  

  (d) Buckthorn (Rhamnos Cathartica)
  (c) Blackthorn (Prunus Spinosa)

  (a) Hawthorn (Crataegus Monogyna)
  (b) Beech (Fagus Sylvatica)

E - MIXED HEDGE
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FLOOR PLAN - PROPOSED
ELEVATIONS - PROPOSED
PART SITE PLAN - PROPOSED

A SWALE SECTION ADDED - PLANNING JULY 2023
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PERMEABLE CONSOLIDATED HARDCORE
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NEW DEPRESSED LOADING DOCK

NEW CONCRETE RAMP

NEW CONCRETE YARD

EXISTING YARD TO REMAIN

EXISTING VEHICLE ACCESS TO REMAIN

EXISTING SHOWROOM
& OFFICES

PERMEABLE CONSOLIDATED HARDCORE

PART SITE PLAN  1:1000
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TYPICAL SECTION THROUGH SWALE
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