
Site Boundaries and Setting Out have been taken from 
Ordance Survey and not from a Topographical Survey

4.8 m

5.0 m

6.5 m

10.7 m

F.F.L to be set 
300mm above 
centre of road

Existing Conifers at front of site and 3m 
back front the highway shall be reduced to 

a height of 0.9m

Perimeter hedge to be retained and 
enchanced where applicable. Carefully 

trim back to boudndary line

low level planting

Drg No

Contractors are responsible for checking all dimensions on site prior to work commencing.Due to areas of the structure being covered, unexposed or otherwise inaccessible the notes / specifications of existing materials are subject to confirmation of site when it is feasible to expose the relevant areas 
of construction. All material schedules are given in good faith and for pricing purposes only. It is the responsibility of the contractor to check their accuracy before ordering any materials. Remway Design accepts no responsibility for the accuracy of these material schedules. a3
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3051 - 01 rev ASite Location Plans

VISUAL SCALE 1:250  @ a3

25m5m 20m15m10m0m

VISUAL SCALE 1:1250  @ a3

125m25m 100m75m50m0m

PLANNING ISSUE

1 : 1250
Site Location Plan

1 : 250
Site Block Plan

EXTERNAL MATERIALS SCHEDULE
� Brindle block paved drive,paths and patio
� White uPVC windows and doors
� Black r/w goods
� Balck uPVC fascia and soffit
� Hanson Rural Blend brickwork
� Sandtoft Calderdale Slate Concrete Tiles
� Velux r/windows
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