
'THE CHEQUERS' signage to be

reinstated across the front elevation

to replace 'the chequers hotel'

T  H  E     C  H  E  Q  U  E   R  S

All 3 chimney stacks to be repointed

where required and 3 chimney pots

retained on each

planters or stone band to be

reinstated across front

elevation following

investigations

THE CHEQUERS

front door to be retained as

is with timber door surround

retained and repaired. 'THE

CHEQUERS' painted above

to match the main signage.

All window frames on the

front elevation to be

retained. Glazing to be

replaced where required

using clear single glazing

Front elevation to be cleaned

and most likely repainted in

white following inspection of

the brickwork. Brickwork is

assumed to be blow and no

longer suitable to be exposed.

Slate roof has been inspected and

will be retained and repaired. New

soffits, fascias, guttering, down pipes

and hoppers will be installed.

soffit, fascia,

guttering, down

pipes and hoppers

to be assessed on

site a replaced with

black timber and

UPVC if required

window

retained

window

retained

window frame

retained, chalk

board to remain

window frames

retained and clear

single glazing replaced

where required

window frame retained and

clear leaded single glazing

replaced where required

window frames to be

inspected on site and

retained if possible,

glazing panels to be

replaced where

necessary

window frames

retained and clear

single glazing replaced

where required

window frame retained

and clear single glazing

replaced where required

3no. new timber sash

window frames installed to

match the original adjacent

first floor windows

4 piece fanlight

to be retained

and repaired

side elevation to be cleaned

and most likely repainted in

white following investigation

of the brickwork. Brickwork is

assumed to be blow and no

longer suitable to be exposed.

All 3 chimney stacks to be repointed

where required and 3 chimney pots

retained on each

Slate roof has been inspected and

will be retained and repaired. New

soffits, fascias, guttering, down pipes

and hoppers will be installed.

Residential access

to units 1 to 7

Access to The

Chequers bar area

soffit, fascia,

guttering, down

pipes and hoppers

to be assessed on

site a replaced with

black timber and

UPVC if required

escape windows

balcony and metal hand

rails repaired or replaced

with replicas

circular window to be

accessed on site and

glazing to replace vent if

possible

delivery access to

The Chequers pub

and kitchen

Residential access

to units 8 to 13

window and door

frame retained and

restored

See supplied photos for all

internal elevations

Door replaced

with white UPVC

sash style

window

delivery access to

The Chequers pub

and kitchen

Residential access

to units 8 to 13

area of infill flat roof

to be accessed on

site and replaced

with GRP or similar

circular window to be

accessed on site and

glazing to replace vent if

possible

window frames

retained and

restored.

soffit, fascia,

guttering, down

pipes and hoppers

to be assessed on

site a replaced with

black timber and

UPVC if required

all windows and doors on

cottages replaced with

white UPVC sash style.

all windows and doors on

cottages replaced with

white UPVC sash style.

all original arched

window frames on this

elevation retained and

restored.

area of infill flat roof

to be accessed on

site and replaced

with GRP or similar

circular window to be

accessed on site and

glazing to replace vent if

possible

fire escape door

removed and replica

window installed to

match adjacent

fire escape staircase

removed
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tele. pole

lockable

commercial

bin storage

lockable

residential bin

storage

office

no access

flat roof

canopy over

stairs

no access

BEDROOM 01

en-suite

communal hall

communal hall

BEDROOM 05

BEDROOM 06

corridor

kitchen

female WC

male WC

en-suite
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washing room

flat roof

W/C

W/C

W/C

storage

en-suite

boiler

plastic canopy

SVP.

SVP.

ramp

ELEVATION 01 @ 1:100
ELEVATION 02 @ 1:100

ELEVATION 03 @ 1:100

ELEVATION 04 @ 1:100 ELEVATION 05 @ 1:100
ELEVATION 06 @ 1:100
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SITE PLAN @ 1:500

Fig. 01 Fig. 02

Fig. 03

Fig. 04

Fig. 05 Fig. 06

Fig. 07PART OF EXISTING FIRST FLOOR @ 1:100

01

02

03

04

taken from top

of fire escape

05

06

07

Alterations to internal Elevations

· Only sash windows shown in fig.01 & fig.02 appear to be

the original windows. These windows will be retained and

restored using obscured single glazing.

· All other windows will be blocked or replaced with white

UPVC double glazed sash style to match all other

replacement non original windows.

· All painted brickwork to be cleaned and repainted in white

white. Exposed brickwork to remain as is and re pointed

where required.

· All soffits, fascia boards, SVPs, RWPs, Guttering and

hoppers replaced with black UPVC

retained

retained

replaced

replaced

replaced

replaced

blocked

replaced
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