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S38/104 ADOPTION REQUIREMENTS

1. DO NOT SCALE FROM THIS DRAWING. WHILST THE
DRAWING HAS BEEN PRODUCED DIMENSIONALLY, THE
7 ACCURACY DURING REPRODUCTION CANNOT BE
2, S | GUARANTEED;

s (q |

- Existing SWS and road
T ~designed by others.
Details provided by client

AN

) 76‘6 ‘ 2. THIS DRAWING IS TO BE READ IN CONJUNCTION
WITH ALL RELEVANT DRAWINGS AND DOCUMENTS
PRODUCED BY OTHERS, INCLUDING ENGINEERS,
ARCHITECTS AND SPECIALIST DESIGNS. FOR THE
PURPOSES OF THIS DRAWING, THE FOLLOWING HAVE
BEEN REFERENCED;

< TOPOGRAPHICAL SURVEY: ASHWOOD HOLBEACH
{3{) 040718 BY AXIS SURVEYS LTD, DATED 10.7.2018
5 ARCHITECTS LAYOUT: 127-SL-01D BY ASHWOOD
HOMES LTD, DATED 17.09.2021,;

LIN CONSULTING ACCEPT NO RESPONSIBILITY FOR THE
6\‘0 INACCURACIES OF INFORMATION THAT IS PROVIDED
W | BY THIRD PARTY;

/(\/(\ 3. ALL DIMENSIONS SPECIFIED ARE IN (MILLI)METERS
( AND ALL LEVELS ARE IN METERS (RELATING TO METERS
ABOVE ORDNANCE DATUM WHERE AVAILABLE);

@éy S?(Headwall)
@?ﬁ 7\ _#|cL3.250

/(\,(2 , ) 4. ANY DISCREPANCIES NOTED ON SITE ARE TO BE
70};; REPORTED TO THE ENGINEER IMMEDIATELY;

IL1.221

WATERCOURSE CONNECTION
Connection subject to IDB

FFL4 200 LA A40 5. THE SPECIFICATION IN ALL RESPECTS SHALL BE IN
<00 3 ACCORDANCE WITH THE LINCOLNSHIRE COUNTY

“\MHS64

approval. [.)ischar.ge limited to 5 SEE ‘ LA DRAINAGE SPECTFICATION AND CONSTRUCTION;
/s, outfall fitted with flap valve. (£1200) ILT275 (21200) :

) ) CL3.300 e | 6. THE CONTRACTOR SHALL CHECK ALL TIE-INS FOR
Network simulated against 1.0m IL1.269 LINE AND LEVEL PRIOR TO COMMENCEMENT OF WORKS.

SHOULD ANY DISCREPANCIES BE FOUND THEN THE
ENGINEER IS TO BE NOTIFIED IMMEDIATELY;

\V

head in accordance with FRA.

7. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO
LOCATE EXISTING UTILITY APPARATUS. THE CLIENT
WILL ACCEPT NO CLAIMS WHATSOEVER IN RESPECT OF
ANY LOSSES OR DAMAGES CAUSED THROUGH
CONSTRUCTION;
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FFL3.7b0 8. THE CONTRACTOR IS RESPONSIBLE FOR ENSURING

| THAT ALL WORKS ARE CARRIED OUT TO THE
SATISFACTION OF THE ADOPTING ENGINEER AND IS
DEEMED TO HAVE INCLUDED WITHIN THEIR RATES FOR
NECESSARY TESTING;

9. IT IS THE CONTRACTOR'S RESPONSIBILITY TO
A\/(Z UNDERTAKE THE WORKS AT ALL TIMES IN STRICT
6o ACCORDANCE WITH THE HEALTH & SAFETY AT WORK
/ 1974 AND THE CDM REGULATIONS 2015, AND WILL BE
DEEMED TO HAVE INCLUDED WITHIN THEIR RATES;

H2(z450)

2 |CL3.200
//|IL2.306

S6a@1200)

CL3.350
IL1.369

10. THE CONTRACTOR IS TO COMPLY IN ALL RESPECTS
WITH CURRENT BRITISH STANDARDS, BUILDING
LEGISLATION WHETHER OR NOT IT IS STATED UPON
THIS DRAWING;

(sf' S6a1800) |7
HYDROBRAKE

HvoRo) 1 3MHFO1 11. EXISTING FOUL & SURFACE WATER MANHOLE
: CL3.550 COVERS TO BE RAISED TO SUIT THE PROPOSED ROAD
(IU ',462 1L2.102 ALIGNMENT LEVELS AS INDICATED;

N /. CL3.563

IL1.527 (©1050)
" 36

/ ~

F 121350
(//£4]CL3.480
S0 [1L2.300

\ 12. ANY CONSTRUCTION UNDERTAKEN PRIOR TO THE
s =~ | RELEVANT TECHNICAL APPROVALS HAVE BEEN
@ OBTAINED, IS UNDERTAKEN AT RISK TO THE
N\

R CLIENT/DEVELOPER/CONTRACTOR;
/\Q'/ N
A
S \60@}\2(%* . | 13. ALL MATERIALS WITHIN 450mm OF FINISHED ROAD

S5(@1800)|

\ ) %, “| LEVELS ARE TO BE NON-FROST SUSCEPTIBLE:;
N S1@1500 A
CL3.340 SN ( ) SN € 14. PSV, AGG SIZES, AGG ABRASION VALUES AND
L1477 S %36820 SN F6(21350) PENETRATION VALUES OF ALL SURFACE COURSES
| - MATERIALS TO BE CHECKED WITH HIGHWAY
CSL‘31(1®115 800) -~ MHS62 CL3.219 I/JJJJ AUTHORITY PRIOR TO LAYING AND MUST COMPLY WITH

CL3.382 ) IL2.169
38 a2 21050) _ THE RELEVANT BRITISH STANDRAD FOR LAYING AND

_—

IL1.512

WORKMANSHIP;

15. CBR TESTS TO BE CONDUCTED IN ACCORDANCE
WITH LCC REQUIREMENTS. FINAL SUB-BASE AND
CAPPING REQUIREMENTS TO BE AGREED WITH
ENGINEER PRIOR TO COMMENCEMENT OF WORKS. ALL
SOFT SPOTS TO BE RECORDED AND REPLACED WITH

S3@1800)| -

CL3.225
IL1.554 ”

H1 (@450
CL3.050

NN 22 / 24% RN S92 . [-2:500 SUITABLE GRANULAR MATERIAL - ADOPTING ENGINEER
= = | (©1500) |- \ TO CONFIRM;
SN / S20(@1500)| 7> |CL3.180 N~
N L1 561 16. WITHIN THE CATCHMENT OF TRADITIONAL DRAINAGE
SN S20a(@1200) %35‘(‘)30 N DESIGN, THE MINIMUM LONGITUDINAL FALL FOR
N CL3.620 : = — HIGHWAYS, WITHOUT CHANNEL BLOCKS SHALL BE 1 IN
. % IL1.911 / o 150, AND WITH CHANNEL BLOCKS 1 IN 250;
\‘\\\:\\ S 00@1578 L= 4.522m ) :
N 'l"'l'" 2 [F2(31200 ~ e cove 17. GENERAL DETERIORATION OF THE EXISTING
N 'I"'I"' " /) ( ) NS 9 S~ v /Y | HIGHWAY/FOOTWAY/VERGES CREATED THROUGH
N "I" ¢ /)y |6k3-240 1 | CONSTRUCTION OF THE NEW SECTION 38
N DEVELOPMENT WILL BE REINSTATED TO THE
N DEVELOPMENT ROAD AND SUSTAINABLE DRAINAGE
™~

F5@1350)

o SPECIFICATION AND CONSTRUCTION AT THE
N CL3.210 /7 DEVELOPERS' OWN COST AT THE AGREEMENT OF THE
. NE 1 004 INSPECTING DEVELOPMENT MANAGEMENT OFFICER;
AN — / ay 18. NO PRIVATE SURFACE WATER SHALL DISCHARGE
) ! ONTO THE ADOPTABLE HIGHWAY;
CRATE ATTENUATION [STiorso] y
- i Ve 19. NO PRIVATE STRUCTURAL FEATURES SHALL
Aquacell Core-R by Wavin IL1.589 OVERHANG THE ADOPTABLE HIGHWAY;
or similar approved 20. NO PRIVATE RETAINING WALLS EXCEEDING 1.37
115m2 @ 0.80m deep METRES SHALL BE WITHIN 3.66 METRES OF THE
| HIGHWAY BOUNDARY;
Vol=92m3
F3@1200) ™ 21. ALL ADOPTABLE DRAINAGE WORKS TO BE IN
IL1.911 S ACCORDNACE WITH DCG MARCH 2020;
GL 3.40-3.65 1L0.863 \
MIN 600mm COVER - TBC by Manufacturer N =
/ N N

25/05/2022 FOUL/SURFACE WATER OUTFALLS UPDATED| SON SON
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CL3.470

05/05/2022 UPDATED FOLLOWING S38 COMMENTS SON SON
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