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mess  PROPOSED FOUL WATER SEWER — MAN. CO.

© PROPOSED FOUL WATER CHAMBER — VAN, CO.

~—~  PROPOSED TREATED FOUL DRAIN — MAN. CO.

~— == —® PROPOSED TREATED FOUL INSPECTION CHAMBER — MAN. CO.
————c— PROPOSED TREATED FOUL WATER RISING MAIN — MAN. CO.

—— ——  —— PROPOSED FOUL DRAIN — PRIVATE

— ——  —@ PROPOSED FOUL INSPECTION CHAMBER — PRIVATE

11237500 31237500 = s e ——  PROPOSED SURFACE WATER DRAIN — PRIVATE

@ PROPOSED SURFACE INSPECTION CHAMBER - PRIVATE

PROPOSED UNDERGROUND ATTENUATION TANK — MAN. CO.

EXISTING SITE LEVEL
PROPOSED SITE LEVEL
PROPOSED SURFACE FALL

AREA A — PROPOSED DWELLING ROOFS
TOTAL AREA: 610m?

AREA B — PERMEABLE ACCESS ROAD — TYPE A SYSTEM,
TO INFILTRATE TO GROUND

TOTAL AREA: 290m*

AREA C — PERMEABLE DRIVEWAYS — TYPE A SYSTEM,
TO INFILTRATE TO GROUND

TOTAL AREA: 240m’
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= DENOTES 9m IDB EASEMENT

ED FOUL WATER DISCHARGE T0
COURSE SUBJECT TO SHIDB

CONSENT UNDER BYELAW 3 //«’,L

PCC HEADWALL
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— DENQTES EXISTING FLOOD EXCEEDANCE ROUTE

R i DENQTES PROPQOSED FLOOD EXCEEDANCE ROUTE

TR SR T SR DRAWING TO BE READ IN CONJUNCTION
CONSENT UNDER BYELAW 10 WITH THE DRAINAGE STRATEGY REPORT
SW 21-242-REP—-03
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PLOT 2.

PLOT SOAKAWAYS LOCATED IN REAR
CARDENS, SIZED IN ACCORDANCE
WITH THE ON SITE INFILTRATION
TESTING
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FOUL WATER TREATMENT PLANT 0 2 4 6 8 12 16 20m

MINIMUM 10m FROM DWELLINGS
ENSIGN:STANDARD 25PE OR SIMILAR
APPROVED SEWAGE TREATMENT PLANT
INCOMING INVERT: 1.045

TO HAVE INTEGRAL PUMP FOR OUTFLOW
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REV. DESCRIPTION DRN.|APP.| DATE

TO PREVENT QVER COMPACTION AND CONTAMINATION,
SUB-BASE SHOULD NOT BE TRAFFICKED DURING OTHER
CONSTRUCTION ACTMITIES.

50mm BODPAVE FILL -
ANGULAR AGGREGATE WITHIN THE RANGE
OF 4mm - 15mm (BS EN 13242)

LEVELS AS INDICATED BODPAVE 85 PAVING GRIDS 50mm_BEDDING LAYER — BULL NOSED KERB OR SIMILAR, TBC
ANGULAR AGGREGATE WITHIN THE RANGE BY CLIENT. MIN. 25mm BETWEEN
TERRAV T1000 GEOTEXTILE OF 4mm - 15mm (BS EN 13242) HAUNCH AND U/S OF BLOCK PAVING

ON PLANS

COMPACTED TYPE 1

V\/ TO BS EN 13285
CLIENT

/_ S K S D&R PROPERTY SERVICES LTD.

TERRAM TX160 GEQGRID NEEDLE PUNCHED POLYPROPYLENE

OVER GEQTEXTILE GEOTEXTILE TERRAM T1500 0.S.A.
PROJECT

. T0 BASE & SIDES OF CONSTRUCTION PROPOSED RESIDENTIAL DEVELOPMENT OFF
BS EN 13285, COMPACTED IN MAX. CHAPEL DROVE, HOLBEACH DROVE,

150mm LAYERS ANY LOW POINTS & SOFT SPOTS TO BE FILLED SPALDING, LINCS. PE12 OPT

WITH COMPACTED SHW TYPE 3 — TTE
BS EN 13242:CLAUSE 805 SUB-BASE PROPQOSED DRAINAGE STRATEGY ARRANGEMENT

TYPICAL SECTION THROUGH PERMEABLE ACCESS ROAD
(TYPE_A SYSTEM) DNE | WL 22 | SCAE O] DRAWING NO. REV.
SCALE 1:20 | e | | sw 21-242-001 B
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