
Reinstate original 
arch detailingAluminium Flush 

Casement windows 
in Anthracite Grey
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Black Timber cladding

First floor Windows on the rear (north) elevation of the building shall be
obscure glazed (at least level 3), top hung opening sashes with 100 mm restrictors 
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100mm wide Black 
Vertical Timber boarding 
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A3 Drg No :

CONTRACTOR TO TAKE NOTE: All existing and proposed dimensions are to be checked on site and any discrepancies to be notified immediately. Commencement of works on site will be deemed as all dimensions have been checked. Due to areas of the structure being covered, unexposed or otherwise inaccessible the existing / proposed dimensions / notes / specifications of existing 
materials are subject to confirmation of site when it is feasible to expose the relevant areas of construction. All material schedules are given in good faith and for pricing purposes only. It is the responsibility of the contractor to check their accuracy before ordering any materials. Remway Design accepts no responsibility for the accuracy of these material schedules.
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3258 - 06 rev JProposed Elevations

VISUAL SCALE 1:100  @ a3
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1 : 100
Elevation 01 - Front

1 : 100
Elevation 02 - Right

1 : 100
Elevation 03 - Rear

1 : 100
Elevation 04 - Left

Dark timber Cladding visble on existing barn 

CONSTRUCTION ISSUE

External & Internal View of Rear First Floor 
Windows with Restrictors


