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Denotes proposed 6 metre type G1A(LCC column with
PNx post top TRT Ecol 12 LED Powerset 14W GR4 3000k
@ lantern. Lantern to have 7pin NEMA Westire PN8480
35 lux photocell. Lantern to have aggressive
dimming regime with overridden internal wiring link.
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Column foundations to be as per SD/14/2A

2. Al columns to be provided with Distribution Network Operator
(DN.0.) Services and Termination Type A to LCC Standard
Detail SD/14/4A unless otherwise specified. DNO Cutouts to
be fitted with 16Amp BS88 Fuse Link. Double Pole Isolator to

‘‘‘‘‘ ; . =8 be fitted with BS 88 Fuse Link to L.C.C Appendix 14/4.

- T | ~ ) 3. Column setbacks shall comply with Table 2 Section 4.3.3.3 of
) BS 5489-1:2013.

4. Columns shall not be installed within Drop Kerb areas and
shall have a minimum clearance of 1.5m from
Drives/Accesses.

5. It is preferred that all Street Lighting works are undertaken
by L.C.C Approved Contractors.

6. Lanterns to be cleaned (during maintenance period) prior to
adoption as detailed in S38 Agreement.

7. Developer to ligise with Distribution Network Operator (D.N.0.)
with regards to connections and disconnections of columns
and appropriate black ducting. Where an independent D.N.O.
(1.D.N.0.) has been used the cutout must be clearly and
indelibly marked with the I.D.N.O. name and contact number.

8. It is the Developers responsibility to inform property owners
of part night street lighting switching where applicable.

. . ’ 9. Al private cabling shall have correct core colour identification

New Tactile Pavin : as detailed in BS7671. Sleeving of conductors is not

1200mm  Sq. permitted.

10. Due to ongoing technical innovations within the industry, if
the street lighting equipment is to be ordered in excess of
three years after the drawing approval date, the Authority
reserves the right to upgrade the equipment specification.

11. Lighting has been designed to comply with BS5489-1:2013

Lighting Class P5.
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