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REMOVE DOOR & FRAME
BRICK UP OPENING. MAKE
GOOD AS REQUIRED.

FORM NEW OPENING
INSTALL 2 No I.G. BOX 100
LINTELS OVER. MAKE
GOOD AS REQUIRED.

REMOVE EXISTING WINDOW
BRICK UP OPENING. MAKE
GOOD AS REQUIRED.
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ROOM DIMENSIONS ARE INTERNAL
OF WALL FINISHES

E6MCFF4         -                 Intermediate Floor

E11MCFF4          -                 Eave - Sloped Ceiling
E12MCFF4        -                 Gable - Pitched Roof
E16MCFF4        -                 Corner - Full Fill

E18MCFF7        -                 Party Wall - Ext. Wall Junction
P1PCFF2           -                 Party Wall - Floor Junction
P4PMCFF2        -                 Party Wall - Roof Junction

LABC CONSTRUCTION DETAILS
Available at -
www.labc.co.uk/registration-schemes/constructiondetails

E1MCFF4           -                 Lintel
E3MCFF4         -                 Cill
E4MCFF4         -                 Jamb
E5MCFF9         -                 Beam & Block Floor
E5MCFF22       -                 Floor Slab. Ins. Under

E10MCFF4        -                 Eave - Flat Ceiling

E17MCFF4         -                 Inverted Corner - Full Fill

MR  &  MRS  D  SHORTLAND

PROPOSED EXTENSION AND ALTERATION
65  LITTLE LONDON
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FLOOR PLANS - SECTIONS - ELEVATIONS

SPACE HEATING.
Extend and upgrade existing system as required.
The heating system should be controlled by time and temperature
zone controls with compatible delayed start thermostat. Time and
Temperature control is defined as either A. Separate plumbing
circuits, either with their own programmer, or separate channels in
the same programmer  Or B. Programmable TRV`s or communicating
TRV`s that are able to provide time and temperature function.
Hot water system to be thermostatically controlled with timer
switch.
Hot Water Storage - 250l HWSC declared loss, no greater than
1.67kWh/24hrs.
All hot water pipe work to be insulated to B.S. 5422:2001.
Heating Engineer to provide L/A. Building Control with a suitable
Commissioning Certificate in accordance with that published as part
of the Benchmark Code of Practice upon completion.
All un-vented hot water systems and packages to be fitted with a
minimum of two independent safety devices, these shall be in
addition to any thermostats provided on the system.
The system or package shall be indelibly marked with the following
details, which shall remain visible after installation.
a.  The Manufacturers name and contact details.
b.  The Model reference details.
c.  The rated storage capacity of the storage water
     heater.
d.  The operating pressure of the system and the
     operating pressure of the expansion valve.
e.  Relavant operating data on each of the safety
     devices fitted.
f.   The maximum primary circuit pressure and flow
     temperature of indirect hot water storage system
     units or packages.

SMOKE/HEAT DETECTORS.
Provide ceiling mounted mains operated self-contained
Smoke Alarms to BS 5839-1:2013 in positions shown on plan.
Provide ceiling mounted mains operated self-contained
Rate of Rise Alarms to BS 54-5 Type `R` in positions shown on
plan.
Where more than one detector is to be provided they will be
interconnected.  All permanently wired to a separate fused circuit
at distribution board.

ELECTRICAL INSTALLATIONS.
All electrical work to meet the requirements of  Approved Document
Part P (Electrical Safety)  and must be designed, installed,
inspected and tested by a person competent to do so.
All electrical switches, socket outlets, telephone and T.V. points to
habitable rooms to be positioned at appropriate heights between
450mm & 1200mm from f.f.l.
Electrical consumer units to be positioned so that switches are
mounted between 1350mm & 1450mm above f.f.l.
Prior to completion of the works the Local Authority must be
satisfied that either:-
An electrical installation certificate issued under a competent
persons scheme has been issued.
OR
An appropriate installation certificate has been issued for the work
and that it has been signed by a person competent to do so.

LIGHTING.
To all habitable rooms provide energy efficient light fittings capable
only of taking lamps having a luminous efficacy greater than 45
lumens per circuit watt and a total output greater than 400 lamp
lumens.
External lighting is to be fitted with Dawn-Dusk or movement
sensors and capable only of taking lamps having a luminous efficacy
greater than 45 lumens per circuit.
All lighting to be in accordance with the Domestic Building Services
Compliance Guide.

WATER
Provision is to be made for wholesome water to be drawn off
wherever drinking water is drawn off. Also to any wash basin, bidet,
fixed bath or shower in any room containing a sanitary convenience.
Water of suitable quality is to be provided to all sanitary fittings
with flushing devices. Pressure, flow rate and reliability to be
sufficient for operating all sanitary appliances.
Potable water is to be supplied by any statutory water undertaker
or licensed water supplier.
Potential consumption of wholesome water is to be limited to be not
more than 125 litres per person per day. Water efficiency
calculations are to be submitted to L/A Building Control not later
than 5 days after work is completed.
Recommendations:
Bath     140 litre max capacity
Showers Flow Rate  10 litre/minute
W.C.     Dual flush    Full 6litre Half 4 litre
Taps     Flow Rate   5 litres/minute
Hot water supply to any fixed bath to be regulated to ensure
maximum temperature of delivered water will not exceed 48
deg.C.by the use of an in-line blending valve or other appropriate
device.

PART Q.
All easily accessible doorsets (inc.Garage & Communal Entrance)
that provide access to a Dwelling or Building containing a Dwelling
should be secure doorsets to the following standards:
Manufactured and Designed to meet the security requirements of
British Standard Publication PAS 24:2012 or
Manufactured and Designed in accordance with Approved Document
Q Appendix B.
Ground Floor, Basement and other easily accessible windows (Inc.
Rooflights) should be secure windows in accordance with Approved
Document Q para. 2.1 ans 2.3. Windows should be made to a
design that has been shown by test to meet the security
requirements of British Standard Publication
PAS 24:2012
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