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Note: A jack bearer 22b, is used between the
structural trimmers 2h2b and structural bearers 22c at

the cill to reduce the amount of timber to create the

required run off. The size is pitch dependant.
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Critical: Clear structural opening sizes

100 200 300

Please note - Bearer opening sizes shown in this 'Between the rafter' detail are equal to
structural sizes for 'On th tallations.

g the clear structura g size, please verify that part 7b will provide the
degree fall for sh water at the cil
based on the size oft earers (Value Y) which will vary according to

changes in the roof pitch (Value Z) and height of roof build up rafters (Value X).

In this example; Value a Value X being 60 and Value Z being 17.5
degrees.
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The Conservation Rooflight
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SCALE:
> A roof window range suitable for pitched roofs between 17.5° and 65
>Detail applicable ONLY to rooflight models with integral casementmodels  with integral casement timber linings

Warm Roof | Slate Tile | Lead Soakers
'Between the rafter' installation detail

1:5 @ A3
DO NOT SCALE

This is a suggested installation detail which may nof b applicable to all
situations and constructions. It is not a detailed or constructional proposal. Installers and
designers are advised to check their own details for compliance with all currentl
applicable Local Authority by-laws. Parliame dard
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the Rooflight Company
The Professionals' Choice
e Protessior

w: www.therooflightcompany.co.uk
t: 01993 833 108

e: info@therooflightcompany.co.uk
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