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. . . i y . . . . . . Sign off competition of development and removal of tree .
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. Lo . SN . retained trees.Tree Protection notices will
The following activities must not be carried out un%\er\my circumstances: be attached to all fencing.
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A. No fires to be lit on site within 10 metres of the nearest point of the canopy of any retained tree/hedgerow S
on or adjacent to the proposal site. a P
B. No equipment, signage, fencing etc. shall be attached to or be supported by any retained tree on or
adjacent to the application site,
C. No temporary access within designated root protection areas without the prior written appravat:°
D. No access within the designated Construction Exclusion Zone.
E. No mixing of cement, dispensing of fuels or chemicals within 10 metres of any retained tree/hedgerow on or
adjacent to the application site. o™
F. No development or additional cables to be routed within the root protection areas of any retained
tree/hedgerow on or adjacent to the application site without direct arboricultural supervision. SN
G. No stripping of top soils, excavations or changing of levels to occur within the root protection areas of any
retained tree/hedgerow on or adjacent to the site. QU o
H. No topsoil, building materials or other to be stored within the root protection areas of any retained
tree/hedgerow on or adjacent to the site.
L. No alterations or variations of the approved works or protection schemes shall be carried out without ti{e ull
consultation of the Arboricultural Consultant.
J.

Any material movement close to trees must also take in to account weights and heights to ensure that tall
or bulky items do not contact any branch or limb of retained trees.
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Siting of storage and welfare facilities

This drawing has been prepared in
accordance with BS 5837:2012.

This must be on hard standing to give adequate protection. The storage area will also include an area for the mixing of
materials, which must be contained within a spill containment tray of at least 1000mm x 1000mm x 120mm.

This drawing is intended to be
printed and used in colour only,
and for no purpose other than the
consideration of trees in accordance
with BS 5837.

PROTECTION OF TREES:

General:

BS5837:2012 Cascade chart for tree quality assessment

Category &
Definition Criterlo. (ncluding subcategorles where oppropriate)

Identification
on plan

Red on plan
RGB 127,0,0

The Tree Protection Plan must be read in conjunction with the approved Arboricultural Method Statement. A copy of
both must be retained in the site office and available for all people to view.
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: . . i =
No equipment, machinery or structure shall be attached to or supported by a retained tree. These measures shall
apply for the duration of the construction phase and until all equipment; machinery and surplus materials have been ™ k -
removed from the site. _

Tree Protection Fencing:

No equipment, machinery or materials shall be brought onto the site for the purposes of the development until
fencing has been erected in accordance with plans and particulars as referenced above which shall have been AN
previously submitted to and approved by the Local Planning Authority in writing. T
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If that fencing is broken or removed during the course of carrying out the development it shall be immediately 7PN
repaired or replaced to the satisfaction of the Local Planning Authority. RY ‘ /6 Root Protection Area (RPA)

e o — | . | =7 o O Tree Stem

e fencing shall be maintained in position to the satisfaction of the Local Planning Authority until all equipment, ; : / s 1 Tree No
machinery and surplus materials have been moved from the site. /(S oo AN s N (O / // . - _
N7 | . " i | | - g | —— Tree Protection Fencing

Within any area fenced in accordance with this condition nothing shall be stored placed or disposed of above or §< /e : ///// _
below the ground, the ground level shall not be altered, no excavations shall be made, no mixing or use of other 7 nond ' gfenqtrc;cntgrwz?f;krlgganSdto;?tge
contamination materials or substances shall take place, nor shall any fires be lit without the prior written consent of - //"f'ﬂ : ‘ [, : offices

the authority. N R
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(TOWN & COUNTRY PLANNING ACT 1990)
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Heavy gauge 2 m tall galvanized tube and welded mesh infill panels
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