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Moulton Chapel PCC

St James Church - HLF Funded Works
Elevation Repairs
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St James Church, Moulton Chapel

West Elevation

South Elevation

new cast iron gutters

corbel brick eaves

stone plinth

stone surround

stone

lead finial

new code 6 sand
cast lead rolls

slate roof lifted and
re-laid

brickbrick

brick

leaded window leaded window

leaded window stained glass
window

slate roof covering lifted and
re-laid

blue ridge tile lifted and re-bedded

cast iron gutters
new cast iron gutters on fascia brackets

floor level

floor level

English garden
wall bond

Using hand tools carefully rake out existing mortar joints to a depth of 25mm and
re-point with 1:3 lime/sand mortar.  Non-hydraulic lime putty and sharp local sand

Carefully loosen and remove existing cement mortat and rake out joints to a depth
of 25mm and repoint with 1:3 lime/sand mortar.  Non-hydraulic lime putty and sharp
local sand

Carefully cut out existing stone, prepare a template and insert new stone to match
to be bedded and pointed in  1:3 lime/sand mortar.  Non-hydraulic lime putty and
sharp local sand

Where brick repairs have been specified by quantity, allow for supplying new
handmade brick to match existing. Include for matching profiles as required/
specified. Carefully cut out existing bricks by hand and prepare openings. All new
brickwork to  be bedded and pointed in  1:3 lime/sand mortar.  Non-hydraulic lime
putty and sharp local sand
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5no shaped / profiled bricks

15no regular bricks
5no regular external corner bricks
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5no shaped / profiled bricks

25no regular bricks

new code 6 sand cast lead
hip rolls

Key

As outlined in section 2.3 of the CITB Industry Guidance to Designers, insignificant risks can usually be
ignored, as can risks arising from routine construction activities, unless the design compounds or
significantly alters these risks. In accordance with CDM Regulations 8, 9 and 11, any significant risks
relating to the design features shown on this drawing have been identified and are annotated thus:

Use to warn of significant Design Risks and site Hazards

Use to avoid or prevent a particular action

Use to encourage a particular action

Designer Risks
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