DO NOT SCALE THIS DRAWING. THE CONTRACTOR IS DEEMED TO HAVE CHECKED ALL DIMENSIONS
ON SITE AND REPORT ANY DISCREPANCIES TO OGLESBY & LIMB LTD.

THE CONTENTS OF THIS DRAWING ARE COVERED BY COPYRIGHT AND REMAIN THE PROPERTY OF
OGLESBY & LIMB LTD. WRITTEN APPROVAL MUST BE OBTAINED FROM OGLESBY & LIMB LTD PRIOR
; ; : ; PTTE ; TO DUPLICATION OR REPRODUCTION OF THIS DRAWING OR ITS CONTENTS.
Dimensions are to brickwork openings and do not allow for building-in tolerances and gaps for mastic sealant. ANY DIMENSIONS NOT SHOWN ARE TO BE GHECKED AND AGREED WITH OGLESBY & LIMB LTD.
See drawing no A1490-21 for general specification notes

THIS DRAWING MUST BE READ IN ACCORDANCE WITH
ALL OTHER PROJECT DRAWINGS, SPECIFICATIONS AND
STRUCTURAL ENGINEER'S DRAWINGS AND DETAILS -

NOTE - actual lintel arrangement subject to SHIELDS WILSON PROJECT NO 22-217
Cavity tray dpc over lintel ————————— structural engineer's design and specification.
e : ALL DETAILS MUST BE CONSTRUCTED IN ACCORDANCE
) i ) WITH ACCREDITED CONSTRUCTION DETAILS FOR PART L
See drawing A1490-21 for possible alternative (www.planningportal.gov.uk)
head detail References to Accredited Details are indicated at typical

locations on plans and sections but apply to all circumstances in
which they occur.

All dimensions indicated are structural, i.e. block to block or

Lead upstand and cover flashing at
block to stud unless stated otherwise.

abutment of porch roof (not shown)
and wall with cavity tray in cavity
behind

Inner leaf _Ilntel, steel box Ilntel,_RHS or The purpose group for this building is Residential 1 (b) — A
—-~———— concrete lintel to structural engineer's Dwellinghouse that contains a habitable storey with a floor level
a minimum of 4.5m above ground level.

The height of the top floor is 5.9m, the period of fire resistance
for dwelling houses with a top floor between 5m and 18m high
is 30 minutes.
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—— Plywood former sealed to inner leaf with
expanding foam

Materials to comply with appropriate British Standards or
Agrément Certificates. Alternatively, the materials should be
marked, stamped, independently certified or otherwise justified
by test or calculation to show their suitability.

. . Materials should generally be in accordance with BS8000 series
Inner leaf lintel, steel box lintel, RHS or of documents and other accepted good practice (eg. Quality
concrete lintel to structural engineer's assured to 1SO 9000).

specification Test certificates for materials and equipment such as
emergency lighting, fire alarms and concrete test cubes will be
required to be submitted prior to the issue of a Final Certificate.

Glazed fanlight

140mm high snapped
soldier brick over head

N
—— Plywood former sealed to inner leaf with
— expanding foam
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Oglesby & Limb Ltd

Chartered Architect

/ Suite 1 Market Chambers

12 Market Place, Spalding, Lincs
— PE11 1SL
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