LL®

Lo

©
ST+,

265
LiT . R R Wire mesh fence < 9.03 . /266 X 5
>\ All FFLs and external levels are indicative moasm | PRREER . . | .
| - : : | fence b O e — N
‘% §: ‘ only and subject to detailed design i Ex332 2 - / o
— ) " L\/ ) P N
b ) R

Jr Ridge
9.16

. . . N
All FFLs and external levels are indicative <7
only and subject to detailed design
+ Ridge —
+ E;VES
5.94
>
A0 A0 <
Pane\(encej‘SvE . B
“V’R/dgs +E ?’AQ
11.51 5%?)5

4

o
D0

305
315

W o

: o ek 3
\ _ - Gy 363 tiles / paved \ X —
By - 3.76 3.64 \
ac-  F——t— 3.77 s / “‘
tiles Gy 363 N . 360 — 3 \ \\ 4
3.58 : R c 5 | ‘ \‘ ‘ »
3.60 | / f ‘ z
f [ - =
Tac- | ‘ “ “.' ﬁ ‘
< 367 , | [ s
3! as0 Mo 2%, u | Y
S P | \ L >
B / / /// 4/+// 7 i / z (oe | o | \ - b g
/ / 7 / L “?): — 1 A ER
5 3.85 5 SN\ / /
Tac- /
%0 \\ / /
tiles A \ Yy,
T a0t Tarmac -
>t o y 3.84 N o o
a® | a8l 2,90 e N - RIS
p g \ 392 i A 380 \ \\\ \\ 9(5:; . B [
_~ (1B Tarmac LT 2,80 (& l . \ \ X i
"o LD > N N 3
ok 389 L . N 377\ N\ \ %
N N N N \ +~
311 310N — s \
A ,‘,3'66\\
?'63 ~ IC
T~ F 3.69
| gm0 | 2/
Be | [ @ AN |
6 \ ‘ Ny — \ ‘
™~ . \ 356
> | X Tac- |
Y \ tiles
N4 |
>N\ B o

—

General Notes
1. DO NOT SCALE.
2. This drawing is to be read in conjunction with all other relevant drawings and details.

3. Should there be any conflict between the details indicated on this drawing and those
on other drawings the Engineer should be informed PRIOR to construction on site.

4. Until technical approval has been obtained from the relevant Authority, it should be
understood that all drawings issued are Preliminary and NOT for construction. Should
the Contractor commence site work prior to such approval being given it is entirely at
their own risk.

5. Sketch proposals are for illustrative purposes only and as such are subject to detailed
site investigation including ground conditions / contaminants, drainage, design and
planning / density negotiations.

6. All dimensions are in millimetres unless otherwise stated.

7. The Farrow Walsh Consulting Designers Risk Assessments for this project must be
reviewed PRIOR to the commencement of any works on site.

NOTES

1. This drawing to be read in conjunction with all other relevant Engineers and
Architect's details.

2. All work is to be carried out in accordance with the current British Standards, codes
of practice and building regulations.

3. The design of any temporary works required shall be the responsibility of the
Contractor.

4. Do not scale this drawing. All dimensions are in millimetres unless noted otherwise.
Any discrepancies are to be recorded and reported to the Engineers immediately.

5. All work is to be to the satisfaction of the Engineer.

6. The Contractor is responsible for and must take all necessary precautions to ensure
the stability of the works at all times during construction.

7. All workmanship and materials are to be to current British Standards.

8. All services are to be located and protected as necessary by the Contractor prior to
the commencement of the works.

9.  Any existing details which are shown on this drawing are for guidance only and are
to be checked on site by the Contractor. Any variations are to be recorded and
reported to the Engineer immediately.

General Road Notes
This drawing is to be read in conjunction with the local Highway Authority design
guide and the general specification for roadworks current at the time of construction.

All works shall be in accordance with the local Highway Authority's approved
documents and satisfaction. Any reference to the specification shall mean the
general specification for roadworks.

1. Prior to any works being carried out within or immediately adjacent to the public
highway, a scheme for the safe control of traffic and pedestrians is to be agreed with
the highway authority and implemented.

2. Working areas within the vicinity of existing trees are to be agreed with the engineer
and chestnut fencing erected as directed.

3. Special care is to be taken when excavating in the vicinity of existing trees, it is not
intended that any tree roots should be severed or damaged and specialist advice
should be sought when major roots present a problem. Care is to be taken to avoid
damage to branches and foliage.

4. ltis the Contractor's responsibility to trace and indicate the precise location and
nature of all services.

5. The Contractor is to provide a CCTV survey of any highway sewers on completion of
the 12-month maintenance period. This is to be provided in accordance with the
requirements of the local water and highways authorities.

6. Safe passage for pedestrians across the site is to be ensured at all times by means
of approved fencing to both sides of any footpath route.

7. The Health and Safety at Work Act 1981 is to be complied with at all times. Attention
is drawn to the wearing of hard hats, reflectorised clothing, and the use of any other
required safety equipment.

8. The Contractor is to take account of the soils report.

9. No completion works will be authorised until a formal certificate of conformance to
relevant specification is received from the relevant water authority.

10. Compaction control shall be achieved by air void testing for both roadbase and
basecourse (maximum air void ratio 6%).

11. Any recycled material to be used for highway construction purposes will be allowed
subject to it satisfying relevant tests as instructed by this authority.

12. The Contractor is to take CBR tests at road formation level, capping layer level, and
sub-base level and the highway engineer informed before any construction works
carried out on that level.

13. All levels and dimensions are to be checked on site before any work commences.

14. All private drives which fall towards a public highway and exceed two parking bays in
area are to be provided with a suitable gully or drainage channel to prevent water
discharging onto the highway.

15. Where a driveway falls towards a dwelling it shall be provided with a suitable gully or
drainage channel to prevent water damaging the building.
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confirmed by Contractor prior to construction

Site Survey
Additional survey points are required in this area

&
@

A2 Revised to suit latest site layout JD CB BM 05.06.19

A1 |Issued for Approval. | BM |RW| JD |14.11.18
Rev | Description of updates O ai.b S Date

me\hods_
Wﬂm\we'a;\'s{;‘g re(\ec\or\ess |
nee \oca ion O\"\\y ‘/ § 7
Fe p&tio o ( e B— 964+ o
V | LE | o 316 A
7 - +338 o
318
320
\ ( B :
\‘\\ ~N_— V- N SVE | J
- - e v — " 3.8
Trees & vegetation | 7/
ﬂ & V
e o R 3’«6
7
- 328 |
L V 4 3.28
— jiij ery
| | 320 =
331 — J"ggz
3.03
- o 77"33(
s + EX.S.;}}
| ﬁ | 309
,“,; — | /
post & rail o~ oh ’Q@‘;
. B ) Trees & bushes ]
(en ‘\7 / 316
o= Qo ‘ 3(%? ;5

> e L
Revision Schedule NV

e D
farrow

62 Highcross Street, Leicester LE1 4NN
321 Bradford Street, Birmingham B5 6ET
& 0330100 0363

www.farrowwalsh.com

CONSULTING

\ FOR APPROVAL

Kaplan Property Group
N

J

o
Client: J
~N

Spalding Road,
Pinchbeck

N\ J

(- itle:

Engineering Layout
Sheet 1 of 2

N

J
Drawn: Checked: Approved: Date: Scale:
9 BM RW JD Nov 2018 1:250 @ A1
/Drawing No. Revision:

A2

[FW1664-E-500




