General Notes

Bc+600mm maximum Bc+600mm maximum
Bc+300mm minimum Bc+300mm minimum 1. All dimensions are in metres unless otherwise stated.
SURFACE LEVEL SURFACE LEVEL
v A 2 2. Alllevels are in metres.
. . ) ] 3. This drawing is to be read in conjunction with all relevant Engineers and Architect's drawings,
Compacted suitable fill (see notes 1 and 3). Compacted suitable fill (see notes 1 and 3). Specifications, Reports and Engineering Details.
E F § e~ 4. Do not scale from this drawing.
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cc °c General Drainage/Private Drainage Notes
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g g Selected fill (see notes 2 and 3). a3 E Selected fill (see notes 2 and 3).
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8 Be § < 1. All pipe lengths and gradients are based on centre of manhole to centre of manhole.
o
O_ OO OO OO O_O_0O_( OO0 ©L_O_O_O O 0_d
8 0909030302050 203024 Q 096%0%59096969$°6°96°4 2. The exact position, level, size and use of existing sewers to be confirmed on site and reported to the Engineer prior to the
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oZo*o oZo*o : o”o*o o”o*o ; 3. All pipes are to be laid with level soffit's or as indicated.
oZoYo oZo%q Well compacted processed bedding and o070 0%09d Well compacted processed bedding and
595950 ggogog< ide fill materials NOTES AND SPECIFICATION 595959 ggogogc side fill materials NOTES AND SPECIFICATION
o000 o -0 _-d o0 _0 o 0.-d . R . R PR H H
0505050 IXSOSO& ~ . der barrel 1. Processed granular bedding and side fill materials shall include aggregates to BS EN 12620 + Al 080808&\ jgogogC ~ . der barrel Processed granular bedding and side fill materials shall include aggregates to BS EN 12620 + Al 4. A.” prlva:te drainage works to accord with the requirements of Building Regulations 2015, Part H (drainage and waste
020%0%09 ¥=0.25B¢ (200 minimum) under barrels and lightweight aggregates to BS EN 13055-1 and shall be graded as defined in the following tables: 69020209  Y=0.25Bc (200 minimum) under barrels 1. and lightweight aggregates to BS EN 13055-1 and shall be graded as defined in the following tables: disposal).
59595252595252525050 and 200 minimum under sockets in rock 050595969595969696969  and 200 minimum under sockets in rock .
> 05050505050505050504 or soils containing | | if TABLE 1 > 050505050505050505054 | ining | | if TABLE 1 . o . . . .
ofoYo o o oo Yo YoYoXd g large stones. In uniform el oZoYoYoYo 0 o0 0 0 07d or solls containing large stones. In uniform —_— 5. All pipes to be bedded and backfilled in accordance with Part H, diagram 10. Shallow pipes shall be protected in
009090909090909095° soils Y=0.167Bc (100 minimum) under 009090909090909090° soils Y=0.167Bc (100 minimum) under accordance with Part H, diagram 11.
barrels and 50 minimum under sockets. barrels and 50 minimum under sockets. ’
Pipe Nominal Maximum Maximum CF Material Pipe Nominal Maximum Class of Maximum CF Material . . . . . .
Size (mm) Partical Size Value NOTES AND SPECIFICATION Size (mm) Partical Size Bedding Value 6. Unless otherwise stated, all private drainage to be 100mm diameter. Gradients have been shown where there are pipe
- capacity issues, however minimum gradients are as below:
NOTES AND SPECIFICATION. (mm) (mm) s pf ! 100mm di e hall not be laid flatter than 1 in 100
1. Suitable fills shall be capable of accepting compaction plant subject to the Engineer's approval urface water 100mm !ameter pipes sha not be al atter than n
1. Suitable fills shall be capable of accepting compaction plant subject to the Engineer's approval 100 10 0.15 10mm nominal single size and shall exclude boulders, lumps of concrete, bricks, timber and vegetable matter. 100 10 S 0.15 10mm nominal single size Surface water 150mm diameter pipes shall not be laid flatter than 1 in 150
and shall exclude boulders, lumps of concrete, bricks, timber and vegetable matter. B 0.30 Foul water 100mm diameter pipes shall not be laid flatter than 1 in 40 unless there is a WC connected upstream at which it
2. Selected fill shall be readily compatible material free from roots, organic material, building can be laid at 1 in 80
2. Selected fill shall be readily compatible material free from roots, organic material, building over 100 to 150 15 0.15 10 or 14mm nominal single size or materia[, and shall be .in an unfrozen condition. Selected fill shall exclude cIay_Iumps gxceeding over 100 to 150 15 S 0.15 10 or 14mm nominal single size or Foul water 150mm diameter pipes shall not be laid flatter than 1 in 150 providing there are minimum of 5 WC's connected.
material, and shall be in an unfrozen condition. Selected fill shall exclude clay lumps exceeding 14 to 5mm graded. 25mm§|ze. Seleﬁted fill shall be carefully compacted around and above the pipe, taking care B 0.30 14 to 5mm graded.
. ) . - not to damage the pipe.
ﬁi?trg ;Zri.azee}if\teegig! shall be carefully compacted around and above the pipe, taking care g PP 7. Foul water sewers serving more than 10 dwellings shall have a minimum diameter of 150mm
' over 150 to 300 20 0.15 10'114 or520mm n(cjm;malzs(l)ngle Size 3. Where the pipe is installed in areas which are paved or future settlement of back fills is not over 150 to 300 20 g 8;(5) 10'114 °"520mm n(cjm;malzs(;ngle Size _ . _ - _ o _ .
3. Where the pipe is installed in areas which are paved or future settlement of back fills is not ?Lm ;cr)adrzc:ln graced or 2bmm to cheptable thfgn packffilli:g gfthe\;cvrenkch shall be cgrrieiout using typfg 1 sub-base to Highways : g:nm ;‘r’adrzgln graded or 20mm to 8. Pipes which run adjacent to buildings shall be installed in strict accordance with Part H, clauses 2.23 to 2.25 and diagram 8.
acceptable then back filling of the trench shall be carried out using type 1 sub-base to Highways ’ gency specification for Highway Works compacted to the same specifications. ’
Agency specification for Highway Works compacted to the same specifications. . . . 4. Minimum cover: . . . 9. All private manholes and inspection chambers situated in areas subject to light vehicular loading to have Class B125 covers
4 Minimum cover: over 300 to 550 20 0.15 14 f; fo?m nomn(?aclj smglg snzet Cover shall be greater than: over 300 to 550 20 g 8;(5) 14 fé{ fo?m n0m|(;13(|j smglg Slzet and frames and those not subject to vehicular loading to have class A15 covers and frames all to BSEN 124
Cover shall be greater than: g:nm gc:adrzgln graded or sUmm to 2000mm in areas subject to heavy construction plant. . g:nm gc:adrzgln gracecoraimme ; Lot ; ; ; ;
2000mm in areas subject to heavy construction plant. 128822 Lr; ?{,ﬁi;;g?ﬁ?ﬁ;:2:,;11,31';?:2:?;32;2:1? 10. AIItdrsllr;s qzér eX|st|ntg or ;I)roposed trees shall be constructed in accordance with the requirements of NHBC's practice
1000mm in areas subject to normal construction traffic. . note uilding near trees'.
1200mm to finished Iizvel of new main road pavements. over 550 40 0.15 14, 20 or 40mm nominal single size 600mm in landscape areas, foot ways, gardens or fields over 550 40 S 0.15 14, 20 or 40mm nominal single sized crushed|
600mm in landscape areas, foot ways, gardens or fields gr l4to Sdm;n grzgid gr zommJOd gct)?ﬁr‘é‘ﬂse use class Z bedding and surround or bridging slab if drainage is to be adopted by a Water B 030 EOCk or 1?] tg 5m4r78 frasded or Z(C)Imdm to 11. Excavation of drain trenches must not be lower than the foundation of any nearby buildings. If the trench is within 1m of
Otherwise use class Z bedding and surround. mm graded or #to >mm gradec. 5. Rigid pisz s\:\.all be: mm graded or #to >mm gradec. foundations, the trench needs to be filled with concrete up to the lowest level of the foundation. If the trench is further
5. Flexible pipes shall be unplasticised UPVC to BS EN 13598 (,) Clay pipes with min EN of 40? BS En 295 and BS65. kt)he.llr';.:rl]m ZwazlZr;)rtr;zh;;‘;inc;af'crlgrr:]s,t;Zebtr.Tgltrzjh nlztzji;:nble;g:iwnh concrete to a level below the lowest level for the
uilding, equ istanc uilding, .
. . . . . . 2. The sulphate content of bedding and side fill materials shall not be greater than 0.3% as sulphur (il Cor'lcrete pipes to BS 5911 and BS EN 1916. . 2. The sulphate content of bedding and side fill materials shall not be greater than 0.3% as sulphur & €4 &
6. Construction, subsequent testing, operation and maintenance shall be carried out in accordance trioxide. Concrete pipes shall not be used for foul sewers unless otherwise stated. trioxide.
with BS EN 752. Sewers to be adopted by water companies shall be installed in . ) ) ) ) ) 12. Adequate surface water drainage systems shall be provided to prevent unregulated discharge of water from a private drive
accordance with the current edition of 'Sewers for Adoption’ produced by the Water Services 3. The above specification has been produced based on the Water Industry specification publication 6. Construction, subsequent testing, operation and maintenance shall be carried out in accordance 3. The above specification has been produced based on the Water Industry specification publication onto the highway. These measures shall be implemented before the development in brought into use.
Association. Sewers to be adopted by highway authorities shall be installed in accordance with No. 4-08-01 (issue 4) February 1994 with BS EN 752. Sewers to be adopted by water companies shall be installed in No. 4-08-01 (issue 4) February 1994
the authority's specification. ’ ’ accordance with the current edition of 'Sewers for Adoption' produced by the Water Services ’ ’ 13. Perforated pi Kto b d for distribut ithi ble block g
g ; . ; ; : . Perforated pipework to be used for distributor runs within permeable block paved areas.
4. Compaction factor (CF) shall be determined in accordance with the water industry publication Association. Sewers to be adopted by highway authorities shall be installed in accordance with 4. Compaction factor (CF) shall be determined in accordance with water industry publication No 4-08-02 (issue 1) February 1994 - appendix B. PP P P

: - the authority's specification.
No 4-08-02 {issue 1) February 1994 - appendix 8. 14. Trapped road gullies to be used for all gullies designed in shared parking areas.

7. Workmanship shall be in accordance with BS 8000 - 14:1989

7. Workmanship shall be in accordance with BS 8000 - 14:1989

15. All concrete and concrete products shall satisfy sulphate classification DS-1 & ACEC Class AC-1 to BRE Special Digest 1. All
concrete grades must be capable of resisting the above sulphate classification'

Flexible Carrier Drain, Class S Bedding, Specification For Bedding And Sidefill Materials For Flexible Rigid Carrier Drain - Class S, Bedding, Specification For Bedding And Sidefill Materials For Rigid Pipes th. <af ) .
Surround And Sidefill Pipes (Class S & B Bedding) sidefill And Backfill (Class S & B Bedding) Health, safety & the environment

In accordance with the Construction (Design and Management) Regulations
2015, the designs and details on this drawing have been the subject of a
Designers Risk Assessment, to identify risks in the construction, use, or
demolition of the scheme.

It is not considered necessary for Designers to highlight obvious and/or
common risks (such as deep excavations, manual handling and working around
heavy plant) which Contractors should be familiar with, and be able to control

Bc+600mm maximum - .
c+600 aximu by good management and site practice.

Bc+300mm minimum
SURFACE LEVEL So far as is reasonably practicable, the risks inherent in the design have been
2 300mm x 225mm thick GEN1 unreinforced concrete gllmlpated. Where it has be_en con§|dered that elimination of a risk (or part of a
E surround to provide bed for frame with concrete risk) is not reasonably practicable, it has been reduced.
o Bc isolated from shaft with polythene or similar to avoid
g Trench back fill (see note 1). load transfer to chamber. . . : ; :
;é . [ — Cover and frame class to BS EN 124. Surfacing. Proprietary cover and frame This drawing has been based/developed using the following external drawings
& e  Class D400 within areas subject to refuse & fire vehicle loading. class to BS EN 124.
3 o I . . A . .
§ 3 ¢ p § . g:‘?\jZSE.nZS within areas subect to private vehicle loading, including private 1 ’7 Type Company | Drawing date Drawing title regzit:ed Rev
8 4 . GEN 1 unreinforced concrete surfacing_—| e  Class A15 within pedestrian areas only, NOT subject to vehicle loading. ) k
A surround where f|ex|b|y s ° > < ‘ 4 Site LayOUt JGA 04.05.2022 20050 0102-P06 | 04.01.2023 P06
o jointed pipes are used, . L J | i > 4 Architects Proposed Site
movement joints shall . “ 4 T L, — 150mm minimum thickness Layout-Model
A 4 be formed at intervals not “ e R ’ of processed granular Space
N = i exceeding 5m and comprise v J } v B processed side fill materials.
) ﬁﬁgm:;;k Clgng::sa'b'le ot S . @ ot £ Proprietary shaft piece Topographical |~ EMP July 2022 | 1021_Pinchbeck | 04.01.2023 | P05
P Pipe] v 4 i - survey Surveys Topographical
e . > < 190mm minimum internal -
Notes and Specification 1 . . L diameter. LTD Survey_Final
1. Trench excavation shall be back filled as follows: N 4
a) Outside road pavements or areas where surface settlement cannot be accepted, back filling e . N s ; ?
shall be carried out using suitable fills. Suitable fills shall be capable of accepting compaction Proprietary shaft pieces minimum . > @ 2 Rocker pipe
plant subject to the Engineer's approval and shall exclude boulders, lumps of concrete, bricks, : internal diameter 450mm. —_ 77/
timber and vegetable matter. .
o 150mm minimum thickness of Proprietary preformed channel.
b) In areas below road pavements (or where surface settlement cannot be accepted) : ) granular processed side fill materials. F
(i) Where soffit of pipe is less than 0.5m below formation, : ” < . o )
back fill with GEN 0 unreinforced concrete. < : 4 4 , *————100mm minimum thickness
(i) Where soffit of pipe is between 0.5m and 1.0m below formation, 4 S 2 of processed granular
back fill with Type 1 sub-base. bedding materials.
2. Cover to pipes shall be: : ( ) NOTES.
2000mm or less in areas subject to heavy construction plant. ) ) 1. Plastic inspection chambers shall be to BS 7158:1989.
1000mm or less in areas subject to normal construction traffic. .
1200mm or less to finished level of new main road pavements. \// Proprietary pre formed channel with 2. Not withstanding the above detail, proprietary shallow chambers shall be
600mm or less in landscape areas, foot ways, gardens or fields unused branches blanked off. installed strictly in accordance with manufacturers instructions.
Otherwise use other specified surround and back fill details.
. . ; Eags L " ‘&———————100mm minimum thickness of 4. Refer to manufacturers details for strengthening details when used in areas
3. Pipes, unless otherwise stated, shall be: Notes. : e e : processed granular bedding materials. subject vehicular loads.
(i) Clay pipes with min FN of 40 to BS EN 295 and BS65 e . : g
(ii) Concrete pipes to BS 5911 and BS EN 1916 or, 1 Plastic inspection chambers shall be to BS7158: 1989. 5. Refer to JPP specification for processed granular bedding and side fill
(|||). Flexible pipes shall be unplasticised UPVC to BS EN _13598. 2. Vitrified clay inspection chambers shall be to BS65: 1991 and BS EN 295-6: 1996. materials.
Concrete pipes shall not be used for foul sewers unless otherwise stated. 3. Proprietary inspection chambers shall be installed strictly in accordance with manufacturers instructions.
) ) ) ] ) ) 4. Refer to JPP specification for granular processed bedding and side fill materials. LIMITATIONS OF USE.
4. Construction, subsequent testing, operation and maintenance shall be carried out in accordance s The minimum access opening for chambers 1.2m deep or less is 430mm dia.
with BS EN 752. Sewers to be adopted by water companies shall be installed in For chambers .1.2m deep the access opening shall be restricted top 350mm dia. 1. Chamber is unsuitable for adoption by water companies.
accordance with the current edition of 'Sewers for Adoption' produced by the Water Services 2. Maximum inlet and outlet size is typically 110mm.
Association. Sewers to be adopted by highway authorities shall be installed in accordance with 3. Maximum depth to invert is 600mm.
the authority's specification. Limitations of use. 4. Chamber shall not be used in areas subject to vehicular loads unless agreed
- . . with the manufacturer.
5. Back filling shall only be undertaken when the concrete bedding and surround has obtained Chamber can be used in areas subject to light vehicular loading. 5. Access is restricted to visual and depth limited by ability to manipulate a

sufficient strength to accommodate back filling operations. Chamber is unsuitable for adoption by water companies. stopper at arms length.

Chamber as detailed is not suitable for internal installation.
Maximum inlet and outlet size is typically 150mm.

Maximum depth to invert 3000mm.

Access for inspection and remotely operated equipment only.

This detail shall not be used where the drainage is to be adopted by Water companies.
7. Workmanship shall be in accordance with BS 8000 - 14: 1989
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