narrow mortar joints in arch brickwork,
no greater than 6mm
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STONE SUIP CILL DETAIL

Recessed box sash hidden behind outer leaf of brickwork . . .
square arris to all timber sections
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Triangular glazing bead to give puttied apperance

HORIZONTAL SECTION THROUGH SASH WINDOWS
(INCLUDING GLAZING BARS TO SASH WINDOWS)
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Triangular glazing bead to give puttied apperance

GABLE WINDOWS ELEVATION DETAIL

GABLE WINDOWS VERTICAL SECTION

Recessed box sash hidden behind outer leaf of brickwork

square arris to all timber sections
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Trianqular glazing bead to give

GABLE WINDOWS HORIZONTAL SECTION

puttied apperance

219mm full brick cambered arch
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CAMBERED BRICK ARCH DETAIL
(KITCHEN,/BREAKFAST AREA WINDOWS)
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HEALTH & SAFETY

COPIES OF THESE DRWGS. MUST NOT BE TAKEN, TRACED OR ALTERED FOR ANY PURPOSE OTHER THAN THAT FOR WHICH THEY ARE
ISSUED WITHOUT WRITEN PERMISSION OF WENMAN BUILDING DESIGN. THESE SERVICES ARE PRODUCED ONLY FOR THE PURPOSE

OF OBTAINING PLANNING OR BUILDING REGULATIONS APPROVAL AND DO NOT CONTAIN A FULL SPECIFICATION FOR THE PROPOSED WORKS
AND MUST NOT BE USED AS A CONTRACT DOCUMENT ALONE.

THE PROPOSED WORK WILL NOT BE SUPERVISED/INSPECTED BY WENMAN BUILDING DESIGN (unless agreed otherwise in writing by the
client), THERFORE T IS THE CLIENT OR THIER APPOINTED BULDER/CONTRACTOR'S RESPONSIBILTY TO CONTROL WORKMANSHIP/MATERIALS
& SPECIFICATION AND ANY VARWATIONS TO THE CONTRACT, IT IS NETTHER PRACTICAL OR REASONABLE TO SHOW ALL RELEVANT MATTERS
ON THE DRAWINGS, THE FACT THAT MATTERS ARE NOT MENTIONED DOES NOT ALLEVIATE THE BUILDER/CONTRACTOR FROM RESPONSIBILITY|
OF NON—COMPLIANCE IN CARRYING OUT THE WORK. ALL WORKS AND MATERILS TO BE FITTED AND INSTALLED TO THE MANUFACTURERS
INSTRUCTIONS AND COMPLY WITH THE MANUALS AND APPROVED DOCUMENTS OF THE BUILDING REGULATIONS AND CURRENT NHBC
TECHNICAL REQUIREMENTS CODES OF PRACTICE, BRITSH STANDARDS OR EUROPEAN CODE etc. ALL MEASUREMENTS ON THIS DRAWING
ARE NOT TO BE SCALED FOR CONSTRUCTION/ORDERING PURPOSES. ALL DIMENSIONS FOR SETTING OUT OF THE WORKS AS SHOWN ON
THE DRAWING TO BE CHECKED BY THE BULDER/CONTRACTOR PRIOR TO THE COMMENCEMENT OF WORK AND ANY DISCREPANCIES
REPORTED IMMEDIATELY. WHERE APPLICABLE DIMENSIONS SHOWN ARE EITHER THE OUTSIDE/INSIDE OF bwk OR blockwork AND NOT
FINISHED PLASTER. IT IS RECOMMENDED THAT A SITE SOIL SURVEY IS UNDERTAKEN PRIOR TO COMMENCEMENT OF WORKS. THE ACTUAL
POSTIONING OF EXISTING SERVICES PIPES, ELECTRICAL CABLES etc. ARE NOT GENERALLY SHOWN. THE ACTUAL POSITIONING OF
APPARATUS MUST BE ESTABLISHED BY THE BUILDER/CONTRACTOR PRIOR TO COMMENCEMENT OF WORK AND REPOSTIONED TO SUT
THE INDMDUAL SERVICE SUPPLIERS INSTALLATION RECOMMENDATIONS.

The client is to ensure that the appointed contractor is familar
with and complies with Health & Safety for Building Sites and Work Places.






