SEQUENCING OF WORKS

1. AS A MINIMUM, AND PRIOR TO DEMOLITION OF ATTACHED BUILDINGS, PROVIDE
STRAPPING AND BRACING TO MAIN ROOF STRUCTURE, INSTALL FIRST FLOOR
CHANNEL SECTIONS, POSTS AND PATTRESS PLATES TO LEAN-TO AREAS. PROVIDE
PROPPING TO TEMPORARY OPENING TO ALLOW PILING RIG ACCESS INTO WC.

2. EXISTING FLOOR SLABS TO BE CAREFULLY BROKEN OUT AND REMOVED. REMOVE
150mm FILL AND PROVIDE GEOTEXTILE AT FORMATION WITH 150mm REGULATING
COURSE OF TYPE 1 HARDCORE OVER.

3. PILING OPERATIONS TO BE UNDERTAKEN BY RESTRICTED HEADROOM SECTIONAL
FLIGHT AUGER (SFA) PILING RIG FROM OVERSITE LEVEL (LEVEL TBC — DO NOT
UNDERMINE EXISTING FOOTING)

4. CANTILEVER NEEDLE BEAMS AND GROUND BEAMS TO BE INSTALLED — ALLOW
FOR PRECAST CONCRETE LINTELS OVER EACH NEEDLE BEAM TO SUPPORT
DURING CONSTRUCTION BELOW

5. ONCE GROUND BEAMS HAVE ACHIEVED STRENGTH, FORM 450x225dp POCKETS IN
WALLS (LOCATIONS TBC, ALLOW POCKETS HALF WAY BETWEEN NEEDLE BEAMS)
AND CONSTRUCT SLAB. SECTIONAL POUR MAY BE ADOPTED DEPENDING UPON
CONTRACTORS PREFERENCE — CONSTRUCTION JOINTS WOULD BE REQUIRED.

6. PILING ACTIVITY TO MINIMISE VIBRATION I.E. SECTIONAL FLIGHT AUGER PILES, ETC.
CORING MAY BE REQUIRED IF BELOW—GROUND OBSTACLES ENCOUNTERED (OLD
FLOORS/WALLS ESTIMATED <1.2m BGL). PROVIDE VIBRATION MONITORING TO
BUILDING.

7. THE TEMPORARY STABILITY OF ANY PARTIALLY BUILT STRUCTURES REMAINS THE
RESPONSIBILITY OF THE MAIN CONTRACTOR. ALL TEMPORARY WORKS INCLUDING
PROPPING, EXCAVATION SHORING, ETC. ARE TO BE DESIGNED BY THE
CONTRACTOR’S TEMPORARY WORKS DESIGNER AND CO—ORDINATED BY THE MAIN
CONTRACTOR.

8. MC TO PROVIDE DETAILED METHOD STATEMENT FOR DEMOLITION AND REMEDIAL
WORKS FOR REVIEW BY DESIGN TEAM MIN 14 DAYS PRIOR TO COMMENCEMENT.

REPLACEMENT SLAB

EXISTING FLOOR TO BE CAREFULLY BROKEN OUT
AND REMOVED. REMOVE 150mm FILL AND

PROVIDE GEOTEXTILE AT FORMATION WITH 150mm 8
REGULATING COURSE OF TYPE 1 HARDCORE OVER. P\

RAFT TO COMPRISE 250thk C28/35 RC SLAB

DPM AND FINISHES OVER TO ARCHITECTS 2No. 100x75dp PCC

SPECIFICATION. LINTELS TO SPAN

SERVICE ENTRY
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REPLACEMENT BOUNDARY WALL:

BOUNDARY TREATMENT/PARTY WALLS THIS AREA TO BE
AGREED. ASSUME 9" SOLID BRICK WALL MAX 1.75m
HIGH BUILT OFF 600x300thk C28/35 STRIP FOUNDATION
WITH 1 LAYER A252 MESH MID—DEPTH. TOF = 300
BGL. REFER ARCHITECTS DETAILS FOR COPINGS AND
BRICKWORK SPECIFICATION.

PARTY WALL ACT

PARTY WALL AWARD REQUIRED FOR ALL
PREMISES WITHIN 6m OF PILED FOUNDATIONS.
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PILED UNDERPIN SCHEMATIC LAYOUT
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NOTES FOR SOUTH HOLLAND DISTRICT COUNCIL (LBC):

- THIS DRAWING [S INDICATIVE ONLY, INTENDED TO FACILITATE THE
CONSENTS REQUIRED FOR URGENT STRUCTURAL UNDERPINNING
WORKS.

- THIS DOCUMENT IS NOT FOR CONSTRUCTION AND IS SUBJECT TO
FURTHER DETAILED DESIGN.

ESCAPE STAIR BASE SLABS

BASE SLABS TO COMPRISE 150thk PAV2 RC SLAB (1
LAYER A252 MESH TOP 50 COVER) WITH 300x450
EDGE THICKENINGS (2/A252 BTM 75 COVER). SIZE IN
ABEYANCE TO SUIT STAR (TO SUPPLIERS DESIGN).
PROVIDE GEOTEXTILE AT FORMATION WITH TYPE 1
HARDCORE OVER TO MIN 450mm BELOW GROUND

EXISTING WALL

EXISTING WALL
™ |<_

450x225x150 POCKETS
FOR SLAB TO SUPPORT
LOW—LEVEL MASONRY
BETWEEN NEEDLES

(TYPICAL)
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H16—150 E/W MESH
TOP 35mm COVER
BTM 50mm COVER

INSULATION, FINISHES,
DPM ALL BY OTHERS
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THIS DRAWING HAS COLOUR CODED INFORMATION
AND IS INTENDED TO BE PRINTED ONLY IN COLOUR

NOTES:

1. DO NOT SCALE WORK TO FIGURED DIMENSIONS
ONLY. GRID SETOUT ON SITE BY ARCHITECT. FOR
SETTING OUT OF MASONRY REFER TO ARCHITECT'S
DRAWINGS.

2. DRAWING TO BE READ IN CONJUNCTION WITH
ALL RELEVANT ARCHITECTS DRAWINGS AND
SPECIFICATIONS AND YORK SILLS DRAWINGS AND
CALCULATIONS.

3. SITE INVESTIGATION:
TBC — AWAITED

4. CONCRETE:

EXTERNAL SLABS

—MIN GRADE PAV2 TO BS 8500-1
—MIN CEMENT CONTENT 340kg/m?
—MAX WATER/CEMENT CONTENT 0.5
—4% (+/-0.5%) AIR ENTRAINMENT

GROUND BEAMS/FOUNDATIONS

—MIN GRADE C28/35 TO BS 8500—1
—MIN CEMENT CONTENT 300kg/m?
—MAX WATER/CEMENT RATIO 0.55

CONCRETE IN CONTACT WITH GROUND:
—SULPHATE CLASS: TBC; ACEC TBC
—DESIGN CHEMICAL CLASS TBC

MIX DESIGN TO BE SUBMITTED TO ENGINEER FOR
APPROVAL MIN 7 DAYS PRIOR TO CONCRETE POUR.
CONCRETE TO BE PLACED AND COMPACTED IN
ACCORDANCE WITH BS8110.

5. PILE DESIGN:

PILES ASSUMED TO BE MAX 300mm SFA PILES
DESIGNED AND INSTALLED BY SPECIALIST
CONTRACTOR TO ACHIEVE DESIGN SWL OF 350kN

(VERT) PLUS 10kN (HOZ) PER PILE.

MIN OVERALL FACTOR OF SAFETY = 3.0 UNLESS
AGREED OTHERWISE (SEE NOTE 6). GEOTECHNICAL
DESIGN TO BE SUBMITTED TO ENGINEER FOR
APPROVAL MIN 7 DAYS BEFORE INSTALLATION.
PILE CONTRACTOR TO DETERMINE REQUIREMENT
AND DEPTH OF SLEEVING (IF NECESSARY).

6. PILE TESTING:

—SMALL STRAIN (INTEGRITY) TESTING:

UNDERTAKE ONE FULL DAY OF TESTING PLUS MIN
25% OF REMAINING PILES NOT TESTED IN FIRST
DAY.

—LARGE STRAIN (DYNAMIC) TESTING:

NOT REQUIRED.

—WORKING PILE LOAD TESTING:

NOT REQUIRED. IF UNDERTAKEN (AT CONTRACTORS
DISCRETION) AND TESTED TO 1.5xDVL, DESIGN
FACTOR OF SAFETY MAY BE REDUCED TO 2.25.

7. PILE LOCATION AND SET-OUT:

SET-OUT OF GRID ON SITE TO BE CONFIRMED BY
ENGINEER. MAIN CONTRACTOR TO ALLOW FOR
PROBING FOR OBSTRUCTIONS TO MIN 2m DEPTH IN
EACH PILE LOCATION DUE TO HISTORIC
DEVELOPMENT OF THE SITE.

AFTER INSTALLATION, CONTRACTOR TO RE-SURVEY
AND CONFIRM PILE POSITIONS PRIOR TO
CONSTRUCTION OF PILE CAPS AND GROUND BEAMS
AND REPORT ANY MISLOCATION OF PILES IN
EXCESS OF 50mm TO ENGINEER.
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