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Design Seƫngs

Rainfall Methodology
Return Period (years)

AddiƟonal Flow (%)
CV

Time of Entry (mins)
Maximum Time of ConcentraƟon (mins)

Maximum Rainfall (mm/hr)

FEH-13
30
0
1.000
5.00
30.00
50.0

Minimum Velocity (m/s)
ConnecƟon Type

Minimum Backdrop Height (m)
Preferred Cover Depth (m)

Include Intermediate Ground
Enforce best pracƟce design rules

1.00
Level Soĸts
0.200
0.900
✓
x

Nodes

Name Area
(ha)

T of E
(mins)

Cover
Level
(m)

EasƟng
(m)

Northing
(m)

Depth
(m)

Car Park Subbase 3
Car Park Subbase 2
SW1 3 [IC]
SW1 4 [PUMP]
SW1 5 [MH]
Play Area Subbase 2
Informal Outdoor Games Area
SW1 7 [MH]
SW1 10 [Catchpit IC]
Coach Drop Subbase 2
Play Area 1
SW1 13 [MH]
SW1 1 [IC]
SW1 12 [IC]
SW1 6
SW1 8 [MH]
Swale 1
SW1 15 [MH]
Carpark 1
Permavoid
Pond
SW1 16 [MH]
SW1 By Pass Separator
Coach Drop Subbase 1
SW1 14

0.067
0.025

0.050
0.026
0.148
0.058
0.000
0.091
0.059
0.025

0.000
0.028
0.037
0.040
0.134

0.174
0.040

0.080
0.000

5.00
5.00

5.00
5.00
5.00
5.00
5.00
5.00
5.00
5.00

5.00
5.00
5.00
5.00
5.00
5.00
5.00
5.00

5.00
5.00

4.150
4.000
3.783
4.041
3.508
3.291
3.340
3.450
3.563
3.400
3.233
3.443
4.140
3.401
3.587
3.365
3.200
3.283
3.400
3.260
3.320
3.325
3.872
3.200
3.354

525124.155
525094.518
525111.309
525117.362
525030.507
525011.829
525014.011
525008.366
524978.520
524967.861
524976.712
524970.791
525096.111
524961.354
525012.369
524981.859
524998.163
525008.379
524977.829
525015.622
525051.875
525054.880
525113.745
524960.624
524990.723

323041.816
323016.169
323048.466
323067.127
323106.744
323108.730
323099.256
323111.785
323081.128
323096.596
323093.591
323103.462
323019.348
323106.514
323103.053
323123.323
323174.563
323171.721
323078.749
323182.156
323201.720
323205.841
323056.348
323106.132
323140.298

1.500
1.375
1.489
1.884
0.728
0.383
0.485
0.732
0.685
0.499
0.410
0.744
1.538
0.582
0.732
0.916
0.558
0.936
0.490
0.957
1.031
1.062
1.665
0.376
0.959

Links

Name US
Node

DS
Node

Length
(m)

ks (mm) /
n

US IL
(m)

DS IL
(m)

Fall
(m)

Slope
(1:X)

Dia
(mm)

T of C
(mins)

Rain
(mm/hr)

Name Vel
(m/s)

Cap
(l/s)

Flow
(l/s)

US
Depth

(m)

DS
Depth

(m)

Σ Area
(ha)

Σ Add
InŇow

(l/s)

Pro
Depth
(mm)

Pro
Velocity

(m/s)

1.001 SW1 1 [IC] SW1 3 [IC] 35.425 0.600 2.602 2.369 0.233 152.0 100 6.05 50.0

1.001 0.621 4.9 4.5 1.438 1.314 0.025 0.0 76 0.705

2.000 Car Park Subbase 3 SW1 3 [IC] 11.502 0.600 2.650 2.369 0.281 40.9 150 5.12 50.0

2.000 1.577 27.9 12.1 1.350 1.264 0.067 0.0 69 1.520

1.002 SW1 3 [IC] SW1 By Pass Separator 8.240 0.600 2.294 2.257 0.037 222.7 225 6.20 50.0

1.002 0.872 34.7 16.6 1.264 1.390 0.092 0.0 109 0.862

1.004 SW1 4 [PUMP] SW1 5 [MH] 98.037 0.600 2.157 2.780 -0.623 -157.4 225 8.06 50.0

1.004 1.000 39.8 16.6 1.659 0.503 0.092 0.0 225 0.000
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Links

Name US
Node

DS
Node

Length
(m)

ks (mm) /
n

US IL
(m)

DS IL
(m)

Fall
(m)

Slope
(1:X)

Dia
(mm)

T of C
(mins)

Rain
(mm/h

Name Vel
(m/s)

Cap
(l/s)

Flow
(l/s)

US
Depth

(m)

DS
Depth

(m)

Σ Area
(ha)

Σ Add
InŇow

(l/s)

Pro
Depth
(mm)

Pro
Velocity

(m/s)

005 SW1 5 [MH] SW1 7 [MH] 21.967 0.600 2.808 2.718 0.090 244.1 300 8.42 50

1.005 1.002 70.8 25.7 0.400 0.432 0.142 0.0 125 0.923

000 Informal Outdoor Games Area SW1 7 [MH] 13.471 0.600 2.855 2.793 0.062 217.3 225 5.25 50

3.000 0.883 35.1 26.7 0.260 0.432 0.148 0.0 147 0.969

000 Play Area Subbase 2 SW1 7 [MH] 2.411 0.600 2.908 2.868 0.040 60.3 150 5.03 50

4.000 1.298 22.9 4.7 0.233 0.432 0.026 0.0 46 1.023

006 SW1 7 [MH] SW1 8 [MH] 29.199 0.600 2.718 2.599 0.119 245.4 300 8.91 50

1.006 0.999 70.6 72.6 0.432 0.466 0.402 0.0 256 1.130

000 SW1 10 [Catchpit IC] SW1 13 [MH] 23.435 0.600 2.878 2.774 0.104 225.3 150 5.67 50

5.000 0.665 11.8 0.0 0.535 0.519 0.000 0.0 0 0.000

000 Coach Drop Subbase 1 SW1 12 [IC] 1.000 0.600 2.824 2.819 0.005 200.0 225 5.02 50

7.000 0.921 36.6 14.4 0.151 0.357 0.080 0.0 98 0.867

001 SW1 12 [IC] SW1 13 [MH] 10.114 0.600 2.819 2.774 0.045 224.8 225 5.21 50

7.001 0.868 34.5 14.4 0.357 0.444 0.080 0.0 102 0.830

000 Coach Drop Subbase 2 SW1 13 [MH] 7.863 0.600 2.901 2.849 0.052 151.2 150 5.16 50

6.000 0.815 14.4 16.4 0.349 0.444 0.091 0.0 150 0.830

000 Play Area 1 SW1 13 [MH] 11.087 0.600 2.823 2.774 0.049 226.3 225 5.21 50

8.000 0.865 34.4 10.7 0.185 0.444 0.059 0.0 86 0.764

001 SW1 13 [MH] SW1 8 [MH] 26.934 0.600 2.699 2.599 0.100 269.3 300 6.14 50

5.001 0.953 67.4 46.0 0.444 0.466 0.255 0.0 183 1.024

007 SW1 8 [MH] SW1 15 [MH] 20.299 0.600 2.449 2.395 0.054 375.9 450 9.24 50

1.007 1.042 165.8 125.3 0.466 0.438 0.694 0.0 293 1.141

000 Swale 1 SW1 15 [MH] 3.848 0.600 2.642 2.572 0.070 55.0 225 5.04 50

9.000 1.767 70.3 7.2 0.333 0.486 0.040 0.0 49 1.152

008 SW1 15 [MH] Permavoid 5.183 0.600 2.347 2.310 0.037 140.1 450 9.29 50

1.008 1.715 272.8 156.8 0.486 0.500 0.868 0.0 245 1.772

000_1 Carpark 1 SW1 10 [Catchpit IC] 2.477 0.600 2.910 2.899 0.011 225.2 100 5.08 50

6.000_1 0.508 4.0 0.0 0.390 0.564 0.000 0.0 0 0.000

rm avoid Permavoid Pond 41.195 0.025 2.303 2.289 0.014 2942.5 30700 11.39 50

Permavoid 0.326 6009.0 188.2 0.357 0.431 1.042 0.0 57 0.108

011 Pond SW1 16 [MH] 5.100 0.025 2.289 2.263 0.026 196.2 150 11.66 50

1.011 0.320 5.7 195.4 0.881 0.912 1.081 0.0 150 0.326

001 Car Park Subbase 2 SW1 1 [IC] 3.556 0.600 2.625 2.602 0.023 154.6 100 5.10 50

2.001 0.616 4.8 4.5 1.275 1.438 0.025 0.0 77 0.700

003 SW1 By Pass Separator SW1 4 [PUMP] 11.373 0.600 2.207 2.157 0.050 227.5 225 6.42 50

1.003 0.863 34.3 16.6 1.440 1.659 0.092 0.0 110 0.856

000_1 SW1 6 SW1 7 [MH] 13.471 0.600 2.855 2.793 0.062 217.3 225 5.25 50

4.000_1 0.883 35.1 5.1 0.507 0.432 0.028 0.0 58 0.631

0071 SW1 14 SW1 15 [MH] 21.259 0.600 2.395 2.348 0.047 452.3 450 5.37 50

1.0071 0.949 151.0 0.0 0.509 0.485 0.000 0.0 0 0.000
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Pipeline Schedule

Link Length
(m)

Slope
(1:X)

Dia
(mm)

Link
Type

US CL
(m)

US IL
(m)

US Depth
(m)

DS CL
(m)

DS IL
(m)

DS Depth
(m)

Link US
Node

Node
Type

DS
Node

Node
Type

1.001 35.425 152.0 100 Circular 4.140 2.602 1.438 3.783 2.369 1.314

1.001 SW1 1 [IC] JuncƟon SW1 3 [IC] JuncƟon

2.000 11.502 40.9 150 Circular 4.150 2.650 1.350 3.783 2.369 1.264

2.000 Car Park Subbase 3 JuncƟon SW1 3 [IC] JuncƟon

1.002 8.240 222.7 225 Circular 3.783 2.294 1.264 3.872 2.257 1.390

1.002 SW1 3 [IC] JuncƟon SW1 By Pass Separator JuncƟon

1.004 98.037 -157.4 225 Circular 4.041 2.157 1.659 3.508 2.780 0.503

1.004 SW1 4 [PUMP] JuncƟon SW1 5 [MH] JuncƟon

1.005 21.967 244.1 300 Circular 3.508 2.808 0.400 3.450 2.718 0.432

1.005 SW1 5 [MH] JuncƟon SW1 7 [MH] JuncƟon

3.000 13.471 217.3 225 Circular 3.340 2.855 0.260 3.450 2.793 0.432

3.000 Informal Outdoor Games Area JuncƟon SW1 7 [MH] JuncƟon

4.000 2.411 60.3 150 Circular 3.291 2.908 0.233 3.450 2.868 0.432

4.000 Play Area Subbase 2 JuncƟon SW1 7 [MH] JuncƟon

1.006 29.199 245.4 300 Circular 3.450 2.718 0.432 3.365 2.599 0.466

1.006 SW1 7 [MH] JuncƟon SW1 8 [MH] JuncƟon

5.000 23.435 225.3 150 Circular 3.563 2.878 0.535 3.443 2.774 0.519

5.000 SW1 10 [Catchpit IC] JuncƟon SW1 13 [MH] JuncƟon

7.000 1.000 200.0 225 Circular 3.200 2.824 0.151 3.401 2.819 0.357

7.000 Coach Drop Subbase 1 JuncƟon SW1 12 [IC] JuncƟon

7.001 10.114 224.8 225 Circular 3.401 2.819 0.357 3.443 2.774 0.444

7.001 SW1 12 [IC] JuncƟon SW1 13 [MH] JuncƟon

6.000 7.863 151.2 150 Circular 3.400 2.901 0.349 3.443 2.849 0.444

6.000 Coach Drop Subbase 2 JuncƟon SW1 13 [MH] JuncƟon

8.000 11.087 226.3 225 Circular 3.233 2.823 0.185 3.443 2.774 0.444

8.000 Play Area 1 JuncƟon SW1 13 [MH] JuncƟon

5.001 26.934 269.3 300 Circular 3.443 2.699 0.444 3.365 2.599 0.466

5.001 SW1 13 [MH] JuncƟon SW1 8 [MH] JuncƟon

1.007 20.299 375.9 450 Circular 3.365 2.449 0.466 3.283 2.395 0.438

1.007 SW1 8 [MH] JuncƟon SW1 15 [MH] JuncƟon

9.000 3.848 55.0 225 Circular 3.200 2.642 0.333 3.283 2.572 0.486

9.000 Swale 1 JuncƟon SW1 15 [MH] JuncƟon

1.008 5.183 140.1 450 Circular 3.283 2.347 0.486 3.260 2.310 0.500

1.008 SW1 15 [MH] JuncƟon Permavoid JuncƟon

6.000_1 2.477 225.2 100 Circular 3.400 2.910 0.390 3.563 2.899 0.564

6.000_1 Carpark 1 JuncƟon SW1 10 [Catchpit IC] JuncƟon

Permavoid 41.195 2942.5 30700 Permavoid 3.260 2.303 0.357 3.320 2.289 0.431

Permavoid Permavoid JuncƟon Pond JuncƟon

1.011 5.100 196.2 150 Circular 3.320 2.289 0.881 3.325 2.263 0.912

1.011 Pond JuncƟon SW1 16 [MH] JuncƟon

2.001 3.556 154.6 100 Circular 4.000 2.625 1.275 4.140 2.602 1.438

2.001 Car Park Subbase 2 JuncƟon SW1 1 [IC] JuncƟon

1.003 11.373 227.5 225 Circular 3.872 2.207 1.440 4.041 2.157 1.659

1.003 SW1 By Pass Separator JuncƟon SW1 4 [PUMP] JuncƟon

4.000_1 13.471 217.3 225 Circular 3.587 2.855 0.507 3.450 2.793 0.432

4.000_1 SW1 6 JuncƟon SW1 7 [MH] JuncƟon

1.0071 21.259 452.3 450 Circular 3.354 2.395 0.509 3.283 2.348 0.485

1.0071 SW1 14 JuncƟon SW1 15 [MH] JuncƟon
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Manhole Schedule

Node EasƟng
(m)

Northing
(m)

CL
(m)

Depth
(m)

ConnecƟons Link IL
(m)

Dia
(mm)

Car Park Subbase 3

Car Park Subbase 2

SW1 3 [IC]

SW1 4 [PUMP]

SW1 5 [MH]

Play Area Subbase 2

Informal Outdoor Games Area

SW1 7 [MH]

SW1 10 [Catchpit IC]

Coach Drop Subbase 2

Play Area 1

SW1 13 [MH]

525124.155

525094.518

525111.309

525117.362

525030.507

525011.829

525014.011

525008.366

524978.520

524967.861

524976.712

524970.791

323041.816

323016.169

323048.466

323067.127

323106.744

323108.730

323099.256

323111.785

323081.128

323096.596

323093.591

323103.462

4.150

4.000

3.783

4.041

3.508

3.291

3.340

3.450

3.563

3.400

3.233

3.443

1.500

1.375

1.489

1.884

0.728

0.383

0.485

0.732

0.685

0.499

0.410

0.744

0

0

1
2

0

1

0

1

0

0

0

1
23

4

0

1

0

0

0

1 2

3

4

0

0

0
1
2

0
1

0
1

0

0

0
1
2
3
4
0
1

0

0

0
1
2
3
4
0

2.000

2.001
2.000
1.001

1.002
1.003

1.004
1.004

1.005

4.000

3.000
4.000
4.000_1
3.000
1.005
1.006
6.000_1

5.000

6.000

8.000
6.000
8.000
7.001
5.000
5.001

2.650

2.625
2.369
2.369

2.294
2.157

2.157
2.780

2.808

2.908

2.855
2.868
2.793
2.793
2.718
2.718
2.899

2.878

2.901

2.823
2.849
2.774
2.774
2.774
2.699

150

100
150
100

225
225

225
225

300

150

225
150
225
225
300
300
100

150

150

225
150
225
225
150
300
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Manhole Schedule

Node EasƟng
(m)

Northing
(m)

CL
(m)

Depth
(m)

ConnecƟons Link IL
(m)

Dia
(mm)

SW1 1 [IC]

SW1 12 [IC]

SW1 6

SW1 8 [MH]

Swale 1

SW1 15 [MH]

Carpark 1

Permavoid

Pond

SW1 16 [MH]

SW1 By Pass Separator

Coach Drop Subbase 1

SW1 14

525096.111

524961.354

525012.369

524981.859

524998.163

525008.379

524977.829

525015.622

525051.875

525054.880

525113.745

524960.624

524990.723

323019.348

323106.514

323103.053

323123.323

323174.563

323171.721

323078.749

323182.156

323201.720

323205.841

323056.348

323106.132

323140.298

4.140

3.401

3.587

3.365

3.200

3.283

3.400

3.260

3.320

3.325

3.872

3.200

3.354

1.538

0.582

0.732

0.916

0.558

0.936

0.490

0.957

1.031

1.062

1.665

0.376

0.959

1

0

1 0

0

1

2

0

0

1

23

0

0

1

0

1

0

1

1

0

0

0

1

0
1

0

0
1
2

0

0
1
2
3
0

0
1

0
1

0
1

1

0

0

0

2.001

1.001
7.000

7.001

4.000_1
5.001
1.006

1.007

9.000
9.000
1.0071
1.007
1.008

6.000_1
1.008

Permavoid
Permavoid

1.011
1.011

1.002

1.003

7.000

1.0071

2.602

2.602
2.819

2.819

2.855
2.599
2.599

2.449

2.642
2.572
2.348
2.395
2.347

2.910
2.310

2.303
2.289

2.289
2.263

2.257

2.207

2.824

2.395

100

100
225

225

225
300
300

450

225
225
450
450
450

100
450

30700
30700

150
150

225

225

225

450
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SimulaƟon Seƫngs

Rainfall Methodology
Summer CV

Analysis Speed

FEH-13
1.000
Detailed

Skip Steady State
Drain Down Time (mins)

AddiƟonal Storage (m³/ha)

x
240
20.0

Check Discharge Rate(s)
Check Discharge Volume

x
x

Storm DuraƟons
30 60 120 180 240 360 480 600 720 960 1440 2160 2880

Return Period
(years)

Climate Change
(CC %)

AddiƟonal Area
(A %)

AddiƟonal Flow
(Q %)

1
10
30

100
100

0
0
0
0

25

0
0
0
0
0

0
0
0
0
0

Node SW1 4 [PUMP] Online Pump Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
2.157

Design Depth (m)
Design Flow (l/s)

Switch on depth (m)

1.351
1.0
0.001

Switch oī depth (m) 0.000

Depth
(m)

Flow
(l/s)

Depth
(m)

Flow
(l/s)

0.001 1.500 5.000 1.500

Node SW1 16 [MH] Online Hydro-Brake® Control

Flap Valve
Replaces Downstream Link

Invert Level (m)
Design Depth (m)
Design Flow (l/s)

x
x
2.263
0.937
1.6

ObjecƟve
Sump Available

Product Number
Min Outlet Diameter (m)

Min Node Diameter (mm)

(HE) Minimise upstream storage
✓
CTL-SHE-0061-1600-0937-1600
0.075
0

Node ATP Subbase 1 Online OriĮce Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
x
0.000

Design Depth (m)
Design Flow (l/s)

Diameter (m)

0.480
5.0
0.059

Discharge Coeĸcient 0.600

Node J1 Online OriĮce Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
0.000

Design Depth (m)
Design Flow (l/s)

Diameter (m)

0.370
0.2
0.015

Discharge Coeĸcient 0.600

Node J1 Online Weir Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
0.000

Design Depth (m)
Design Flow (l/s)

Width (m)

0.370
2.5
0.006

Discharge Coeĸcient 0.590
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Node J2 Online OriĮce Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
0.000

Design Depth (m)
Design Flow (l/s)

Diameter (m)

0.350
0.2
0.015

Discharge Coeĸcient 0.600

Node J2 Online Weir Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
0.000

Design Depth (m)
Design Flow (l/s)

Width (m)

0.138
2.5
0.026

Discharge Coeĸcient 0.590

Node Car Park Subbase 3 Online OriĮce Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
x
2.650

Design Depth (m)
Design Flow (l/s)

Diameter (m)

0.450
0.6
0.020

Discharge Coeĸcient 0.600

Node SW1 10 [Catchpit IC] Online Weir Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
3.250

Design Depth (m)
Design Flow (l/s)

Width (m)

0.250
30.0
0.130

Discharge Coeĸcient 0.590

Node SW1 10 [Catchpit IC] Online OriĮce Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
2.878

Design Depth (m)
Design Flow (l/s)

Diameter (m)

0.580
0.5
0.017

Discharge Coeĸcient 0.600

Node Coach Drop Subbase 2 Online Weir Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
3.250

Design Depth (m)
Design Flow (l/s)

Width (m)

0.617
50.0
0.056

Discharge Coeĸcient 0.590

Node Coach Drop Subbase 2 Online OriĮce Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
2.901

Design Depth (m)
Design Flow (l/s)

Diameter (m)

0.617
0.7
0.020

Discharge Coeĸcient 0.600

Node Informal Outdoor Games Area Online Weir Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
3.200

Design Depth (m)
Design Flow (l/s)

Width (m)

0.275
50.0
0.188

Discharge Coeĸcient 0.590

Node Informal Outdoor Games Area Online OriĮce Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
2.855

Design Depth (m)
Design Flow (l/s)

Diameter (m)

0.575
1.5
0.031

Discharge Coeĸcient 0.600



EngenuiƟ Limited File: 250410 SH Flow Model.pfd
Network: SW1
QisƟna Zainal
28/04/2025

Page 8

Flow+ v10.5.1 Copyright © 1988-2025 Causeway Technologies Ltd

Node Play Area 1 Online OriĮce Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
2.823

Design Depth (m)
Design Flow (l/s)

Diameter (m)

0.550
0.4
0.016

Discharge Coeĸcient 0.600

Node Play Area 1 Online Weir Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
3.000

Design Depth (m)
Design Flow (l/s)

Width (m)

0.299
30.0
0.099

Discharge Coeĸcient 0.590

Node SW1 12 [IC] Online OriĮce Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
2.819

Design Depth (m)
Design Flow (l/s)

Diameter (m)

0.645
0.7
0.020

Discharge Coeĸcient 0.600

Node SW1 12 [IC] Online Weir Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
2.920

Design Depth (m)
Design Flow (l/s)

Width (m)

0.495
90.0
0.140

Discharge Coeĸcient 0.590

Node Play Area Subbase 2 Online OriĮce Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
x
2.908

Design Depth (m)
Design Flow (l/s)

Diameter (m)

0.500
0.2
0.011

Discharge Coeĸcient 0.600

Node Play Area Subbase 2 Online Weir Control

Flap Valve
Replaces Downstream Link

Invert Level (m)

x
✓
3.150

Design Depth (m)
Design Flow (l/s)

Width (m)

0.500
20.0
0.031

Discharge Coeĸcient 0.590

Node Coach Drop Subbase 2 Carpark Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

Safety Factor
Porosity

0.00000
0.00000
2.0
0.30

Invert Level (m)
Time to half empty (mins)

Width (m)
Length (m)

2.901

20.000
47.500

Slope (1:X)
Depth (m)

Inf Depth (m)

999.0
0.300

Node Car Park Subbase 3 Carpark Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

Safety Factor
Porosity

0.00000
0.00000
2.0
0.30

Invert Level (m)
Time to half empty (mins)

Width (m)
Length (m)

3.700

20.000
32.750

Slope (1:X)
Depth (m)

Inf Depth (m)

999.0
0.300

Node Informal Outdoor Games Area Carpark Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

Safety Factor
Porosity

0.00000
0.00000
2.0
0.30

Invert Level (m)
Time to half empty (mins)

Width (m)
Length (m)

2.970

30.000
40.800

Slope (1:X)
Depth (m)

Inf Depth (m)

999.0
0.300



EngenuiƟ Limited File: 250410 SH Flow Model.pfd
Network: SW1
QisƟna Zainal
28/04/2025

Page 9

Flow+ v10.5.1 Copyright © 1988-2025 Causeway Technologies Ltd

Node Play Area Subbase 2 Carpark Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

Safety Factor
Porosity

0.00000
0.00000
2.0
0.30

Invert Level (m)
Time to half empty (mins)

Width (m)
Length (m)

2.908

10.000
18.300

Slope (1:X)
Depth (m)

Inf Depth (m)

999.0
0.300

Node Car Park Subbase 2 Carpark Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

Safety Factor
Porosity

0.00000
0.00000
2.0
0.30

Invert Level (m)
Time to half empty (mins)

Width (m)
Length (m)

3.220
0
14.250
20.000

Slope (1:X)
Depth (m)

Inf Depth (m)

999.0
0.300

Node Coach Drop Subbase 1 Carpark Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

Safety Factor
Porosity

0.00000
0.00000
2.0
0.30

Invert Level (m)
Time to half empty (mins)

Width (m)
Length (m)

2.824

20.000
40.000

Slope (1:X)
Depth (m)

Inf Depth (m)

999.0
0.200

Node Carpark 1 Carpark Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

Safety Factor
Porosity

0.00000
0.00000
2.0
0.30

Invert Level (m)
Time to half empty (mins)

Width (m)
Length (m)

2.910

25.000
41.000

Slope (1:X)
Depth (m)

Inf Depth (m)

999.0
0.300

Node Play Area 1 Carpark Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

Safety Factor
Porosity

0.00000
0.00000
2.0
0.30

Invert Level (m)
Time to half empty (mins)

Width (m)
Length (m)

2.844

20.000
29.200

Slope (1:X)
Depth (m)

Inf Depth (m)

999.0
0.300

Node Pond Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.00000
0.00000

Safety Factor
Porosity

2.0
1.00

Invert Level (m)
Time to half empty (mins)

2.289

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 251.7 0.0 0.600 404.3 0.0 0.601 0.0 0.0

Node Swale 1 Depth/Area Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

0.00000
0.00000

Safety Factor
Porosity

2.0
1.00

Invert Level (m)
Time to half empty (mins)

2.642

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

Depth
(m)

Area
(m²)

Inf Area
(m²)

0.000 281.0 0.0 0.558 281.0 0.0 0.559 1.0 0.0
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Results for 1 year CriƟcal Storm DuraƟon.  Lowest mass balance: 99.64%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Flow/Cap Link
Vol (m³)

Discharge
Vol (m³)

180 minute summer Car Park Subbase 3 120 3.733 1.083 3.3 4.2080 0.0000 SURCHARGED

180 minute summer Car Park Subbase 3 2.000 SW1 3 [IC] 0.9 0.714 0.031 0.0139

30 minute summer Car Park Subbase 2 18 2.677 0.052 2.6 0.0189 0.0000 OK

30 minute summer Car Park Subbase 2 2.001 SW1 1 [IC] 2.6 0.662 0.538 0.0143

30 minute summer SW1 3 [IC] 26 2.346 0.052 3.3 0.0000 0.0000 OK

30 minute summer SW1 3 [IC] 1.002 SW1 By Pass Separator 3.4 0.566 0.097 0.0886

30 minute summer SW1 4 [PUMP] 26 2.349 0.192 3.5 0.0000 0.0000 OK

30 minute summer SW1 4 [PUMP] Pump SW1 5 [MH] 1.5

30 minute summer SW1 5 [MH] 18 2.870 0.090 6.7 0.1232 0.0000 OK

30 minute summer SW1 5 [MH] 1.005 SW1 7 [MH] 6.7 0.457 0.095 0.3290

600 minute summer Play Area Subbase 2 600 3.000 0.092 0.6 4.6016 0.0000 OK

600 minute summer Play Area Subbase 2 4.000 SW1 7 [MH] 0.1 0.298 0.003 0.0006
600 minute summer Play Area Subbase 2 Weir SW1 7 [MH] 0.0

240 minute summer Informal Outdoor Games Area 196 3.028 0.173 6.4 14.9031 0.0000 OK

240 minute summer Informal Outdoor Games Area Weir SW1 7 [MH] 0.0
240 minute summer Informal Outdoor Games Area OriĮce SW1 7 [MH] 0.8

30 minute summer SW1 7 [MH] 18 2.815 0.097 16.3 0.1530 0.0000 OK

30 minute summer SW1 7 [MH] 1.006 SW1 8 [MH] 16.1 0.828 0.228 0.5689

30 minute summer SW1 10 [Catchpit IC] 1 2.878 0.000 0.0 0.0000 0.0000 OK

30 minute summer SW1 10 [Catchpit IC] Weir SW1 13 [MH] 0.0
30 minute summer SW1 10 [Catchpit IC] OriĮce SW1 13 [MH] 0.0

600 minute summer Coach Drop Subbase 2 495 2.975 0.074 2.0 14.5272 0.0000 OK

600 minute summer Coach Drop Subbase 2 Weir SW1 13 [MH] 0.0
600 minute summer Coach Drop Subbase 2 OriĮce SW1 13 [MH] 0.2

480 minute summer Play Area 1 448 2.908 0.085 1.6 8.7778 0.0000 OK

480 minute summer Play Area 1 OriĮce SW1 13 [MH] 0.1
480 minute summer Play Area 1 Weir SW1 13 [MH] 0.0

30 minute summer SW1 13 [MH] 18 2.741 0.042 3.0 0.0284 0.0000 OK

30 minute summer SW1 13 [MH] 5.001 SW1 8 [MH] 2.9 0.498 0.043 0.1563

30 minute summer SW1 1 [IC] 19 2.652 0.050 2.6 0.0000 0.0000 OK

30 minute summer SW1 1 [IC] 1.001 SW1 3 [IC] 2.5 0.631 0.510 0.1398

720 minute summer SW1 12 [IC] 525 2.892 0.073 0.4 0.0000 0.0000 OK

720 minute summer SW1 12 [IC] OriĮce SW1 13 [MH] 0.2
720 minute summer SW1 12 [IC] Weir SW1 13 [MH] 0.0

30 minute summer SW1 6 18 2.898 0.043 2.9 0.0332 0.0000 OK

30 minute summer SW1 6 4.000_1 SW1 7 [MH] 2.9 0.544 0.083 0.0717

30 minute summer SW1 8 [MH] 18 2.558 0.109 22.8 0.0881 0.0000 OK

30 minute summer SW1 8 [MH] 1.007 SW1 15 [MH] 22.7 0.805 0.137 0.5716

360 minute summer Swale 1 216 2.657 0.015 1.3 4.1672 0.0000 OK

360 minute summer Swale 1 9.000 SW1 15 [MH] 0.6 0.539 0.008 0.0042

30 minute summer SW1 15 [MH] 18 2.456 0.109 36.3 0.3110 0.0000 OK

30 minute summer SW1 15 [MH] 1.008 Permavoid 35.8 1.222 0.131 0.1522

30 minute summer Carpark 1 1 2.910 0.000 0.0 0.0000 0.0000 OK

30 minute summer Carpark 1 6.000_1 SW1 10 [Catchpit IC] 0.0 0.000 0.000 0.0000
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Results for 1 year CriƟcal Storm DuraƟon.  Lowest mass balance: 99.64%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Flow/Cap Link
Vol (m³)

Discharge
Vol (m³)

1440 minute summer Permavoid 1290 2.408 0.105 8.4 0.3801 0.0000 OK

1440 minute summer Permavoid Permavoid Pond 5.3 0.009 0.001 141.0326

1440 minute summer Pond 1320 2.407 0.118 5.7 31.6925 0.0000 OK

1440 minute summer Pond 1.011 SW1 16 [MH] 1.4 0.179 0.255 0.0822

1440 minute summer SW1 16 [MH] 1320 2.406 0.143 1.4 0.0000 0.0000 OK

1440 minute summer SW1 16 [MH] Hydro-Brake® 1.4 95.7

30 minute summer SW1 By Pass Separator 27 2.348 0.141 3.4 0.0000 0.0000 OK

30 minute summer SW1 By Pass Separator 1.003 SW1 4 [PUMP] 3.5 0.965 0.102 0.3475

720 minute summer Coach Drop Subbase 1 525 2.892 0.068 1.5 11.9067 0.0000 OK

720 minute summer Coach Drop Subbase 1 7.000 SW1 12 [IC] 0.4 0.108 0.010 0.0107

30 minute summer SW1 14 19 2.456 0.061 0.9 0.0000 0.0000 OK

30 minute summer SW1 14 1.0071 SW1 15 [MH] -0.9 -0.074 -0.006 0.4445
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Results for 10 year CriƟcal Storm DuraƟon.  Lowest mass balance: 99.64%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Flow/Cap Link
Vol (m³)

Discharge
Vol (m³)

180 minute summer Car Park Subbase 3 168 3.795 1.145 8.3 16.3933 0.0000 SURCHARGED

180 minute summer Car Park Subbase 3 2.000 SW1 3 [IC] 1.0 0.718 0.037 0.2025

30 minute summer Car Park Subbase 2 20 2.951 0.326 8.3 0.1185 0.0000 SURCHARGED

30 minute summer Car Park Subbase 2 2.001 SW1 1 [IC] 7.3 0.931 1.506 0.0278

120 minute summer SW1 3 [IC] 88 2.917 0.623 4.8 0.0000 0.0000 SURCHARGED

120 minute summer SW1 3 [IC] 1.002 SW1 By Pass Separator 3.1 0.525 0.090 0.3277

120 minute summer SW1 4 [PUMP] 88 2.917 0.760 2.7 0.0000 0.0000 SURCHARGED

120 minute summer SW1 4 [PUMP] Pump SW1 5 [MH] 1.5

30 minute summer SW1 5 [MH] 18 2.910 0.130 18.1 0.1789 0.0000 OK

30 minute summer SW1 5 [MH] 1.005 SW1 7 [MH] 18.1 0.573 0.256 0.7022

480 minute summer Play Area Subbase 2 456 3.098 0.190 1.6 10.0534 0.0000 FLOOD RISK

480 minute summer Play Area Subbase 2 4.000 SW1 7 [MH] 0.1 0.331 0.005 0.0008
480 minute summer Play Area Subbase 2 Weir SW1 7 [MH] 0.0

240 minute summer Informal Outdoor Games Area 244 3.115 0.260 15.6 47.1232 0.0000 FLOOD RISK

240 minute summer Informal Outdoor Games Area Weir SW1 7 [MH] 0.0
240 minute summer Informal Outdoor Games Area OriĮce SW1 7 [MH] 1.0

30 minute summer SW1 7 [MH] 18 2.893 0.175 47.4 0.2780 0.0000 OK

30 minute summer SW1 7 [MH] 1.006 SW1 8 [MH] 47.2 1.131 0.668 1.2180

30 minute summer SW1 10 [Catchpit IC] 1 2.878 0.000 0.0 0.0000 0.0000 OK

30 minute summer SW1 10 [Catchpit IC] Weir SW1 13 [MH] 0.0
30 minute summer SW1 10 [Catchpit IC] OriĮce SW1 13 [MH] 0.0

600 minute summer Coach Drop Subbase 2 600 3.050 0.149 4.5 36.0974 0.0000 OK

600 minute summer Coach Drop Subbase 2 Weir SW1 13 [MH] 0.0
600 minute summer Coach Drop Subbase 2 OriĮce SW1 13 [MH] 0.3

600 minute summer Play Area 1 600 2.987 0.164 2.9 22.9007 0.0000 OK

600 minute summer Play Area 1 OriĮce SW1 13 [MH] 0.2
600 minute summer Play Area 1 Weir SW1 13 [MH] 0.0

30 minute summer SW1 13 [MH] 18 2.771 0.072 8.8 0.0487 0.0000 OK

30 minute summer SW1 13 [MH] 5.001 SW1 8 [MH] 8.8 0.685 0.130 0.3445

30 minute summer SW1 1 [IC] 21 2.928 0.326 7.3 0.0000 0.0000 SURCHARGED

30 minute summer SW1 1 [IC] 1.001 SW1 3 [IC] 5.8 0.750 1.182 0.2772

480 minute summer SW1 12 [IC] 312 2.946 0.127 1.3 0.0000 0.0000 OK

480 minute summer SW1 12 [IC] OriĮce SW1 13 [MH] 0.3
480 minute summer SW1 12 [IC] Weir SW1 13 [MH] 1.1

30 minute summer SW1 6 18 2.933 0.078 9.3 0.0599 0.0000 OK

30 minute summer SW1 6 4.000_1 SW1 7 [MH] 9.3 0.671 0.265 0.1980

30 minute summer SW1 8 [MH] 18 2.640 0.191 68.1 0.1540 0.0000 OK

30 minute summer SW1 8 [MH] 1.007 SW1 15 [MH] 67.9 1.106 0.410 1.2478

120 minute summer Swale 1 78 2.670 0.028 6.6 8.0491 0.0000 OK

120 minute summer Swale 1 9.000 SW1 15 [MH] 2.4 0.831 0.034 0.0112

2160 minute summer SW1 15 [MH] 2280 2.561 0.214 20.3 0.6120 0.0000 OK

2160 minute summer SW1 15 [MH] 1.008 Permavoid 19.7 0.581 0.072 0.4227

30 minute summer Carpark 1 1 2.910 0.000 0.0 0.0000 0.0000 OK

30 minute summer Carpark 1 6.000_1 SW1 10 [Catchpit IC] 0.0 0.000 0.000 0.0000
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Results for 10 year CriƟcal Storm DuraƟon.  Lowest mass balance: 99.64%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Flow/Cap Link
Vol (m³)

Discharge
Vol (m³)

2160 minute summer Permavoid 2220 2.557 0.254 21.9 0.9228 0.0000 OK

2160 minute summer Permavoid Permavoid Pond 12.2 0.008 0.002 329.7856

2160 minute summer Pond 2220 2.557 0.268 12.6 76.6950 0.0000 SURCHARGED

2160 minute summer Pond 1.011 SW1 16 [MH] 1.5 0.177 0.272 0.0898

2160 minute summer SW1 16 [MH] 2280 2.555 0.292 1.5 0.0000 0.0000 OK

2160 minute summer SW1 16 [MH] Hydro-Brake® 1.5 162.4

120 minute summer SW1 By Pass Separator 88 2.917 0.710 3.1 0.0000 0.0000 SURCHARGED

120 minute summer SW1 By Pass Separator 1.003 SW1 4 [PUMP] 2.7 0.987 0.078 0.4523

480 minute summer Coach Drop Subbase 1 312 2.946 0.122 4.9 24.8757 0.0000 OK

480 minute summer Coach Drop Subbase 1 7.000 SW1 12 [IC] 1.3 0.137 0.037 0.0224

2160 minute summer SW1 14 2220 2.559 0.164 3.6 0.0000 0.0000 OK

2160 minute summer SW1 14 1.0071 SW1 15 [MH] 3.6 0.148 0.024 1.3197
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Results for 30 year CriƟcal Storm DuraƟon.  Lowest mass balance: 99.64%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Flow/Cap Link
Vol (m³)

Discharge
Vol (m³)

240 minute summer Car Park Subbase 3 240 3.847 1.197 9.8 26.7587 0.0000 SURCHARGED

240 minute summer Car Park Subbase 3 2.000 SW1 3 [IC] 1.0 0.723 0.037 0.2025

120 minute summer Car Park Subbase 2 92 3.235 0.610 5.7 0.6776 0.0000 SURCHARGED

120 minute summer Car Park Subbase 2 2.001 SW1 1 [IC] 4.9 0.726 1.009 0.0278

120 minute summer SW1 3 [IC] 94 3.226 0.932 5.1 0.0000 0.0000 SURCHARGED

120 minute summer SW1 3 [IC] 1.002 SW1 By Pass Separator 3.5 0.506 0.101 0.3277

120 minute summer SW1 4 [PUMP] 94 3.226 1.069 2.9 0.0000 0.0000 SURCHARGED

120 minute summer SW1 4 [PUMP] Pump SW1 5 [MH] 1.5

30 minute summer SW1 5 [MH] 18 2.935 0.155 24.2 0.2133 0.0000 OK

30 minute summer SW1 5 [MH] 1.005 SW1 7 [MH] 24.0 0.604 0.339 0.8985

360 minute summer Play Area Subbase 2 352 3.167 0.259 2.9 13.9460 0.0000 FLOOD RISK

360 minute summer Play Area Subbase 2 4.000 SW1 7 [MH] 0.1 0.347 0.006 0.0009
360 minute summer Play Area Subbase 2 Weir SW1 7 [MH] 0.1

360 minute summer Informal Outdoor Games Area 360 3.181 0.326 16.5 71.8439 0.0000 FLOOD RISK

360 minute summer Informal Outdoor Games Area Weir SW1 7 [MH] 0.0
360 minute summer Informal Outdoor Games Area OriĮce SW1 7 [MH] 1.1

30 minute summer SW1 7 [MH] 18 2.931 0.213 63.6 0.3368 0.0000 OK

30 minute summer SW1 7 [MH] 1.006 SW1 8 [MH] 63.2 1.238 0.894 1.4907

30 minute summer SW1 10 [Catchpit IC] 1 2.878 0.000 0.0 0.0000 0.0000 OK

30 minute summer SW1 10 [Catchpit IC] Weir SW1 13 [MH] 0.0
30 minute summer SW1 10 [Catchpit IC] OriĮce SW1 13 [MH] 0.0

600 minute summer Coach Drop Subbase 2 600 3.109 0.208 6.3 53.1072 0.0000 FLOOD RISK

600 minute summer Coach Drop Subbase 2 Weir SW1 13 [MH] 0.0
600 minute summer Coach Drop Subbase 2 OriĮce SW1 13 [MH] 0.4

480 minute summer Play Area 1 336 3.023 0.200 5.1 29.2149 0.0000 OK

480 minute summer Play Area 1 OriĮce SW1 13 [MH] 0.2
480 minute summer Play Area 1 Weir SW1 13 [MH] 0.6

30 minute summer SW1 13 [MH] 18 2.783 0.084 11.9 0.0566 0.0000 OK

30 minute summer SW1 13 [MH] 5.001 SW1 8 [MH] 11.8 0.746 0.176 0.4277

120 minute summer SW1 1 [IC] 94 3.234 0.632 4.9 0.0000 0.0000 SURCHARGED

120 minute summer SW1 1 [IC] 1.001 SW1 3 [IC] 4.2 0.661 0.866 0.2772

360 minute summer SW1 12 [IC] 224 2.970 0.151 3.2 0.0000 0.0000 OK

360 minute summer SW1 12 [IC] OriĮce SW1 13 [MH] 0.3
360 minute summer SW1 12 [IC] Weir SW1 13 [MH] 2.9

30 minute summer SW1 6 18 2.949 0.094 12.7 0.0717 0.0000 OK

30 minute summer SW1 6 4.000_1 SW1 7 [MH] 12.7 0.680 0.361 0.2765

2880 minute summer SW1 8 [MH] 3120 2.673 0.224 6.9 0.1807 0.0000 OK

2880 minute summer SW1 8 [MH] 1.007 SW1 15 [MH] 9.9 0.560 0.060 1.8386

120 minute summer Swale 1 76 2.678 0.036 9.1 10.2067 0.0000 OK

120 minute summer Swale 1 9.000 SW1 15 [MH] 4.0 0.964 0.056 0.0158

2880 minute summer SW1 15 [MH] 3060 2.673 0.326 33.5 0.9319 0.0000 OK

2880 minute summer SW1 15 [MH] 1.008 Permavoid 24.7 0.526 0.091 0.6729

30 minute summer Carpark 1 1 2.910 0.000 0.0 0.0000 0.0000 OK

30 minute summer Carpark 1 6.000_1 SW1 10 [Catchpit IC] 0.0 0.000 0.000 0.0000
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Results for 30 year CriƟcal Storm DuraƟon.  Lowest mass balance: 99.64%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Flow/Cap Link
Vol (m³)

Discharge
Vol (m³)

2880 minute summer Permavoid 3060 2.673 0.370 25.9 1.3435 0.0000 OK

2880 minute summer Permavoid Permavoid Pond 12.0 0.008 0.002 476.2177

2880 minute summer Pond 3060 2.673 0.384 12.4 115.5301 0.0000 SURCHARGED

2880 minute summer Pond 1.011 SW1 16 [MH] 1.6 0.176 0.275 0.0898

2880 minute summer SW1 16 [MH] 3060 2.671 0.408 1.6 0.0000 0.0000 OK

2880 minute summer SW1 16 [MH] Hydro-Brake® 1.5 220.8

120 minute summer SW1 By Pass Separator 94 3.226 1.019 3.5 0.0000 0.0000 SURCHARGED

120 minute summer SW1 By Pass Separator 1.003 SW1 4 [PUMP] 2.9 0.987 0.084 0.4523

360 minute summer Coach Drop Subbase 1 224 2.970 0.146 8.9 30.8790 0.0000 OK

360 minute summer Coach Drop Subbase 1 7.000 SW1 12 [IC] 3.2 0.116 0.088 0.0278

2880 minute summer SW1 14 3060 2.673 0.278 5.2 0.0000 0.0000 OK

2880 minute summer SW1 14 1.0071 SW1 15 [MH] 6.1 0.109 0.041 2.3916
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Results for 100 year CriƟcal Storm DuraƟon.  Lowest mass balance: 99.64%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Flow/Cap Link
Vol (m³)

Discharge
Vol (m³)

360 minute summer Car Park Subbase 3 360 3.932 1.282 10.7 43.5342 0.0000 FLOOD RISK

360 minute summer Car Park Subbase 3 2.000 SW1 3 [IC] 1.1 0.729 0.038 0.2025

180 minute summer Car Park Subbase 2 144 3.283 0.658 6.1 4.7693 0.0000 SURCHARGED

180 minute summer Car Park Subbase 2 2.001 SW1 1 [IC] 5.0 0.689 1.044 0.0278

180 minute summer SW1 3 [IC] 144 3.275 0.981 4.2 0.0000 0.0000 SURCHARGED

180 minute summer SW1 3 [IC] 1.002 SW1 By Pass Separator 3.3 0.491 0.094 0.3277

180 minute summer SW1 4 [PUMP] 144 3.275 1.118 2.4 0.0000 0.0000 SURCHARGED

180 minute summer SW1 4 [PUMP] Pump SW1 5 [MH] 1.5

30 minute summer SW1 5 [MH] 18 2.998 0.218 32.6 0.2989 0.0000 OK

30 minute summer SW1 5 [MH] 1.005 SW1 7 [MH] 31.8 0.618 0.449 1.2506

480 minute summer Play Area Subbase 2 288 3.233 0.325 3.2 16.3025 0.0000 FLOOD RISK

480 minute summer Play Area Subbase 2 4.000 SW1 7 [MH] 0.1 0.359 0.006 0.0010
480 minute summer Play Area Subbase 2 Weir SW1 7 [MH] 1.4

480 minute summer Informal Outdoor Games Area 320 3.242 0.387 18.4 94.6440 0.0000 FLOOD RISK

480 minute summer Informal Outdoor Games Area Weir SW1 7 [MH] 3.0
480 minute summer Informal Outdoor Games Area OriĮce SW1 7 [MH] 1.2

30 minute summer SW1 7 [MH] 18 2.989 0.271 85.5 0.4294 0.0000 OK

30 minute summer SW1 7 [MH] 1.006 SW1 8 [MH] 83.6 1.348 1.185 1.8080

30 minute summer SW1 10 [Catchpit IC] 1 2.878 0.000 0.0 0.0000 0.0000 OK

30 minute summer SW1 10 [Catchpit IC] Weir SW1 13 [MH] 0.0
30 minute summer SW1 10 [Catchpit IC] OriĮce SW1 13 [MH] 0.0

720 minute summer Coach Drop Subbase 2 720 3.197 0.296 7.9 78.5337 0.0000 FLOOD RISK

720 minute summer Coach Drop Subbase 2 Weir SW1 13 [MH] 0.0
720 minute summer Coach Drop Subbase 2 OriĮce SW1 13 [MH] 0.4

360 minute summer Play Area 1 232 3.059 0.236 9.4 35.5633 0.0000 FLOOD RISK

360 minute summer Play Area 1 OriĮce SW1 13 [MH] 0.3
360 minute summer Play Area 1 Weir SW1 13 [MH] 2.6

2880 minute summer SW1 13 [MH] 3120 2.830 0.131 3.4 0.0883 0.0000 OK

2880 minute summer SW1 13 [MH] 5.001 SW1 8 [MH] 3.4 0.526 0.051 1.1849

180 minute summer SW1 1 [IC] 144 3.282 0.680 5.0 0.0000 0.0000 SURCHARGED

180 minute summer SW1 1 [IC] 1.001 SW1 3 [IC] 4.0 0.598 0.826 0.2772

240 minute summer SW1 12 [IC] 148 3.003 0.184 6.6 0.0000 0.0000 OK

240 minute summer SW1 12 [IC] OriĮce SW1 13 [MH] 0.3
240 minute summer SW1 12 [IC] Weir SW1 13 [MH] 6.2

30 minute summer SW1 6 18 2.996 0.141 17.4 0.1082 0.0000 OK

30 minute summer SW1 6 4.000_1 SW1 7 [MH] 17.1 0.678 0.486 0.4241

2880 minute summer SW1 8 [MH] 3120 2.830 0.381 9.9 0.3081 0.0000 OK

2880 minute summer SW1 8 [MH] 1.007 SW1 15 [MH] 15.9 0.555 0.096 3.0469

2880 minute summer Swale 1 3120 2.830 0.188 1.7 53.2005 0.0000 OK

2880 minute summer Swale 1 9.000 SW1 15 [MH] -1.2 0.630 -0.017 0.1449

2880 minute summer SW1 15 [MH] 3120 2.830 0.483 61.7 1.3839 0.0000 SURCHARGED

2880 minute summer SW1 15 [MH] 1.008 Permavoid 37.2 0.535 0.136 0.8212

30 minute summer Carpark 1 1 2.910 0.000 0.0 0.0000 0.0000 OK

30 minute summer Carpark 1 6.000_1 SW1 10 [Catchpit IC] 0.0 0.000 0.000 0.0000
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Results for 100 year CriƟcal Storm DuraƟon.  Lowest mass balance: 99.64%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Flow/Cap Link
Vol (m³)

Discharge
Vol (m³)

2880 minute summer Permavoid 3120 2.830 0.527 40.2 1.9175 0.0000 OK

2880 minute summer Permavoid Permavoid Pond 23.2 0.019 0.004 675.8744

2880 minute summer Pond 3120 2.830 0.541 24.2 173.9488 0.0000 SURCHARGED

2880 minute summer Pond 1.011 SW1 16 [MH] 1.6 0.177 0.276 0.0898

2880 minute summer SW1 16 [MH] 3120 2.829 0.566 1.6 0.0000 0.0000 OK

2880 minute summer SW1 16 [MH] Hydro-Brake® 1.5 219.0

180 minute summer SW1 By Pass Separator 144 3.275 1.068 3.3 0.0000 0.0000 SURCHARGED

180 minute summer SW1 By Pass Separator 1.003 SW1 4 [PUMP] 2.4 0.994 0.071 0.4523

240 minute summer Coach Drop Subbase 1 148 3.004 0.180 16.8 39.0312 0.0000 OK

240 minute summer Coach Drop Subbase 1 7.000 SW1 12 [IC] 6.6 0.224 0.180 0.0344

2880 minute summer SW1 14 3120 2.831 0.436 7.6 0.0000 0.0000 OK

2880 minute summer SW1 14 1.0071 SW1 15 [MH] 11.9 0.195 0.079 3.3529
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Results for 100 year +25% CC CriƟcal Storm DuraƟon.  Lowest mass balance: 99.64%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Flow/Cap Link
Vol (m³)

Discharge
Vol (m³)

360 minute summer Car Park Subbase 3 336 4.150 1.500 13.4 57.1472 0.7773 FLOOD

360 minute summer Car Park Subbase 3 2.000 SW1 3 [IC] 1.1 0.715 0.038 0.2025

240 minute summer Car Park Subbase 2 192 3.328 0.703 6.6 8.6005 0.0000 SURCHARGED

240 minute summer Car Park Subbase 2 2.001 SW1 1 [IC] 4.4 0.652 0.916 0.0278

240 minute summer SW1 3 [IC] 192 3.320 1.026 3.6 0.0000 0.0000 SURCHARGED

240 minute summer SW1 3 [IC] 1.002 SW1 By Pass Separator 2.9 0.484 0.084 0.3277

240 minute summer SW1 4 [PUMP] 192 3.320 1.163 2.2 0.0000 0.0000 SURCHARGED

240 minute summer SW1 4 [PUMP] Pump SW1 5 [MH] 1.5

30 minute summer SW1 5 [MH] 18 3.132 0.352 40.4 0.4833 0.0000 SURCHARGED

30 minute summer SW1 5 [MH] 1.005 SW1 7 [MH] 39.4 0.610 0.557 1.5469

180 minute summer Play Area Subbase 2 108 3.291 0.383 8.0 16.3814 0.4143 FLOOD

180 minute summer Play Area Subbase 2 4.000 SW1 7 [MH] 0.2 0.369 0.007 0.0020
180 minute summer Play Area Subbase 2 Weir SW1 7 [MH] 3.0

360 minute summer Informal Outdoor Games Area 216 3.306 0.451 29.6 105.5736 0.0000 FLOOD RISK

360 minute summer Informal Outdoor Games Area Weir SW1 7 [MH] 12.1
360 minute summer Informal Outdoor Games Area OriĮce SW1 7 [MH] 1.3

30 minute summer SW1 7 [MH] 18 3.102 0.384 106.3 0.6087 0.0000 SURCHARGED

30 minute summer SW1 7 [MH] 1.006 SW1 8 [MH] 105.1 1.506 1.488 1.9466

2880 minute summer SW1 10 [Catchpit IC] 3120 2.960 0.082 0.2 0.0000 0.0000 OK

2880 minute summer SW1 10 [Catchpit IC] Weir SW1 13 [MH] 0.0
2880 minute summer SW1 10 [Catchpit IC] OriĮce SW1 13 [MH] 0.0

480 minute summer Coach Drop Subbase 2 304 3.367 0.466 14.1 80.5028 0.0000 FLOOD RISK

480 minute summer Coach Drop Subbase 2 Weir SW1 13 [MH] 4.1
480 minute summer Coach Drop Subbase 2 OriĮce SW1 13 [MH] 0.6

2160 minute summer Play Area 1 2280 3.095 0.272 2.3 42.1046 0.0000 FLOOD RISK

2160 minute summer Play Area 1 OriĮce SW1 13 [MH] 0.2
2160 minute summer Play Area 1 Weir SW1 13 [MH] 1.7

2160 minute summer SW1 13 [MH] 2220 3.096 0.397 6.1 0.2665 0.0000 SURCHARGED

2160 minute summer SW1 13 [MH] 5.001 SW1 8 [MH] 6.1 0.619 0.090 1.8967

240 minute summer SW1 1 [IC] 192 3.327 0.725 4.4 0.0000 0.0000 SURCHARGED

240 minute summer SW1 1 [IC] 1.001 SW1 3 [IC] 3.6 0.561 0.735 0.2772

2160 minute summer SW1 12 [IC] 2280 3.096 0.277 3.0 0.0000 0.0000 SURCHARGED

2160 minute summer SW1 12 [IC] OriĮce SW1 13 [MH] 0.3
2160 minute summer SW1 12 [IC] Weir SW1 13 [MH] 2.7

30 minute summer SW1 6 18 3.126 0.271 21.8 0.2075 0.0000 SURCHARGED

30 minute summer SW1 6 4.000_1 SW1 7 [MH] 21.7 0.678 0.618 0.5358

2160 minute summer SW1 8 [MH] 2220 3.095 0.646 16.2 0.5217 0.0000 FLOOD RISK

2160 minute summer SW1 8 [MH] 1.007 SW1 15 [MH] 14.9 0.565 0.090 3.2162

2160 minute summer Swale 1 2280 3.095 0.453 3.9 128.0693 0.0000 FLOOD RISK

2160 minute summer Swale 1 9.000 SW1 15 [MH] -2.7 0.700 -0.039 0.1530

2160 minute summer SW1 15 [MH] 2280 3.097 0.750 19.0 2.1472 0.0000 FLOOD RISK

2160 minute summer SW1 15 [MH] 1.008 Permavoid 48.9 0.674 0.179 0.8212

2880 minute summer Carpark 1 3120 2.960 0.050 0.2 9.0681 0.0000 OK

2880 minute summer Carpark 1 6.000_1 SW1 10 [Catchpit IC] -0.2 -0.126 -0.056 0.0111
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Results for 100 year +25% CC CriƟcal Storm DuraƟon.  Lowest mass balance: 99.64%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Flow/Cap Link
Vol (m³)

Discharge
Vol (m³)

2160 minute summer Permavoid 2220 3.095 0.792 55.8 2.8814 0.0000 FLOOD RISK

2160 minute summer Permavoid Permavoid Pond 13.2 0.017 0.002 759.2354

2160 minute summer Pond 2280 3.094 0.805 14.4 197.6247 0.0000 FLOOD RISK

2160 minute summer Pond 1.011 SW1 16 [MH] 1.6 0.175 0.279 0.0898

2160 minute summer SW1 16 [MH] 2280 3.093 0.830 1.6 0.0000 0.0000 OK

2160 minute summer SW1 16 [MH] Hydro-Brake® 1.5 176.1

240 minute summer SW1 By Pass Separator 192 3.320 1.113 2.9 0.0000 0.0000 SURCHARGED

240 minute summer SW1 By Pass Separator 1.003 SW1 4 [PUMP] 2.2 0.994 0.065 0.4523

2160 minute summer Coach Drop Subbase 1 2220 3.096 0.272 3.2 44.4484 0.0000 FLOOD RISK

2160 minute summer Coach Drop Subbase 1 7.000 SW1 12 [IC] 3.0 0.110 0.082 0.0398

2160 minute summer SW1 14 2220 3.095 0.700 8.1 0.0000 0.0000 FLOOD RISK

2160 minute summer SW1 14 1.0071 SW1 15 [MH] -8.1 -0.186 -0.053 3.3683


