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Office, © Crown Copyright.
Aspect Landscape Planning Ltd, West Court, Hardwick Business Park, Noral Way, Banbury OX16 2AF.
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PLANTING NOTES
All plants to be supplied in accordance with the HTA 'National Plant Specification' and from a HTA certified

nursery. All plants and trees to be planted in accordance with BS3936 and BS8545. Delivery and handling
of all plant material to be in accordance with BS4428/JCLI/CPSE Code of Practice for 'Handling and

Establishing Landscape Plants' Parts I, Il and Il and BS8545.

Planting Pit and Trench Preparation
Tree pits in soft landscape to be excavated to Tmx1mx1m depth prior to topsoiling and all shrub planting

areas excavated to 450mm depth. All proposed hedge planting trenches to be excavated to 600mm
depth.Unless otherwise specified, all tree pits in hard landscape to be 2mx2mx1m, backfilled with
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compacted Urban Tree Soil.
The preparation of planting pits, bed or trenches shall comply with the appropriate British Standards,

namely BS4043, BS4428, BS5837 and BS8545.
Excavation of planting pits, beds or trenches shall not take place when the ground is frozen or waterlogged

such that damage may occur to the structure of the soil. All excavated areas to be backfilled with either
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site won topsoil or imported topsoil to be BS3882-General purpose grade. All topsoiled areas to be clear of
rocks and rubble larger than 50mm diameter and any other debris that may interfere with the
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establishment of plants. The Contractor shall break up and cultivate at the base of the trenches or planting
pits. The sides of the trenches or planting pits shall be loosened with a fork or other similar implement. All
stones and the like over 75mm in any dimension, deleterious matter, weeds and weed roots brought to the
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