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25mm surface dense course - AC 6 dense surf material. To be BS EN 13108-1
conform to BS EN 12591 grade 70/100 or 100/150. Clause 9.4

100mm dense binder layer course - AC 20 dense bin rec to BS EN 13108-1 and
conform to BS EN 12591 grade 70/100 or 100/150. Clause 9.1

100mm type 1 sub-base to clause 8.1

40mm close graded surface course - AC 10 close surf material to BS EN 13108-1
and conform to BS EN 12591 grade 70/100 or 100/150. Clause 9.3

130mm dense binder course - AC 20 dense bin 40/60. To clause 9.1 laid in 2
layers, 70mm & 60mm thick

Existing carriageway (make up assumed)

125mm x 150mm PCC bull nose kerb

25mm mortar bed

ST4 concrete face and haunch

Existing finished garden surface

150mm min. type 1 granular sub base, compacted in layers of no more than 150mm

Geo-textile membrane

150mm concrete finished hardstanding

Edge of hardstanding to be formed using timber formwork of same thickness as concrete,
to be removed once concrete has set

STATION ROAD
New dropped kerb to highway/footpath
edge to be min. 3600mm in width

Concrete finish to new
hardstaning area and path
as per dimensions shown
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DROPPED KERB AND HARD STANDING

A3 Westone Housing Ltd

as labelled JC 0562/25/0109/07/2026

DROPPED KERB AND HARD STANDING
AT 74 STATION ROAD, TYDD GOTE,
WISBECH, PE13 5QB
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NOTES: THIS DRAWING/IMAGE INCLUDING ALL ITS CONTENT REMAINS THE PROPERTY OF JC ARCHITECTURAL CONSULTANT. NO UNAUTHORISED COPYING OR REPRODUCTION IN ANY PART IS PERMITTED WITHOUT OBTAINING PRIOR WRITTEN
  PERMISSION FROM JC ARCHITECTURAL CONSULTANT. JC ARCHITECTURAL CONSULTANT RESERVE THE RIGHT TO WITHDRAW THIS INFORMATION AT ANY TIME.
  ALL DIMENSIONS ARE TO BE CONFIRMED ON SITE BY CONTRACTOR, ANY DISCREPANCIES ARE TO BE REPORTED TO JC ARCHITECTURAL CONSULTANT IMMEDIATELY.

CDM:   THE DESIGN HAS BEEN UNDERTAKEN AS FAR AS POSSIBLE TO AVOID RISKS TO HEALTH AND SAFETY OR TO REDUCE AND CONTROL THE EFFECTS OF ANY UNAVOIDABLE RISK.ANY RELEVANT INFORMATION REGARDING RISKS WHICH ARE
  NOT ABLE TO BE ELIMINATED WILL BE INCLUDED WITHIN THE PROJECT HEALTH AND SAFETY FILE.

SITE LOCATION PLAN DROPPED KERB DETAIL
PROPOSED BLOCK PLAN HARDSTANDING DETAIL

Proposed Block Plan
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Dropped Kerb Detail
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Concrete Hardstanding Detail
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