
ADOPTABLE TURNING HEAD CONSTRUCTION
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PRE-CAST CONCRETE BULLNOSED KERB
(125mm x 255mm) AT BLOCK PAVED
RAISED TABLES. TRANSITION KERBS TO BE
LAID FROM HB TO BN TYPE KERBING.

GROUND LEVEL
DOUBLE STRETCHER COURSE ADJACENT KERB1 IN 40

SCALE  1:20

PRE CAST CONCRETE BLOCKS:
200 x 100 x 80mm MARSHALLS BRINDLE BLOCK PAVIORS (2mm - 4mm GRIT INFILL TO BLOCKS)

LAYING COURSE:
30mm OF 6mm - 8mm GRIT LAYING COURSE

BINDER COURSE
90mm THICK AC20 DENSE BINDER BASE 40/60 BIN REC (CLAUSE 9.1)

SUB-BASE
300mm THICK TYPE 1 UNBOUND MIXTURE SUB-BASE TO CURRENT D.T.p. SPECIFICATION FOR HIGHWAY WORKS CL.802 & CL.803 TABLE 8/2.

NOTES:

AT THE DISCRETION OF THE ENGINEER THE THICKNESS SHALL BE INCREASED IF SOFT AREAS ARE ENCOUNTERED. THE MATERIAL SHALL BE SPREAD EVENLY ON THE
FORMATION IN LAYERS OF A DEPTH NOT MORE THAN 150mm COMPACTED THICKNESS .

F0RMATION LEVEL TO BE PROOF ROLLED TO CLAUSE 609, SOFT SPOTS TO BE EXCAVATED BACK TO GOOD GROUND AND FILLED WITH FULLY COMPACTED TYPE 1
SUB-BASE MATERIAL TO THE SPECIFICATION FOR HIGHWAY WORKS CLAUSE 616, OR ALTERNATIVE AS AGREED WITH THE HIGHWAY INSPECTOR.

OVERLAY:
40mm OF AC10 CLOSE SURFACE 100/150 BIN REC (CLAUSE 9.3) (EXISTING SURFACE COURSE TO BE PLANED OUT WHERE REQUIRED TO RECEIVE NEW SURFACE COURSE
TO DESIGN LEVELS, SURFACES TO BE SPRAYED WITH BITUMINOUS TACK COAT PRIOR TO SURFACING.)

BASE COURSE
110mm OF AC20 DENSE BINDER BASE 40/60 BIN REC (CLAUSE 9.1)

SUB-BASE
310mm OF TYPE 1 SUB BASE (CLAUSE 8.10)

CROSS SECTION 1 -  PINFOLD LANE OVERLAY / WIDENING

125mm x 150mm PCC
BULLNOSED KERB BN (25mm FACE)

EXISTING PATH EDGING

80mm OD MDPE SDR17 PUMPING MAIN
(150mm SAND BEDDING AND SURROUND)

EXISTING ROAD
CONSTRUCTION

220mm x 10mm MS
DOWEL BARS AT 600mm C/S

ST3 CONCRETE KERB
RACE AND HAUNCHING

 PINFOLD ROAD WIDENING
SCALE  1:25

<< 1:40 CROSS FALL

PRE CAST CONCRETE BLOCKS:
200 x 100 x 80mm MARSHALLS BRINDLE BLOCK PAVIORS (2mm - 4mm GRIT INFILL TO BLOCKS)

LAYING COURSE:
30mm OF 6mm - 8mm GRIT LAYING COURSE

BASE COURSE
90mm THICK AC20 DENSE BINDER BASE 40/60 BIN REC (CLAUSE 9.1)

SUB-BASE
300mm THICK TYPE 1 UNBOUND MIXTURE SUB-BASE TO CURRENT D.T.p. SPECIFICATION FOR HIGHWAY WORKS CL.802 & CL.803 TABLE 8/2.

NOTES:

AT THE DISCRETION OF THE ENGINEER THE THICKNESS SHALL BE INCREASED IF SOFT AREAS ARE ENCOUNTERED. THE MATERIAL SHALL BE SPREAD EVENLY ON THE
FORMATION IN LAYERS OF A DEPTH NOT MORE THAN 150mm COMPACTED THICKNESS .

F0RMATION LEVEL TO BE PROOF ROLLED TO CLAUSE 609, SOFT SPOTS TO BE EXCAVATED BACK TO GOOD GROUND AND FILLED WITH FULLY COMPACTED TYPE 1
SUB-BASE MATERIAL TO THE SPECIFICATION FOR HIGHWAY WORKS CLAUSE 616, OR ALTERNATIVE AS AGREED WITH THE HIGHWAY INSPECTOR.

TYPICAL CROSS SECTION - ADOPTABLE
BLOCK PAVING TURNING HEAD
SCALE  1:20

127 x 200 x 100 MARSHALLS
KL BRINDLE SMALL UNIT

KERB SETT (100mm FACE)
EXISTING SURVEYED

GROUND LEVEL

EXISTING TOPSOIL STRIP LEVEL
(ASSUME 150mm)

EXISTING HEAD OF SECONDARY OPEN DRAIN
TO BE FILLED IN WITH TYPE 1 OPEN GRADED
SUB BASE COMPACTED IN 300mm LAYERS.
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