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NOTES
1. DO NOT SCALE THIS DRAWING.

2. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS STATED
OTHERWISE.

3. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
ALL OTHER RELEVANT DRAWINGS.

4, ALL PROPRIETARY ITEMS ARE TO BE INSTALLED IN
STRICT COMPLIANCE WITH THE MANUFACTURES
INSTRUCTIONS AND RECOMMENDATIONS,

5. PROVIDE CONCRETE SURROUND TO ALL PIPEWORK,
WHERE 1.2m OF COVER TO TOP OF PIPE BARREL IS
NOT ACHIEVABLE. '

6. BRANCH AND ANCILLARY CONNECTIONS TO BE 150mm
DIA LAID AT GRADIENTS BETWEEN 1:10 AND 1:80.

7. éULLY CONNECTIONS TO BE 150mm DIA. LAID AT
GRADIENTS OF AT LEAST 1:150 UNLESS OTHERWISE
STATED,

8. ALL PIPEWORK TO BE LAID WITH LEVEL SOFFITS
UNLESS OTHERWISE STATED.

9. ALL FOUL PIPES TO BE 1509 AT A GRADIENT OF
1:150 UNLESS OTHERWISE STATED.,

10.NO WORKS SHALL COMMENCE ON SITE UNTIL APPROVAL
HAS BEEN OBTAINED FROM LCC, AWS AND ALL OTHER
RELEVANT AGENCIES/AUTHORITIES.

11.THE SPECIFICATION IN ALL RESPECTS SHALL BE IN
ACCORDANCE WITH THE CURRENT 'LINCOLNSHIRE
DESIGN GUIDE FOR RESIDENTIAL ARFAS' AND
"DEVELOPMENT ROAD SPECIFICATION AND
CONSTRUCTION' PUBLICATIONS IN FORCE ON THE
COUNTY AT THE TIME OF CONSTRUCTION.

12.ALL SEWERS ARE TO BE CONSTRUCTED IN ACCORDANCE
WITH THE PROCEDURES AND SPECIFICATIONS
CONTAINED IN "SEWERS FOR ADOPTION" (5th Edition

| Waldeck Associates

- July 2001).
ECEIVET
] S s
i
| Rev. “I Amendments ' R;;‘ F‘*_" )
CB DESIGN GROUP
PROPOSED DEVELOPMENT,
BROADGATE, WESTON HILLS,
| SPALDING
PROPOSED MANHOLE
W{SCHEDULES
=% 33376 i
" 33376/A1/04 |
™ PRELIMINARY |
= NA ™ uLos |
Project [ Drawn By ) ]
Engineer PW [Checked By _S‘ :1

F Consuting Civl & Structural Engineers

Kesteven Business Cenire,
2 Kesteven Sweet,
Sieatord,

Lincoinshire,

NG24 707

Tel: 01520 415908
Fau: 01520 414844
E-mall: engwaldecka freeserve.co.uk




