PROVIDE NEW RWP,

/

NEW LEAD GULLY TO CONNECT
THE NMEW EXTENSION TQ THE
EXISTING BUILDING. NEW TILES
TO MATCH EXISTING

EXISTING BUILDING HERE TO
REMAIN, ALLOW FOR ADAPTING
ROOF AT EAVES LEVEL WHERE
ADJOINING NEW EXTENSION
BUILDING. WHERE TILES ARE

REMCVED TO ALLOW FOR
FORMATION OF EXTENSION RETAIN
ON SITE FOR REUSE ELSEWHERE.

EXISTING BUILDING HERE TOP REMAIN IN POSITION.

EXISTING CHIMNEY HERE TOP REMAIN IN POSITION.

FORM NEW SINGLE STOREY EXTENSION HERE TO EXTENT AS INDICATED
ON PLAN VIEW. EXTENSION FORMED WITH INSULATED CAVITY WALL
CONSTRUCTION WITH SAND CEMENT RENDERED FINISH EXTERNALLY
PAINTED TO MATCH SURROUNDING RENDERED WALL SURFACES, INSULATED
CONCRETE FLOOR CONSTRUCTION WITH SURFACE FINISHED FLUSH WITH
SURROUNDING FLOOR SURFACES. NEW PITCHED ROCF TO MATCH
EXISTING WITH A LEAD VALLEY INBETWEEN. PROVIDE NEW TIMBER FRAMED
WINDOWS FINISHED TO MATCH OTHER WINDOWS.

NEW
| ROOFLIGHT| |

ALLOW FOR ADAPTING EXISTING ROOF STRUCTURE TO BUILDING HERE TO
PROVIDE 2no TIMBER FRAMED FIXED PANE ROOF LIGHTS. GLAZING TO BE
DOUBLE GLAZED. ALLOW FOR ALL ASSOCIATED WATERPROGFING WORKS
TO ROQF & LEAD FLASHINGS ETC.

NEW
ROOFLIGHT |
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ELEVATION 'C’.

DOTTED LINES HERE REPRESENT OUTLINE OF EXISTING TIMBER FRAMED
STABLE BLOCK TO BE TAKEN DOWN. EXISTING CONCRETE FLOORSLAB TO
BE BROKEN OUT & NEW SHINGLE SURFACE TO BE PROVIDED.

NEW EXTENSION AS REFERRED TO IN ELEVATIONS 'C’ & °E'.

FORM NEW SINGLE STOREY EXTENSION HERE TO EXTENT AS INDICATED
ON PLAN VIEW. EXTENSICN FORMED WITH INSULATED CAVITY WALL
CONSTRUCTION WiTH SAND CEMENT RENDERED FINISH EXTERNALLY
PAINTED TO MATCH SURROUNDING RENDERED WALL SURFACES, INSULATED
CONCRETE FLOOR CONSTRUCTION WITH SURFACE FINISHED FLUSH WITH
SURRDUNDING FLOOR SURFACES & INSULATED PITCHED ROOF FINISH TO
MATCH EXISTING. PROVIDE NEW TIMBER FRAMED WINDOWS FINISHED TO
MATCH CTHER WINDOWS.
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PROPOSED EXTENSION

TO ROOF HERE REMOVE EXISTING ROOF FINISH, MAKE GOOD/PROVIDE
NEW REINFORCED ROOCFING FELF PROTECTION & PROVIDE NEW CLAY
PANTILE FINISH TO MATCH EXISTING.

DOTTED LINES HERE REPRESENT OUTLINE OF EXISTING TIMBER FRAMED
STABLE BLOCK TCO BE TAKEN DOWN. EXISTING CONCRETE FLOORSLAB TO
BE BROKEN OUT & NEW SHINGLE SURFACE TO BE PROVIDED.

EXISTING STABLE BLOCK BUILDING TGO REMAIN IN PLACE.
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ALL NEW WINDOWS TO BE TIMBER FRAMED WITH DOUBLE GLAZING & TOP
OPENING LIGHTS AS SHOWN.

EXISTING STABLE BUILDING REMOVED
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EXISTING STABLE BUILDING REMOVED

GARAGE

ELEVATION 'D’.

FORM NEW DOOR OPENING HERE AS SHOWN. DOOR FORMED AS FLUSH
TYPE DOOR WITH ROUTED OUT 'V' GROOVES TO GWE T&G BOARDED
EFFECT. ALLOW FOR DECORATING DOCR TO DESIGNERS SPEC.

FORM NEW WINDCW OPENING HERE AS SHOWN. WINDOW TO BE TIMBER

TOILETS

FRAMED WITH DOUBLE GLAZING & TOP OPENING LIGHTS AS SHOWN.

EXISTING MAIN BUILDING HERE TO REMAIN IN PLACE.

EXISTING WINDOW OPENING & SHUTTER INFILL AT HIGH LEVEL HERE TO
REMAIN IN POSITION,

ALL NEW DOORS & WINDOWS TO BE FORMED IN TIMBER SECTIONS WITH
CLEAR GLAZING. DOCRS TO HAVE GLAZED UPPER PANELS WITH LOWER
RECESSED PANELS FORMED WITH T&G BOARDING TO MATCH DOORS
ELSEWHERE ON BUILDING.

FORM NEW SINGLE STOREY INFILL EXTENSION HERE TG EXTENT AS
INDICATED ON PLAN VIEW. EXTENSION FORMED WITH INSULATED CAVITY
WALL CONSTRUCTION WITH SAND CEMENT RENDERED FINISH EXTERNALLY
PAINTED TO MATCH SURROUNDING RENDERED WALL SURFACES, INSULATED
CONCRETE FLOOR CONSTRUCTION WiTH SURFACE FINISHED FLUSH WITH
SURROUNDING FLOOR SURFACES A& INSULATED PITCHED ROOF FINISH TO
MATCH EXISTING. PROVIDE NEW TIMBER FRAMED DOORS & WINDOWS
FINISHED TO MATCH OTHER WINDOWS. DOORS TO HAVE RECESSED T&G
BOARDED LOWER PANELS TO MATCH EXISTING DOORS.

EXISTING TOILET BLOCK BUILDING TO BE RETAINED. ALLOW FOR ADAPTING
ROOF AT EAVES LEVEL WHERE ADJOINING NEW EXTENSION BUILDING.
WHERE TILES ARE REMOVED TO ALLOW FOR FORMAFION OF EXTENSION
RETAIN ON SITE FOR REUSE ELSEWHERE.

NEW DOOR HERE PROVIDING ACCESS TO CELLAR AT GROUND FLOOR
LEVEL. DOOR FORMED AS FLUSH TYPE DOOR WITH ROUTED OUT V'
GROOVES TO GIVE T&G BOARDED EFFECT. ALLOW FOR DECORATING DOOR
TO DESIGNERS SPEC. PROVIDE CONCRETE STEPS EXTERNALLY TO MAKE
UP LEVEL DIFFERENCE.

FORM NEW LANDING, STEPS & ACCESS RAMP OUTSIDE OF ENTRANCE
HERE AS INDICATED ON PLAN VIEW WITH EXPOSED VERTICAL FACES BUILT
UP IN FACING BRICKWORK TO MATCH BRICKWORK PLINTH TO OTHER
WALL AREAS. SURFACES TO BE FORMED IN PRECAST CONCRETE PAVING
SLAB FINISH. PROVIDE HANDRAILING & BALUSTRADING TO EXPOSED
PERIMETER FORMED IN HOLLOW SECTION MILD STEEL ALL WITH PAINTED
FINISH. BALUSTRADING TO BE FORMED WiTH NO GAPS BETWEEN
INDIVIDUAL ELEMENTS OF MORE THAN 100mm.
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EXTERNAL ELEVATIONS REVISED TO MEET PLANNERS 24.11.06 | DJC
REQUIREMENTS

DO NOT SCALE. WRITTEN DIMENSIONS TC BE USED IN PREFERENCE TO SCALED
DIMENSIONS. ALL DIMENSIONS TO BE CHECKED ON SITE BY CONTRACTOR & ALL
DISCREPANCIES TO BE REPORTED TO HERON DESIGN.
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