
E

x

i

s

t

i

n

g

 

R

o

a

d ASSUMED LINE OF DRAIN

6000

4000

do not scale this drawing

CANOPY

B

B

B

B

B

B

B

B

B

GV

LP

LP

LP

P

P

P

P

P

P

P

TP

TP

TP

VP

DP

ST01

3.385

B

B

Nova

LP

LP

LP

TP

TP

TP

TP

ST02

3.837

ST01

3.385

ST03

3.780

ST05

2.585

ST06

3.239

2.40

2.37

2

.

4

1

2

.

3

0

2

.

4

0

2

.

4

1

2.44

2.40

2.52

3

.

4

3

3.36

3

.

4

2

3

.

3

8

3
.
3
4

3.62

3
.
6
3

3
.
4
5

3.43

3
.
3
8

3.77

3
.
7
6

3.48

3.48

3.47

3
.
4
8

3.58

3.62 3.60
3.57

3.533.55

3.52

3.51

3.71

3.70

3.70

3.46

3.60

3.67

3.65

3.67

3.66

3.67

3

.

5

5

3

.

3

6

3

.

3

5

3

.

5

8

3.78

3.67

3.91

3.69

3.66

3.77

3.69

3.84

3.81

3.75

3.74

3.78

3.83

3.73

3.75

3.69

3.68

3

.

5

6

3

.

5

2

3

.

4

3

3

.

7

6

2

.

5

7

2

.

4

3

2
.
3
8

2
.
2
8

3.69

3.89

3.77

3.73

3.69

3.75

3.82

3.82

3.69

3.71

3.77

3.75

3.80

3.88

3.77

3.78

3
.
8
3

3.88

3.81

3.88

3.80

3.87

3.87

3.82

3.71

3.80

3.71

3.71

3.79

3.62

3.69

3.66

3.68

3.76

3.68

3.77

3.72

3.80

3.88

3.85

3.81

3.80

3.86

3.87
3.87

2.42

3.86

3.86

3.55

3.63

3.79

3.77

3.70

3.70

3.70

3.69

3.70

3.76

3.67

3.57

3.52

3.56

3.403.40

3
.
3
5

3
.
2
7

3.73

3.83
3.83

3.77

3.75

3.83

3.74

3.7
4

3.75

3.85

3
.
4
2

3.49

3.25

3.23

3.40

3
.
4
0

3
.
5
3

3.81

3.79

3.65

3.69

3.76

2

.

6

9

3

.

0

1 2
.
9
9

2

.

6

4

2.53

2.61

2.71

2

.

6

7

2

.

6

1

2

.

5

2

2

.

5

6

2

.

6

3

2

.

5

5

2

.

6

1

3
.
1
3

3.10

3
.
0
7

3
.
1
5

3
.
0
6

3
.
0
7

3
.
2
9

2

.

7

4

2

.

8

8

2
.
6
4

2
.
6
9

2.75
2.87

3

.

1

5

3

.

2

0

3

.

2

4

3

.

2

0

3

.

1

7

3

.

2

4

3.23

3.39

3.15

2

.

6

0

2

.

7

2

2

.

8

5

3.03

3

.

2

3

3

.

2

3

2.70

2.81

3.28

3.21

3.24

3.36

2
.
9
2

2

.

7

9

3

.

1

1

3

.

0

7

3

.

2

2

3.44

3

.

4

3

3.36

3.18

2

.

4

3

2.45

2

.

2

7

2

.

7

0

2
.
6
4

2
.
6
9

2

.

6

1

2.56

2.60

3.803.80

3.703.70

3.80 3.80
3.70

3.73

3.80 3.75

3.65 3.60

3.75
3.65

3.50 3.50

3.60

3.55

3.40

3.40

3.40

3.45

3.50

3.25

3.80

3.70

FINISHED FLOOR LEVEL 3.85
3.85

3.70

3.60

3.40

3.85

HYDROPAVE TEGULAR 240 OR SIMILAR
50mm 2-4mm GRITSTONE
70mm CLEAN ANGULAR STONE ON
GEOTEXTILE ON 400mm CLEAN ANGULAR
STONE ON GEOTEXTILE

ALL PAVIORS LAID WITH STRING COURSE EDGING

PARKING SPACES MARKED IN CONTRAST COLOUR

250x150 PC DROP KERBS

250mm DOT TYPE 1 HARDCORE
100mm of 28mm DENSE BIT ROAD BASE
60mm of 20mm DENSE BIT BINDER COURSE
40mm of 10mm SMA SURFACE COURSE
HEAVY DUTY CROSSING

COMPACTED HARDCORE
250mm DOT TYPE 1
80mm SHARP SAND
80mm MOULDED SURFACE PAVIORS
TACTILE PAVING

ALL TO LCC HIGHWAYS APPROVED STANDARDS

250x150 PC DROP KERBS

COMPACTED HARDCORE
250mm DOT TYPE 1
80mm SHARP SAND
80mm MOULDED SURFACE PAVIORS
TACTILE PAVING

ALLOW FOR HATCHING TO DISABLED SPACES AS REQUIRED BY THE REGULATIONS
CAR PARKING LINES TO BE MARKED OUT IN WHITE THERMOPLASTIC PAINT
HAUNCH AT CHANGES FROM PEDESTRIAN TO VEHICLE AREAS
250x150 PC KERBS ON CONC BED 375x150 AND 110x150 CONC. 
DROPS TO TRAFFIC SURFACES TO BE MARKED WITH A TACTILE SURFACE

BLOCK PAVIORS-63mm MARSHALLS BRINDLE WITH TWO STRING COURSE EDGING.

BASE WITH 50 SHARP SAND BLINDING 
AREAS SHOWN THUS SHALL BE 250 DOT TYPE 1 HARDCORE

HARDCORE ALL LAID ON GEOGRID TENSAR SS40 TO FALLS AS SHOWN

125 TYPE 1 HARDCORE BASE WITH GEOGRID TENSAR SS40 TO SE SPECIFICATION

JOINTS AND CHANGES IN LEVEL OR MATERIAL
TROWELLED FINISH WITH 50 TROWELLED MARGINS AT ABUTMENTS

DPM WITH A252 MESH TO BOTTOM 75 COVER LAID ON TWO LAYERS OF 
AREAS SHOWN THUS SHALL BE 200 FIBRE MESH C28/35 CONCRETE ON 1200 G

19mm GRAVEL ON TERAM ANTI WEED MAT

TO LANDSCAPE AREAS ON CONC BED 250x150 AND 100x150 CONC HAUNCH. 
PC CONCRETE KERBS 200x50 AT CHANGES IN PAVING SURFACE AND 

HAUNCH AT CHANGES FROM PEDESTRIAN TO VEHICLE AREAS
PC CONCRETE DROP KERBS AT ENTRANCE POINTS

250x150 PC KERBS ON CONC BED 375x150 AND 110x150 CONC. 

LEVELS AS PROPOSED SHOWN THUS6.10

CONCRETE 300x300x300 TO FINISH 1200 ABOVE FINISHED LEVELS
CAR PARKING BAYS 1500, 1800 OR 2100 LONG O/A 1600 HIGH SET IN
60.3mm dia STAINLESS STEEL TUBE SECURITY BARRIER TO

ABOVE FINISHED LEVELS. ENDS SEALED WITH S/S CAPS
1600 HIGH SET IN CONCRETE 450x450x300 TO FINISH 1200 
178mm DIA STAINLESS STEEL TUBE SECURITY BOLLARDS

ALLOW FOR 60.3mm dia STAINLESS STEEL TUBE TROLLEY BAY
800 W 1800 LONG O/A OPEN BOTH ENDS 1600 HIGH SET IN
CONCRETE 300x300x300 TO FINISH 1200 ABOVE FINISHED LEVELS
SET IN PAVIOR SURFACE 

SET IN PAVIORS FINISH TO BE STAINLESS STEEL
REF 43,0140 STEEL BICYCLE RACKS
ALLOW FOR FOUR MARSHALLS 

FORM NEW STEPS IN
CONCRETE 275 GOING
150 RISE WITH PROPRIETORY
METAL HANDRAIL

ARMCO OR SIMILAR ANTI FALL
BARRIER SET IN CONCRETE

ARMCO OR SIMILAR ANTI FALL
BARRIER SET IN CONCRETE

ACO DRAINAGE CHANNEL

LANDSCAPING AS EXISTING


