\ E,/" < —= el — J IUUW T Vv UOIO\\ '\\/)
\ @ IC-0017-S ™ IC-0023-S N
~ \ =< CL 2.300m 3, ©¢\ CL2.400m RWP
IL1.700m o
\\ \ N2 Deep Hole e \\Og‘fo IL 1.270m
\ > o
\ . 0093 > o EpE
i \ IC.0038.4 0520+ |G| 225(@1:187 PVC (PN-0023-S) \ 5 2 |/ PRI
\CL 2.675m RWYP -0.220) \ el
~\ |IL 1.425m BN 43 7280 IGOB2EE N\ fplesd)
\ . RW
L 0.280] SW IL: 1235m Cb2435m P
(I 1.28 FW IL: 0.025m _ _
VL 1c.0037-F 2700 2280\ A4S 1C-0022-5
\ \\ CL 2.600m $C 13 5 5\ \ |C|_L12241?(§)m
: 4 - ; / 0024 . m
+ 2.70\0 IL 2.100m — @@D 1:3 | \ 4+ 410
\ 10 WP ICT0021-5 S
. 2.280+ g2 il i
\ \ : CL 2.200m Z——\ NSBP 3 Oil interceptor or
\\ \ n_8| 3 IL 1.100m 2, similar
L P b Frrzoom IC-0016-5 2.650) % < Max Flow: 30 I/s
o =2 CL 2.300m By
o = IL 1.700m T o \\
\ \
~ Timber Rwp ”;0 \
(I walkway ) _ @ \
L Lagoon is covering an area of @ \ Pumping
Vo > 4% 3120m? with depth 2.600m. FEL- 7.80m \ Station
b Wh CL of the attenuation: 2.140m ‘700@]. CL 2.400m
\\ \ ke A IL of the attenuation : 1.025m N Py S0 IL-0.155m
| \ R IL of the wet lagoon: -0.520m e
\ \fb ‘ 2.750] 2.280 Depth of the wet Lagoon: 1.545m 1C-0020-S IC-0027-F 150(1) 1‘-1;’17 ) :I
700+ L\ CL 2.300m CL 2.435m (PNO
: LN 13 IL 1.700m IL-0.100m wst /
\ \ +[2.410
\ \© 2 \ Pumping Station:
\\ Driveways and parkings are Grasscrete 1:3 1000 pVC .%QQ % \\ T-T pumps- Saturn Dual Pump
‘;’J\ sloped towards the road. walkway HHH} 5280 QQN" L9 \ Pumping Station Dual DGO
’«;"é\ % 1.780 o % \ 100/2/G50H 230v/1Ph (or similar)
ol S L |]0.280 2 \ Assumed CL: 2.400m
S o\ ge) -0.520 0.220) 1.28 o
9 Py ® WP ; ' — IL of Pump: -1.155m
22y (S @ PNC 0.280 Deep Hol 0.280 £ D65 =
L L) = 100 €ep role i IC-0019-S Zo . Inlet Pipe IL: -0.155m
\\ 3 (33 0.730 £0.220 |CLI_1273(;)(())m C‘E, \ No. Extension Turrets: 2 X
12 b rrrzsom IC-0015-S 2.280 BNNeS WL |k -/oum 0 A0 (300mm Each)
\ % @ @ (|:L|‘12'300m ' +2.280 RWP G) \\ Discharge rate: 5l/s
IC-0037-S * : ‘ -/00m @ éCL(z)gé%F \'  1C-0033-S Working volume: 441 litres
i:Lle.ggng ) = 0 000m | CL2410m  Working Volume depth: ~0.250m
' \\ \ ﬁ il RN IL 1-327-ZT0 Pump Start Level: -0.605m
v ‘ o0 /Y @ =2 Pump Stop Level: -0.855m
Vo / Rising Main: 9OPE100 SDR7.4
b A WP = . : o
IC-0036-F < (o) 1000 PVC Rising Main L.engt : 66m
CL 2.600m| S +DPB50 — Cable Length: 10m
IL 1.440m | Q’\)' 13 Total Head= 6.89m
2.7(_)‘(_) \ \ > Wooden Pegs for
L R\ Fishing
(B Qq)‘? HL U. 25U 1:8 ; IC-0018-S
Bk = WP W D 280 | 0.78 0.28 AL L1 00m
Sy |\ ! j 1.280 Shallows '
N 1:8] [[[1:3
AN S . = HEA 72
%) ) . -
?O\\ \ \ \s) ) 3b FFC780m :8 0.080 0.780
AR IC-0014-5 2.280
z 2 ‘ IL 1.700m Jis
2z P
= =) 2.280 078 IC-0025-F
2\ \g | W] cL2ssom SESEmaZRIasIaEa
LS FFL2.65m] /L0.510m . =
o \ \ <o I IC-0032-S ] =
/ ||
\\ \\ A RWP T ¢ ? CL 2.350m . R H
N IL 1.265m -+ =
\ C (D'\,?’ 1] ﬁvé 0
\ q)v\l 0.780 — \,06 —t s Mﬁ_'
\ 3 2.650 AQQ = Ba > :Z
) S~ 9 N /] /
\ \ Q - 1.280 2.50 @ Z_ %
L S RWP IC-0013-S = 8 -
v 8 CL 2.300m - 1.780 —— - é— z A N
\ \\ '@Q IL1.700m ~ ERRIRERRRER & ] o -
\ \ ’%Pu'\o NSBP 4 Oil interceptor or T [ 1| | S AA z ] ~
+ \\ 3 FL: 2.90m 5 2.280 0% similar CCTT DN R || —FFL:3.30 N 29
\ < i | —
\ ) S e Z Max Flow: 45 |/s Ly
3 % 2 c0012s [ 5,0 | / | =8| |4 | +2.400HH J
\ - IC-0010-S ' 1S .
\ \ ool s » P ftf‘fggg S 1-f755?g)vc cL2.300m | \L‘é; £||8 1 2250 1:184pvc ,Ico018-F
“UUSo- ' : : C | PN-0009-S CL 2.400m 1
\ \ cL 2.600m C001LS (PN-0010-S) IL1.100m 3000 1:173 PVC (PN-0008-S) A ( ) L 1.500m O
IC-0036-S \ IL1.505m CL 2.250m — ™ W IC-0008-S =
Key RwP IC-0009-5 ]
IL 1.065m I | "cL2.400m T RWP
RWP : CL 2.400m 1]
Permeable gravel ﬁ 1.215m IL1.250m 1
4] | Proposed Levels N AW SR ——] 5 o
) A - ‘
7o) RN EEERENEEEEEE
i | 4500 Surface Water PPIC e ] R ]
FFL: 2.90m W NC
IC-0101 F Q .
i | 4509 Foul Water PPIC RWP e \ 2 SW IL: 1.205m
; + 2750 47 7 RS FW IL: 0.600m |
@ wcows | Surface Water PPIC <€X> o 2.700 b
o] 600@ / 300mm Inlet/Outlet %% o RWP 1 -
MH-0101-S . %Aéﬁ C 7 |
O czoom | Private Storm Water Manhole 9 / \ = ‘
- PVC Foul Water Pipeline SN\ | M w2 L B
©TTN Al pipework to be a minimum of 1000 ¥ \ FFL.2.20m) 6 [ L] & — M 77
- PVC Surface Water Pipeline 1 ‘ N ‘ q ]
L Al pipework to be a minimum of 1000 IC-0034-F \ M ] I I I I I I I I T I I I I I I I I I I (I:(lz_-g(zélgF ]
CL 2.500m T . m B ]
| _ ___| PVCSurface Water Perforated \ 72 u
s hr o IL 1.240m \ aall | Lo7m ) g % =
. . (& u
rwe @) Rain Water Pipe . \ - \ EE T . : f ]
IC-0035-5 "~ \ XL — m B s B & &1 | icoosr N T
ising Mai -0035-5 > ( ~ o/ V4 == = / S -0019-
Rising Main CL 2.700m ~o / 412.250 \4 = o é? S II CL 2.550m %
IL1.915m = 1] 7T u S ' IL 1.650m :
O caooon | Private Foul Water Manhole S 4 2.750 — == T % IJ o 5 92; [ [EEL: 2.80m |X| .
] [TTT1 N ]
T T T - ~ ]
“— contourlines 9 T A o RN 5‘ 5WIL13-§53m < =E
z Q N N‘FW IL: 0.870m [T
<
N 2 S S| N 20) ]
Fishing Peg - b i ] [T
1) L 8 S RWP 9 =
Wet Lagoon water level S IC-0033-F N B ) =J =.
=| cL2.725m 'Q 9 7 | 1
' 22N 1
Grasscrete Walkway IL 1-045ni‘ \7'&90 ‘ IC-0023-F : .-.1 RW
O : : NG CL 2.750m 1C-0006-5 il L j
— ) / IL1.350m |
N 1504 1:150 p ’
. — : VC (PN -
Site Layout e —— "t (PN-0os3) s
IC-0033-S g~ —~gil D S IC-0007-S 1508 7] IC-0022-F
. Ny o 0 Q CL2.650m ‘150 pvc CL 2.600m
: CL 2.700m Ll T S S (PN-0025. .
(Scale @1:200) 1 100 MR 59 +E720  IL1475m 022) IL: 1.030m
: ey, 00— - ISY

UNLESS STATED WITHIN THE CONTRACT THESE DRAWINGS ARE COPYRIGHT AND THE PROPERTY OF
PARSONS CONSULTING ENGINEERS LTD. COPYING OF THE DESIGNS, DRAWINGS OR INTELLECTUAL
PROPERTY IN FULL OR IN PART IS NOT PERMITTED.

NOTES

1. All dimensions are in millimetres unless stated otherwise.
2. This drawing to be read in conjunction with all other
relevant drawings and specifications.

3. All proprietary items to be installed in strict compliance
with manufacturers instructions and recommendations.

STANDARD DRAINAGE NOTES:

1.

Except where specifically shown otherwise all below ground
pipes / connections shall be 100mm dia PVC (to BS 4660) or
VC (to BS 5481) with flexible joints and laid to minimum falls
of 1in 40, except where connected to WC when falls may be
1in 80.

. All gravity pipe runs to be tested to a standing head of

1500mm head of water above the invert at the head of the
pipe run (but not exceeding 4000mm at the lower end)
For details of bed and surround requirements refer to
long-sections and standard details. In all other situations
provide 150mm of 10mm single-sized rounded gravel
bedding and surround.

. Except where specifically shown otherwise, pipes to be a

minimum of 900mm below roads/driveways and 600mm
below gardens/fields.

Ventilating pipes to be provided at the head of each drain
and to any branch longer than 6m where a single appliance
is connected, or 12m where a group of appliances is
connected.

. Step-irons shall not be fitted in any chambers unless

specified otherwise.

Manhole/Gully covers shall be regulated to suit finished
levels and crossfalls

All proprietary items to be installed in strict compliance with
manufacturers instructions and recommendations

Drains passing beneath buildings to have minimum 100mm
granular fill or flexible filling around pipe. Where the pipe
crown is within 300mm of the underside of the slab, pipe
shall be encased in concrete integral with the slab.

10.Drains passing through walls below ground level to have

minimum 50mm clearance all round and opening in walls to
be masked all round with rigid sheet material to prevent
ingress of fill or vermin. Openings in walls for pipes shall
have concrete lintels to support wall construction above

11.Unless stated otherwise, pipes to be 100mm Diameter.

STANDARD ROADS / FOOTPATH NOTES:

1.

Existing structures to be broken out to minimum 450mm
below top of finished surface level. Existing footpath to be
broken out and rubble and existing subbase to be removed
off-site.

Subgrade to be proof rolled with one pass of a
smooth-wheeled roller having a mass per M-width of roll of
not less than 2,100-kg or a Vibrating Roller having a mass
per M-width of roll of not less than 700-kg or a Vibrating
Plate Compactor having a mass per m2 of not less than
1400-kg. Any soft spots shall be removed and replaced with
Type 1 compacted in layers not exceeding 150mm thickness.
All formations are to be treated with an approved herbicide
before placing sib-base material on a geotextile separation
membrane (Terram 1000 or similar approved)

. All sub-base material is to be non-frost-susceptible. All

concrete to be sulphate resisting
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